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Introduction 
	  	  	   Electronic	   devices	   of	   today’s	   technology	   are	   based	   on	   silicon	  semiconductors.	  As	  processors	  power	  grows,	  their	  components	  are	  more	  and	  more	  miniaturized.	   As	   an	   example,	   most	   recent	   transistors	   are	   reduced	   to	   the	   limit,	  where	   the	   active	   zone	   measures	   ten	   nanometres.	   At	   those	   sizes	   a	   barrier	   is	  encountered	   when	   trying	   to	   keep	   reducing	   sizes.	   The	   physics	   dominating	   the	  phenomena	  at	  the	  nanometre	  size	  and	  below	  are	  the	  quantum	  mechanics.	  Indeed,	  if	  the	  evolution	  in	  electronics	  and	  its	  components	  is	  to	  keep	  reducing	  devices	  size,	  a	  new	  concept	  of	  components	  based	  on	  quantum	  mechanics	  has	  to	  be	  build	  up.	  The	  work	   presented	   in	   this	  manuscript	   is	   meant	   to	   contribute	   to	   a	   new	   technologic	  concept.	   Graphene	   has	   been	   shown	   to	   have	   particularly	   high	   electron	   mobility	  characteristics	   and	   give	   easy	   access	   to	   a	   2-­‐dimensionnal	   electron	   gas.	   Pristine	  graphene	  has	  a	  metallic	  behaviour,	  but	  the	  modification	  of	  its	  electronic	  states	  can	  lead	  to	  more	  complex	  functions.	  The	  structural	  modification	  of	  graphene	  will	  most	  probably	  reduce	  the	  mobility,	  starting	  with	  very	  high	  mobility	  material	  can	  allow	  to	   produce	   lower,	   but	   still	   high	   mobility	   devices.	   One	   way	   to	   modulate	   the	  electronic	   properties	   is	   to	   change	   the	   geometrical	   characteristics	   of	   a	   graphene	  sheet.	  There	  is	  still	  though	  a	  need	  for	  a	  technique	  that	  allows	  to	  pattern	  graphene	  while	  preserving	  its	  crystallinity	  and	  that	  is	  precise	  enough	  to	  apply	  modifications	  at	   the	   atomic	   scale.	   We	   present	   in	   this	   manuscript	   a	   graphene	   etching	   process	  where	  we	  propose	  to	  combine	  an	  electron	  beam	  to	  control	  the	  shape	  that	  triggers	  a	  chemical	  reaction	  giving	  crystalline	  directions	  affinity	  to	  reach	  atomic	  precision.	  The	   objects	   we	   chose	   to	   produce	   and	   analyse	   are	   graphene	   nanoribbons.	  Theoretically,	  when	  the	  two-­‐dimensional	  electronic	  gas	  of	  the	  graphene	  is	  confined	  in	  a	  one-­‐dimensional	   channel,	   the	  electrons	   transmitted	   through	  are	   subject	   to	  a	  similar	  effect	  than	  an	  electron	  confined	  in	  a	  box.	  As	  the	  confinement	  gets	  stronger,	  and	  the	  box	  smaller,	  the	  electron	  cannot	  access	  to	  an	  energy	  continuum	  anymore	  and	  the	  energy	  spectrum	  turns	  into	  discrete	  states.	  The	  effect	   in	  graphene	  would	  be	  the	  transition	  from	  continuous	  density	  of	  states	  at	  the	  Fermi	  level	  characteristic	  of	  metals	   to	   a	   non-­‐continuous	  DOS	  where	   the	   states	   depend	   on	   the	   constriction	  properties,	   like	  width,	   defects,	   and	   edges.	   To	   the	   date	   no	  work	   has	   presented	   a	  patterning	   process	   for	   graphene	   device	   fabrication	   with	   electronic	   transport	  measurements	  of	   low	  disorder	  graphene	  nanoribbons.	  The	  manuscript	   is	  divided	  in	  six	  chapters.	  	   In	  Chapter	  1,	  graphene	  will	  be	  introduced	  and	  its	  main	  characteristics	  will	  be	   described	   as	   well	   as	   the	   theoretical	   properties	   of	   graphene	   nanoribbons.	   In	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addition	  we	  will	  present	  the	  main	  patterning	  techniques	  of	  graphene	  and	  process	  to	   obtain	   nanometric	   ribbons.	   Furthermore	   some	   recent	   studies	   of	   electronic	  transport	  measurements	  through	  graphene	  nanoribbons	  will	  be	  summarized.	  	  	   Chapter	  2	  is	  the	  experimental	  methods	  section.	  The	  equipment	  used	  in	  this	  work	   will	   be	   presented	   as	   well	   as	   techniques	   to	   produce	   CVD	   and	   exfoliated	  graphene,	  to	  pattern	  graphene	  and	  to	  characterize	  the	  structural	  properties	  down	  to	   the	   atomic	   resolution	   microscopy	   and	   the	   electronic	   properties	   by	   cryo-­‐magnetotransport	  measurements.	  	   The	  Electron	  Beam	  Induced	  Etching	  technique	  is	  presented	  in	  Chapter	  3	  as	  well	   as	   the	   structural	   analysis	   of	   EBIE-­‐patterned	   graphene	   nanoribbons	   by	  Spherical	  Aberration	  Corrected	  Transmission	  Electron	  Microscopy	  (SACTEM).	  The	  analysis	   will	   focus	   on	   the	   crystallinity,	   edges	   arrangement	   as	   well	   as	   possible	  amorphization	  of	  the	  nanoribbon.	  	   The	  Chapter	  4	  presents	  the	  transfer	  of	  the	  technology	  presented	  in	  chapter	  3	   to	   substrates	   for	   electronic	   transport	   measurements	   on	   suspended	   graphene	  nanoribbons.	   The	   electronic	   cryo-­‐magnetotransport	   measurements	   of	   the	  graphene	  nanoribbon	  devices	  are	  also	  presented	  in	  this	  section.	   In	  particular,	  we	  will	  investigate	  the	  temperature,	  filed	  effect	  and	  magnetic	  dependency	  of	  the	  GNR	  conductance.	  	   Chapter	   5	   gathers	   preliminary	   work	   on	   the	   next	   level	   of	   control	   of	  graphene-­‐based	   technology	  at	   small	  dimensions.	   In	   this	   section	  graphene	  will	  be	  studied	  with	   a	  4-­‐probe	  Ultra	  High	  Vacuum	  Scanning	  Tunnelling	  Microscope.	  The	  devices	   are	   patterned	   by	   the	   EBIE	   technique	   developed	   and	   analysed	   on	   the	  previous	  chapters.	  We	  will	  focus	  on	  three	  aspects:	  the	  effect	  of	  Scanning	  Electron	  Microscopy	   on	   graphene	   in	   UHV	   environment	   compared	   to	   secondary	   vacuum,	  graphene	   decontamination,	   and	   finally	   some	   electronic	   transport	  measurements	  performed	  with	  two	  STM	  tips	  through	  a	  graphene	  crossed	  ribbon	  device.	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1.1	   History	  of	  graphene	  	   Graphene	   is	   defined	   as	   a	   single	   layer	   of	   carbon	   atoms	   in	   a	   hexagonal	  honeycomb	   lattice	   and	   corresponds	   to	   a	   single	   layer	   of	   graphite.	   The	   history	   of	  graphene	   originates	   in	   the	   history	   of	   graphite.	   Graphite	   is	   a	   carbon	   crystalline	  conductor.	  Known	  since	  1789,	   its	   atomic	   structure	  was	  potentially	   elucidated	  by	  W.	  L.	  Bragg	   in	  1914	  who	  measured	  the	  cleavage	  planes	  spacing	   in	  graphite	  by	  X-­‐ray	   diffraction	   and	   found	   it	   to	   be	   3.42	  Å[1].	   P.	   Ewald	   took	   a	   Laue	   photograph	  perpendicular	   to	   the	   crystal	   plane	   the	   same	   year,	   confirming	   the	   hexagonal	  symmetry	   of	   the	   planes.	   Two	   years	   latter,	   P.	   Debye	   and	   P.	   Scherrer	   fully	  determined	  the	  graphite	  structure	  by	  X-­‐ray	  measurements[2].	  	  
	  
Figure	  1.1:	  From	  left	  to	  right,	  William	  L.	  Bragg,	  Peter	  Debye	  and	  Paul	  Scherrer	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   In	   1924,	   J.	   D.	   Bernal	   solved	   the	   structure	   of	   graphite	   by	   single	   crystal	  diffraction	   of	   X-­‐ray	   and	   he	   proposed	   an	   AA’AA’	   stacking	   of	   hexagonal	   arranged	  carbon	  atoms	  planes[3]	  (Figure	  1.2).	  	  	  
	  
Figure	   1.2:	   John	  Desmond	   Bernal	   and	   the	   graphite	   atomic	   arrangement	   determined	   by	   X-­‐ray	   single	  
crystal	  diffraction.	  Scheme	  adapted	  from	  [3].	  	   While	   theoretically	   investigating	   the	   properties	   of	   graphite,	   P.	   R.	  Wallace	  introduced,	   in	   1947,	   graphene	   as	   the	   basic	   unit	   constitutive	   of	   graphite.	   At	   the	  time,	  graphene	  was	  not	  though	  to	  exist	  by	  itself	  but	  a	  mere	  view	  of	  mind.	  Wallace	  defined	   the	  primitive	  cell	   (Figure	  1.3a),	   the	   first	  Brillouin	  zone	  (Figure	  1.3b)	  and	  used	  it	  to	  calculate,	  for	  the	  first	  time,	  electronic	  bands	  of	  graphene[4].	  In	  so	  doing	  he	  also	  noted	  the	  linear	  dispersion	  relation	  around	  what	  we	  now	  call	  the	  Dirac	  points.	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Figure	  1.3:	  Phillip	  Russell	  Wallace,	  graphene	  scheme	  of	  primitive	  cell	   (a)	  and	   first	  Brillouin	  zone	  (b)	  
adapted	  from	  [4].	  	   In	   1956,	   J.W.	   McClure	   published	   the	   wave	   propagation	   equation	   for	  excitations	  in	  graphene[5].	  The	  similarity	  to	  the	  Dirac	  equation	  was	  then	  discussed	  in	  1984	  by	  G.W.	  Semenoff[6]	  (see	  also	  DiVincenzo	  and	  Mele[7]).	  	   In	  1970-­‐2000	  decades	  a	  big	  scientific	  endeavour	  was	  focused	  on	  producing	  insulated	  single-­‐layer	  graphene[8].	  Graphene	  single	  layer	  was	  observed	  by	  epitaxial	  growth	  on	  top	  of	  other	  materials	  such	  as	  silicon	  carbide[9-­‐13],	  platinum	  carbide[14],	  tantalum	  carbide[15,	  16],	  boron	  nitride[17]	  or	  titanium	  carbide[18].	  In	  addition,	  single-­‐walled	   carbon	   nanotubes	   had	   also	   been	   observed	   and	   analysed[19-­‐21].	   In	   2004	  A.	  Geim	   and	   K.	   Novoselov	   transferred	   monolayer	   graphene	   on	   oxidized	   silicon	  substrates[22].	  They	  used	  a	  technique	  to	  cleave	  graphite	  successively	  on	  a	  piece	  of	  tape	  to	  reduce	  its	  thickness.	  This	  technique	  was	  used	  before	  for	  specimen	  analysis	  on	  electron	  microscopy	  in	  1960[23].	  The	  crucial	  difference	  is	  that	  a	  silicon	  substrate	  with	  a	  thin	  silicon	  dioxide	  layer	  on	  top	  would	  create	  optical	  interferences	  making	  mono-­‐atomic	  layers	  of	  graphite	  identifiable	  by	  optical	  microscopy[24].	  In	  their	  work	  they	  had	  shown	  how	  monolayers	  were	  deposited	  and	  measured	  by	  Atomic	  Force	  Microscopy	  (Figure	  1.4a).	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Figure	   1.4:	   Upper	   left:	   Andre	   Geim,	   Upper	   Right:	   Konstantin	   Novoselov	   and	   their	   first	   published	  
graphene	   single	   layer	   deposited	   by	   the	   tape	   technique	   on	   silicon	   dioxide	   on	   silicon	   substrates	  
observed	  by	  (a)	  AFM	  and	  (b)optical	  microscopy.	  Adapted	  from	  [22].	  	   The	  next	  year,	  in	  2005,	  Geim	  and	  Novoselov	  as	  well	  as	  Philip	  Kim	  published	  the	  first	  experimental	  results	  evidencing	  the	  Dirac	  fermions	  [25,	  26]	  and	  the	  ballistic	  behaviour	  of	  electronic	  transport	  in	  graphene.	  	  	  
	  
Figure	  1.5:	  Upper	  left:	  Philip	  Kim,	  and	  his	  measurements	  of	  QHE	  in	  monolayer	  graphene.	  Adapted	  from	  
[26].	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As	   graphene	   was	   easier	   to	   produce	   than	   GaAs,	   cheaper	   and	   also	   presenting	  ballistic	   electronic	   transport,	   scientists	   around	   the	  world	   focused	   their	   attention	  on	  using	  this	  material.	  	  
1.2	   Graphene	  properties	  
1.2.1 Structural	  properties	  and	  electronic	  bands	  of	  graphene	  	   The	  hexagonal	  honeycomb	  lattice	  of	  graphene	  is	  shown	  in	  Figure	  1.6a.	  The	  external	  electronic	  configuration	  corresponds	  to	  an	  s	  orbital	  and	  three	  p	  orbitals.	  The	  s	  orbital	  and	  the	  two	  in-­‐plane	  p	  orbitals	  hybridize	  to	  form	  three	  sigma	  in-­‐plane	  sp2	  molecular	  orbitals	  (Figure	  1.6b).	  Those	  electrons	  are	  engaged	  in	  the	  carbon-­‐to-­‐carbon	  covalent	  bonds	  and	  therefore,	  do	  not	  contribute	  to	  electronic	  conductivity.	  The	   third	   p	   orbital,	   perpendicular	   to	   the	   graphene	   plane	   hybridizes	   forming	  bonding	  (π)	  and	  antibonding	  (π*)	  orbitals.	  	  	  	  
	  
Figure	   1.6:	   (a)	   TEM	   micrograph	   of	   monolayer	   graphene	   and	   (b)	   sp2	   hybridized	   carbon	   atoms	  
composing	  the	  structure	  of	  graphene.	  	   The	  carbon-­‐to-­‐carbon	  bonding	  length	  is	  a	  =	  1.42	  Å	  (Figure	  1.6b).	  Two	  main	  directions	   can	   be	   distinguished	   called	   armchair	   and	   zigzag	   (respectively	   x	   and	   y	  direction	  in	  Figure	  1.7a).	  The	  lattice	  translation	  vectors	  a1	  and	  a2	   form	  a	  unit	  cell	  containing	   two	   non-­‐equivalent	   carbon	   atom	   positions	   (black	   and	   blue)	   (Figure	  1.7a).	   	  	   !a1,2 = a2 3⋅ !ex ± 3 ⋅ !ey( ) 	   (1.1)	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Vectors	  ∂1,2,3	  are	  the	  nearest	  neighbour	  positions	  (Figure	  1.7a).	  	   	   !∂1,2 = a2 !ex ± 3 ⋅ !ey( ) ;	   !∂3 = −a ⋅ !ex 	   (1.2)	  	   The	  reciprocal	  lattice	  vectors	  are	  b1,2	  (Figure	  1.7b).	  	   	   !b1,2 = 2π3a !kx ± 3 ⋅ !ky( ) 	   (1.3)	  The	   K	   and	   K’	   points	   in	   the	   borders	   of	   the	   Brillouin	   zone	   are	   particularly	  important	   for	  the	  physics	  of	  graphene.	  They	  are	  called	  the	  Dirac	  points	  and	  their	  positions	  in	  momentum	  space	  are:	  	   	   K = 2π3a , 2π3 3a!"# $%& ;	  K ' = 2π3a ,− 2π3 3a"#$ %&' 	   (1.4)	  	  	  
	  
Figure	   1.7:	   (a)	   Graphene	   honeycomb	   lattice	   composed	   of	   two	   triangular	   interpenetrating	   lattices	  
(black	   and	   blue),	   a1	   and	   a2	   are	   the	   lattice	   unit	   vectors	   and	   ∂1	   ∂2	   and	   ∂3	   are	   the	   nearest-­‐neighbour	  
vectors.	  (b)	  The	  hexagonal	  1st	  Brillouin	  zone	  is	  represented	  where	  b1	  and	  b2	  are	  the	  reciprocal	  vectors.	  
Points	  K	  and	  K’	  correspond	  to	  the	  Dirac	  points.	  	   The	   tight-­‐binding	   Hamiltonian	   for	   electrons	   propagating	   in	   graphene,	  taking	  into	  account	  that	  electrons	  can	  hop	  to	  nearest	  and	  next-­‐nearest	  atoms,	  has	  the	  following	  form	  [27]	  (with	  units	  such	  that	  ! =1):	  	   	   H = −t (aσ ,i†
<i, j>,σ
∑ bσ , j +H.c.)− t ' (aσ ,i†
<<i, j>>,σ
∑ aσ , j + bσ ,i† bσ , j +H.c.) 	   (1.5)	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Where	   aσ ,i ( aσ ,i† )	   annihilates	   (creates)	   an	   electron	   with	   spin	   σ	   on	   site	   Ri	   on	  sublattice	   A	   (an	   equivalent	   definition	   is	   used	   for	   sublattice	   B),	   t	  ~	  2.8	  eV	   is	   the	  nearest	   neighbour	   hopping	   energy	   (hopping	   between	   different	   sublattices	  represented	   by	   vectors	   ∂1,2,3),	   and	   t’	   (	  0.02t	  ≤	  t’	  ≤	  0.2t	  )	   is	   the	   next	   nearest	  neighbour	  hoping	  energy	  (hopping	  in	  the	  same	  lattice	  represented	  by	  vectors	  a1,2).	  The	  electronic	  energy	  bands	  derived	  from	  this	  Hamiltonian	  are	  [4]:	  	   	   E±( !k ) = ±t 3+ f ( !k ) − t ' f ( !k ) 	   (1.6)	  
 	   f ( !k ) = 2cos( 3kya)+ 4cos 32 kya!"# $%&cos 32 kxa!"# $%& 	   (1.7)	  	  where	  the	  (+)	  sign	  corresponds	  to	  the	  conduction	  band	  (π*)	  and	  the	  (–)	  sign	  to	  the	  valence	   band	   (π).	   Figure	   1.8	   represents	   the	   band	   structure	   of	   graphene	   with	   a	  zoom	  in	  one	  of	  the	  Dirac	  cones	  position	  (at	  the	  K	  or	  K’	  position).	  
	  
Figure	   1.8:	   Representation	   of	   the	   two	   electronic	   bands	   (valence	   and	   conductance)	   of	   graphene.	   In	  
inset,	  a	  zoom	  of	  one	  of	  the	  Dirac	  points.	  Adapted	  from	  [27].	  	   The	   equation	   for	   the	  Dirac	   point	   dispersion	   is	   obtained	   by	   expanding	   Eq.	  (1.7)	   close	   to	   whether	   the	   K	   or	   the	   K’	   vectors	   (Eq.	   (1.4))	   as	   k	  =	  K	  	  +q	   with	  |q|<<|K|[4].	  	   	   E±(!q) ≈ ±vF !q +O q /K( )2"# $% 	   (1.8)	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where	  q	  is	  the	  relative	  momentum	  to	  the	  K	  (or	  K’)	  point	  and	  vF	  the	  Fermi	  velocity	  given	  by	  vF	  =	  3ta/2	  and	  a	  value	  of	  vF~1.106	  m.s-­‐1.	  This	  linear	  dispersion	  is	  similar	  to	  the	  energy	  of	  ultra-­‐relativistic	  particles	  described	  by	  the	  massless	  Dirac	  equation	  and	  gives	  graphene	  some	  of	  its	  peculiar	  electronic	  properties.	  	  
1.2.2 Electronic	  transport	  in	  graphene	  	   The	   most	   unusual	   electronic	   transport	   property	   of	   graphene	   is	   its	   high	  mobility	  (up	  to	  250,000	  cm2/Vs[28]).	   In	  addition,	  due	  to	  the	   linear	  band	  structure,	  gated	   transport	  presents	  a	   resistance	  peak	  at	  a	  Fermi	   level	   corresponding	   to	   the	  junction	   of	   the	   conduction	   and	   valence	   bands	   where	   theoretically	   no	   electronic	  states	  are	  available.	  Away	  from	  that,	  I(V)	  characteristics	  are	  metal-­‐like,	  linear,	  with	  constant	   resistance.	   But	   other	   magneto-­‐transport	   phenomena	   take	   place	   on	  graphene.	   The	   properties	   of	   graphene	   under	   magnetic	   field	   are	   modified	   after	  patterning,	   and	  will	   be	   used	   in	   this	  work	   to	   evaluate	   edge	   transport.	  Hall	   effect,	  discovered	   in	  1879	  by	  Edwin	  Hall[29],	   is	   the	  apparition	  of	  a	   transversal	  bias	  on	  a	  conductive	   sample	   due	   to	   the	   Lorentz	   force	   applied	   to	   the	   charge	   carriers	   in	   a	  rectangular	   metallic	   bar	   with	   constant	   longitudinal	   current.	   The	   longitudinal	  voltage	   (VXX)	   is	   then	   independent	   of	   the	   magnetic	   field	   whereas	   the	   transverse	  voltage	   will	   increase	   by	   the	   accumulation	   of	   charges	   due	   to	   the	   magnetic	   field	  (Figure	  1.9).	   Its	   corresponding	   resistance	   is	   called	   the	  Hall	   resistance.	  While	  RXX	  will	  be	  dependent	  on	  the	  bar	  sizes,	  the	  Hall	  effect	  is	  independent	  on	  the	  bar	  length	  and	  width.	  The	  resistance	  values	  follow	  the	  formula:	  	   	   RXX = L /Wneµ 	  	  	  	  	  	  	  	  	  RXY = !Bne 	   (1.9)	  	  
	  
Figure	   1.9:	  Measurement	   setup	   for	   the	   Hall	   effect	   and	   representation	   of	   the	   longitudinal	   as	  well	   as	  
transverse	  resistance	  dependence	  on	  magnetic	  field	  intensity.	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   These	  formulas	  are	  based	  on	  the	  Drude	  model.	  This	  effect	  can	  be	  observed	  in	  any	  metallic	  conducting	  sample	  even	  at	  room	  temperature.	  The	   Hall	   resistance	  measurement	   on	   graphene	   is	   different	   though.	  When	  graphene	  comprises	  a	   low	  enough	  density	  of	  defects,	   the	  transport	  can	  reach	  the	  ballistic	  regime	  where	  a	  quantisation	  appears	  in	  the	  presence	  of	  a	  magnetic	  field.	  In	   this	   case,	   the	   energy	  band	   split	   into	   Landau	   levels	   that	   degenerates	   then	   into	  spin	   up	   and	   spin	   down	   levels	   due	   to	   the	   Zeeman	   effect.	   As	   the	  magnetic	   field	   is	  increased,	   the	  Landau	   levels	   are	  more	  and	  more	   spaced.	  The	  eigenvalues	   for	   the	  Landau	  levels	  depending	  on	  magnetic	  field	  are	  given	  by:	  	  	   	   EN = sgn(N ) 2e!vFB N 	   (1.10)	  	  Where	  N	   is	   an	   electron	   (N>0)	   or	   hole-­‐like	   (N<0)	   index.	   The	   energy	   of	   the	   levels	  increases	   as	   the	   square	   root	   of	   the	   magnetic	   field.	   The	   Landau	   levels	   can	   be	  observed	   either	   by	   keeping	   the	   Fermi	   energy	   constant	   and	   by	   scanning	   the	  magnetic	   field	   or	   by	   setting	   a	   constant	   magnetic	   field	   (high	   enough	   to	   split	   the	  Landau	  levels)	  and	  raising	  the	  Fermi	  energy	  of	  the	  sample	  using	  the	  gate	  voltage	  (Figure	   1.10a).	  We	   choose	   to	   describe	   an	   example	  where	   EF	   is	   constant	   and	   the	  magnetic	  field	  intensity[26]	  is	  scanning	  between	  0	  and	  9	  T	  (Figure	  1.10b).	  	  
	  
Figure	  1.10:	  (a)	  Energy	  diagram	  of	  the	  filling	  mechanism	  of	  Landau	  levels	  by	  either	  variable	  magnetic	  
field	  or	  Fermi	  energy	   level	   and	   (b)	  Graphene	  Hall	  bar	  measurements	  of	   longitudinal	  and	   transverse	  
(Hall)	  resistance	  on	  variable	  magnetic	  field,	  adapted	  from	  [26].	  	   In	  the	  example	  of	  Figure	  1.10b	  the	  longitudinal	  (red)	  as	  well	  as	  the	  transverse	  (Hall)	   resistance	   (black)	   are	   measured.	   Even	   though	   the	   measurements	   at	   low	  magnetic	   field	   (from	  0	   to	   1.5	  T)	   are	   similar	   to	   the	  model	   of	   Figure	   1.9,	   plateaux	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appear	  in	  the	  Hall	  resistance	  as	  well	  as	  oscillations	  in	  the	  longitudinal	  resistance.	  This	   reveals	   the	   presence	   of	   Landau	   levels	   on	   the	   sample,	   which	   causes	   the	  increase	  of	  electronic	  states	  and	  also	  the	  resistance	  between	  the	  two	  sides.	  As	  the	  Landau	  levels	  correspond	  to	  electronic	  orbital	  states,	  they	  cause	  a	  sudden	  increase	  in	   the	   longitudinal	   resistance	   when	   they	   get	   across	   the	   Fermi	   level.	   This	  phenomenon	   is	   known	   as	   Shubnikov	   de	   Haas	   oscillations	   (SdH).	   Theoretically,	  there	  are	  no	  electronic	  states	  in	  between	  Landau	  levels	  and	  it	  would	  be	  impossible	  to	  stand	  between	  two	  of	  them.	  However	  in	  Figure	  1.10b,	  we	  see	  that	  the	  steps	  are	  not	  perfectly	  straight.	  This	   is	  due	  to	  defects	  and	  imperfections	  in	  the	  sample	  that	  modify	   the	   potential	   allowing	   orbital	   states	   with	   energies	   different	   than	   the	  Landau	  levels.	  Those	  electronic	  states	  allow	  experimentally	  setting	  the	  Fermi	  level	  in	  between	  two	  Landau	  levels	  and	  performing	  a	  measurement.	  	  	  
1.3	   Graphene	  nanoribbons	  (GNR)	  
1.3.1 Structural	  properties	  of	  graphene	  nanoribbons	  	   The	   intrinsic	   electronic	   properties	   of	   bulk	   graphene	   are	   not	   sufficient	   to	  build	   complex	   mechanisms	   or	   devices.	   One	   needs	   to	   modify	   such	   properties	   to	  induce	  changes	  on	  its	  behaviour.	  One	  way	  to	  do	  it	  is	  by	  inducing	  confinement	  in	  a	  supplementary	  axis	  in	  order	  to	  evolve	  towards	  a	  one	  dimensional	  electron	  guide:	  graphene	  nanoribbons	  (GNR).	  GNR	  come	  in	  a	  variety	  of	  types	  depending	  on	  their	  geometrical	  size	  but	  also	  the	  structure	  of	  their	  edges.	  The	  length	  and	  width	  of	  the	  constriction	  will	  play	  an	  important	  role	  in	  the	  final	  electronic	  structure	  of	  the	  GNR.	  We	  define	  a	  zigzag	  (armchair)	  GNR	  as	  a	  zigzag	  (armchair)	  edged	  GNR,	  respectively	  aGNR	  and	  zGNR	  (Figure	  1.11).	  Orientations	  in	  between	  those	  two	  possibilities	  will	  lead	  to	  a	  mixed	  GNR	  containing	  a	  non	  zero	  percentage	  α	  of	  armchair	  and	  (1-­‐α)	  of	  zigzag	  edges	  (Figure	  1.11)	  resulting	  in	  different	  GNR	  orientations. 	  
	  
Figure	  1.11:	  Representation	  of	  the	  three	  possible	  edge	  arrangements	  of	  graphene	  nanoribbons.	  	   Furthermore,	   the	   geometry	   of	   the	   portion	   of	   graphene	   connecting	   the	  nanoribbon	  to	  the	  electrodes	  also	  contributes	  to	  the	  electronic	  behaviour.	  The	  GNR	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can	   be	   connected	   to	   the	   rest	   of	   the	   graphene	   flake	   directly	   without	   additional	  patterning,	  or	  through	  a	  connection	  cone	  at	  an	  arbitrary	  angle	  (Figure	  1.12).	  	  
	  
Figure	  1.12:	  Scheme	  of	  graphene	  nanoribbons	  shape	  with	  different	  angle	  connections	  from	  30°	  to	  90°.	  	   It	  has	  been	  theoretically	  shown	  that	  connection	  angles	  have	  an	  effect	  on	  the	  conductance	   in	   GNR-­‐like	   constrictions[30],	   depending	   on	   the	   shape,	   and	   on	   the	  crystalline	  orientation	  of	  the	  connecting	  region.	  	  	  
1.3.2 Electronic	  structure	  of	  Graphene	  Nanoribbons	  	  This	  section	  is	  divided	  into	  the	  zGNR	  and	  aGNR	  section	  as	  this	  parameter	  defines	  the	   electronic	   band	   structure	   and	   behaviour	   of	   the	   GNR.	   Those	   electronic	  properties	   are	   then	   modulated	   by	   the	   geometrical	   characteristics	   of	   the	   ribbon	  (width	  and	  length).	  	   -­‐ zigzag	  GNR	  	   The	  zGNR	  presents	  electronic	  states	  at	  the	  edges	  of	  the	  ribbon	  for	  any	  width	  [31,	  32].	  No	  matter	  what	  the	  width	  of	  the	  ribbon	  is,	  the	  device	  is	  metallic	  and	  the	  Density	  of	  States	  (DOS)	  does	  not	  change	  significantly	  with	  different	  sizes	  (Figure	  1.13).	  No	  gap	  is	  present	  at	  any	  width,	  and	  edge	  states	  are	  always	  present	  at	  the	  Fermi	  level.	  Its	   energy	  band	  structure	   is	   comparable	   to	   the	  projection	  of	   graphene	  electronic	  band	  structure	  along	  a	  zigzag	  direction	  axis.	  The	   fact	   that	   the	  zGNR	  behaves	  as	  a	  metal	   can	   be	   useful	   for	   future	   metallic	   connections	   between	   devices	   using	  graphene	   strips.	   The	   conduction	   properties	   are	   though	   not	   adapted	   to	   the	  production	  of	  a	  semiconductor-­‐like	  behaving	  graphene	  device.	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Figure	  1.13:	  Energy	  band	  structure	  E(k)	  and	  density	  of	  states	  D(E)	  simulations	  of	  zigzag	  nanoribbons	  
of	  widths	  (a)	  N=4,	  (b)	  N=5	  and	  (c)	  N=30.	  Adapted	  from	  [32].	  	   -­‐ armchair	  GNR	  	  In	   contrast,	   the	   band	   diagram	   of	   aGNR	   depends	   significantly	   on	   the	   width	   and	  cannot	   then	   be	   extracted	   from	   a	   projection	   of	   the	   graphene	   electronic	   bands	  diagram.	  One	  characteristic	  of	  the	  armchair	  GNR	  is	  a	  gap	  between	  the	  conduction	  and	  valence	  bands	  depending	  on	  the	  GNR	  widths	  (Figure	  1.14).	  	  
	  
Figure	   1.14:	   Energy	   band	   structure	   E(k)	   and	   density	   of	   states	   D(E)	   simulations	   of	   armchair	  
nanoribbons	  of	  widths	  (a)	  N=4,	  (b)	  N=5	  and	  (c)	  N=30	  (3.6	  nm).	  Adapted	  from	  [32].	  	   The	  gap	  depends	  also	  on	  the	  number	  N	  of	  armchair	  chains	  contained	  on	  the	  ribbon.	   We	   can	   distinguish	   3	   families:	   N	  =	  3p+1,	   3p+2	   and	   3p,	   where	   p ∈ N * .	  Simulations	   show	   that	   at	   same	   width	   (interpolated),	   ribbons	   of	   family	   N=3p+1	  have	   the	  bigger	  gap	  energy	  compared	   to	  N=3p	  and	  N=3p+2	  which	  has	   the	   lower	  energy	   gaps[33]	   (Figure	   1.15).	   We	   can	   calculate	   the	   ribbon	   width	   from	   N	   using	  
W = 32 a ⋅ (N −1) .	  For	  example	  N=	  30	  correspond	  to	  a	  W=	  3.6	  nm	  wide	  aGNR.	  From	  the	  calculations	  in	  Figure	  1.15d	  we	  deduce	  a	  relation	  between	  the	  gap	  energy	  and	  the	  width	  as:	  	   	   EG = αW 	   (1.11)	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were	  α ≈ 0.2−1.5 	  eV.nm.	   The	   theoretical	   works	   show	   how	   atomic	   precision	   is	  important	   to	   achieve	   the	  desired	  device	  with	   given	  properties.	  GNR	  with	   similar	  width	  presents	  different	  characteristics	  at	  only	  one	  atom	  difference	  in	  width.	  	  
	  
Figure	  1.15:	  Electronic	  band	  calculations	  for	  (a)	  N=19,	  (b)	  N=20	  and	  (c)	  N=21	  armchair	  GNR	  and	  plot	  of	  
gap	  energy	  versus	  N	  for	  the	  three	  types	  of	  ribbons	  N=3p,	  3p+1	  and	  3p+2.	  The	  width	  is	  calculated	  using	  
W=	  sqrt(3)/2*a*(N-­‐1)	  with	  a=1.42	  Å.	  Adapted	  from	  [33].	  	   The	  values	  measured	  experimentally	  by	  electronic	  transport	  taking	  α = 0.2and	   considering	   an	   effective	   ribbon	   width	   W-­‐W*	   (real	   width	   of	   the	   GNR	   –	  amorphized	   non	   conductive	   width)	   where	   in	   good	   agreement	   with	   those	  theoretical	  values[34].	  	   -­‐ GNR	  under	  Magnetic	  Field	  	   GNR	  under	  magnetic	  field	  are	  also	  subjected	  to	  the	  Zeeman	  effect,	  and	  so,	  to	  the	  energy	   bands	   splitting	   into	   Landau	   levels.	  While	   the	   centre	   of	   the	   ribbon	   reacts	  similarly	  to	  what	  we	  have	  described	  for	  2D	  graphene,	  extra	  edge	  states	  arise	  from	  the	   1D	   confinement.	   As	   a	   consequence,	   the	   dispersion	   of	   the	   Landau	   levels	  increases	   strongly	   near	   the	   GNR	   edges	   (Figure	   1.16a).	   The	   flat	   regions	   of	   the	  Landau	  levels	  correspond	  to	  cyclotron	  orbits	  in	  the	  ribbon,	  edge	  states	  correspond	  to	  skipping	  orbits	  (Figure	  1.16a).	  Skipping	  orbits	  are	  simply	  cyclotron	  orbits	  that	  hit	   the	   edge	   and	  are	  diffused	   forward.	   Finally	  higher	   energies	  with	  orbits	   bigger	  than	  the	  ribbon	  size	  will	  result	  in	  traversing	  orbits	  along	  the	  GNR	  (Figure	  1.16b).	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Figure	   1.16:	   (a)	   Scheme	   of	   the	   Landau	   levels	   in	   a	   GNR	   under	  magnetic	   field	   and	   the	   three	   possible	  
electron	  trajectories	  through	  the	  ribbon:	  (b)	  cyclotron	  orbits,	  skipping	  orbits	  and	  (c)	  traversing	  orbits.	  	  This	  behaviour	  corresponds	  to	  ballistic	  transport	  regime.	  The	  presence	  of	  defects	  on	   the	   ribbon	  will	   cause	   the	   regime	   to	   change	   depending	   on	   the	   density.	   A	   low	  density	   of	   defects	   will	   cause	   a	   Landau	   states	   displacement,	   as	   the	   potential	   is	  locally	  modified	  by	  the	  defect,	  electron	  orbits	  are	  possible	  around	  it	  with	  cyclotron	  length,	  and	  so	  energy,	  different	   than	  normal	   levels.	   In	  addition,	   these	  defects	  can	  induce	  diffusion	  of	   electrons,	  perturbing	   their	   trajectories.	  At	  higher	  density,	   the	  channel	   is	  cut	  and	  the	  direct	   transmission	  of	  electrons	   is	  not	   longer	  possible	  and	  the	   only	   way	   for	   electrons	   to	   go	   through	   the	   ribbon	   is	   by	   hopping	   though	   the	  potential	   barriers,	   if	   barriers	   isolate	   graphene	   islands	   the	   conduction	   enters	   the	  Coulomb	  blockade	  regime.	  	  
1.4	   Experimental	  background	  
1.4.1 Graphene	  patterning	  techniques	  	   The	  most	  used	  and	  known	  technique	   to	  pattern	  GNR	   is	   the	  electron	  beam	  lithography	  (EBL)	  combined	  by	  metallization	  and	  reactive	  ion	  etching	  (RIE)	  of	  an	  exfoliated	   graphene	   sample[22,	   25,	   26,	   34-­‐47].	   The	   species	   can	   be	   inert	   (argon)	   or	  reactive	   (oxygen)	   (schematic	   steps	   e	   and	   f	   in	   Figure	   1.17).	   This	   procedure	  produces	  contacted	  graphene	  nanoribbons	  with	  a	  high	  success	   rate	  and	  down	   to	  20	  nm	  in	  width.	  But	  devices	  are	  supported	  (Figure	  1.17).	  Moreover,	  because	  of	  the	  positive	   resist,	   the	   ribbon	   is	   irradiated	   by	   the	   electron	   beam	   and	   covered	   by	  resists,	  and	  during	  RIE	  the	  risk	  of	  ions	  implantation	  is	  high.	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Figure	  1.17:	  Graphene	  nanoribbon	  fabrication	  by	  the	  EBL+RIE	  technique.	  The	  samples	  are	  produced	  by	  
(d)	  deposition	  of	   exfoliated	  graphene	   (e-­‐f)	  patterned	  by	  Reactive	   Ion	  etching	  and	   (g-­‐h)	   contacted	  by	  
electron	  beam	  lithography.	  (i)	  to	  (n)	  Resulting	  GNR	  produced	  by	  this	  process	  imaged	  by	  AFM.	  Adapted	  
from[37]	  and	  [38].	  AFM	  scale	  bars	  are	  200	  nm	  	   Ions	  can	  also	  be	  used	  by	  Focused	   Ion	  Beam	  (FIB)	   to	  etch	  graphene.	  Firsts	  GNR	   etching	   were	   made	   using	   gallium	   ions	   [48].	   Gallium	   ions	   induced	   too	   much	  amorphization	   and	   damage	   to	   the	   GNR.	   Lighter	   ions	   such	   as	   helium[49,	   50]	   with	  probe	   sizes	   down	   to	   5	  Å	   were	   used	   to	   pattern	   graphene	   reducing	   the	   ion	  implantation.	   This	   technique	   produces	   etched	   lines	   down	   to	   10	  nm	   in	   width	   on	  SiO2	   supported	  graphene.	  The	  schematic	   (Figure	  1.18)	   shows	   that	   this	   technique	  has	   some	   backscattering	   issues,	   as	   it	   would	   also	   be	   possible	   for	   the	   EBL+RIE	  etching	   techniques.	   The	   backscattering	   of	   a	   (electron)	   beam	   on	   supported	  graphene	  will	  be	  further	  analysed	  in	  Chapter	  4.	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Figure	  1.18:	  Helium	  Ion	  Lithography	  of	  graphene	  on	  silicon	  dioxide	  substrate.	  Adapted	  from	  [50].	  	   Direct	  etching	  by	  a	  focused	  e-­‐beam	  in	  order	  to	  knock	  atoms	  has	  been	  first	  evidenced	  by	  TEM[51-­‐55].	  In	  order	  to	  remove	  carbon	  atoms	  from	  the	  lattice	  (edge)	  a	  high	  energy	  electron	  beam	  is	  necessary,	  over	  86	  keV	  (50	  keV)[51,	  56,	  57].	  We	  find	  two	  main	  processes	   in	  the	   literature.	  The	  first	  one	  aims	  to	  produce	  by	  STEM	  a	  20	  nm	  large	  constriction.	  This	  constriction	  is	  then	  imaged	  continuously	  by	  standard	  TEM	  to	   narrow	   the	   constriction	   down	   to	   the	   atomic	   filament[52,	   53,	   55]	   (Figure	   1.19).	  Although	   the	  edges	  produced	  by	   the	  TEM	  beam	  etching	  are	  smooth,	   the	  electron	  beam	   used	   to	   narrow	   the	   ribbon	   also	   produces	   damages	   in	   the	   core.	  Moreover,	  even	  if	  it	  is	  possible	  to	  slightly	  modify	  the	  evolution	  of	  the	  ribbon,	  no	  control	  on	  the	  shape	   or	   the	   width	   can	   be	   done.	   The	   ribbon	   is	   etched	   until	   it	   breaks	   and	   is	   no	  longer	   measurable.	   On	   the	   other	   hand	   it	   is	   possible	   to	   use	   the	   STEM	   (with	   Cs	  corrected	  probe)	   at	   600°C	  with	  high-­‐resolution	  probe	   and	   etch	  directly	   the	   final	  desired	  shape[54].	  The	   three	   techniques	   presented	   here	   allow	   the	   patterning	   of	   arbitrary	  patterns	  by	  piloting	  the	  beam	  of	  a	  microscope,	  whether	  a	   lithography	  writer,	  FIB	  or	  TEM.	  Although	  etching	  precision	  reaches	  down	  to	  tens	  of	  nanometres,	  we	  will	  see	   in	   section	   1.4.2	   that	   the	   edge	   quality	   of	   the	   ribbons	   produced	   by	   those	  techniques	  is	  low,	  their	  crystallinity	  is	  lost	  to	  a	  large	  extent	  and	  the	  substrate	  and	  resist	  influence	  persist.	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Figure	  1.19:	  (a)	  Schematic	  of	  the	  TEM	  beam	  knock	  on	  on	  graphene.	  (b)	  to	  (g)	  HRTEM	  micrographs	  of	  
the	  fabrication	  steps	  of	  the	  GNR.	  Adapted	  from[53].	  	   Next	   is	  a	  chemical	  way	  to	  etch	  graphene:	  the	  catalytic	  etching	  of	  graphene	  by	  metallic	  nanoparticles	  under	  reactive	  gas[58-­‐60].	  Although	  the	  resulting	  edges	  are	  amongst	   the	   best	   quality	   edges	   in	   the	   literature	   with	   less	   than	   1	  nm	   of	  amorphization,	  the	  direction	  of	  diffusion	  and	  so	  the	  shape	  of	  the	  pattern	  is	  neither	  arbitrary	   nor	   controlled.	   However	   this	   shows	   that	   inducing	   a	   chemical	   reaction	  allows	   etching	   graphene	   by	   low	   energy	   activation.	   Furthermore	   the	   chemical	  reaction’s	   preference	   for	   crystalline	   directions	   is	   strong	   enough	   in	   this	   case	   to	  force	  the	  direction	  of	  diffusion	  of	  the	  particles.	  This	  characteristic	  could	  be	  useful	  to	  perform	  relatively	  easy	  atomically	  precise	  patterning	  that	  has	  been	  shown	  to	  be	  crucial.	  	   Chemical	   reactions	   are	   also	   used	   in	   order	   to	   open	   graphene	   nanotubes	  (Figure	  1.20).	  The	  nanotube	   is	   locally	  oxidized	  to	  create	  a	  defect.	  This	  defect	  will	  then	   propagate	   following	   the	   longitudinal	   direction	   due	   to	   stress	   on	   the	   rolled	  graphene	   piece	   to	   unzip	   it.	   Carbon	   nanotubes	   opening	   lead	   to	   high	   quality	  graphene	   nanoribbons	   with	   low	   amorphization	   on	   the	   edges	   [61-­‐63].	   The	   ribbon	  width	  is	  close	  to	  2πR,	  with	  R	  the	  nanotube	  diameter,	  minus	  the	  burned	  away	  part.	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Although	  their	  fabrication	  is	  relatively	  straightforward	  and	  with	  good	  results,	  the	  user	   does	   not	   choose	   the	   GNR	   position	   and	   complex	   device	   (multiribbon)	  fabrication	  would	  not	  be	  possible.	  	  
	  
Figure	   1.20:	   Carbon	   nanotube	   opening	   by	   gas-­‐phase	   oxidation	   imaged	   by	   AFM	   as	   well	   as	   TEM	  
microscopy	  techniques.	  Adapted	  from	  [62].	  	   Finally	   the	   chemical	   synthesis	   of	   GNR	   (Figure	   1.21)	   produces	   atomically	  perfect	  graphene	  ribbons[64].	  The	  starting	  precursor	  defines	  the	  future	  morphology	  (edge	   structure,	   shape,	   width)	   of	   the	   GNR.	   For	   that	   reason	   every	   ribbon	   size	   or	  shape	  needs	  a	  whole	  new	  chemistry	  (precursor,	  reaction	  and	  conditions).	  Though	  the	   quality	   and	   size	   precision	   of	   this	   technique	   is	   the	   best	   in	   the	   literature,	  difficulties	  are	  encountered	   to	   insulate	  one	  single	   ribbon	   in	  order	   to	  contact	  and	  proceed	   to	   transport	   measurements.	   Moreover	   the	   GNR	   are	   synthesized	   over	   a	  metallic	   surface	   compromising	   the	   electronic	   transport	   measurements	   without	  changing	   the	   substrate.	   The	   fact	   that	   chemistry	   is	   so	   precise	   and	   capable	   of	  producing	   high	   quality	   objects	   can	   be	   helpful	   if	   we	   succeed	   to	   find	   a	   process	  combining	  chemistry	  with	  an	  arbitrary	  shape	  patterning	  technique.	  	  The	  chemical	  approaches	  produce	  objects	  with	  high	  structural	  quality.	  The	  crystallinity	  of	  graphene	  is	  preserved	  and	  the	  edges	  present	  a	  roughness	  of	  0.5	  nm	  or	   less.	   On	   the	   other	   hand	   the	   use	   of	   those	   techniques	   makes	   it	   difficult	   to	  arbitrarily	  choose	  the	  geometries,	  sizes	  and	  position	  on	  the	  sample	  of	  the	  targeted	  object.	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Figure	  1.21:	  Chemical	  synthesis	  and	  near	  field	  imaging	  of	  graphene	  nanoribbons.	  Adapted	  from	  [64].	  	   There	  are	  some	  chemical	  candidates	  that	  can	  be	  used	  to	  etch	  graphene.	  For	  example,	  water	   (ice)	  has	  been	  proved	   to	   form	   species	   that	   reacts	  with	   graphene	  removing	  it	  from	  the	  surface[65].	  Furthermore	  this	  technique	  allows	  the	  production	  of	   silicon	   dioxide	   supported	   single-­‐layer	   graphene	   nanoribbon	   arrays	   of	   widths	  down	   to	  50	  nm.	  Even	   though	   this	   technique	   is	  quite	   effective,	  no	  high-­‐resolution	  study	   analyses	   the	   resulting	   devices.	   Furthermore	   water,	   or	   ice,	   is	   not	   the	   best	  candidate	  for	  vacuum	  chambers	  or	  for	  chemical	  reactivity.	  	  Another	   possibility	   is	   to	   use	   oxygen.	   Oxygen	   is	   a	   more	   reactive	   gas	   than	  water	  is	  and	  is	  easier	  to	  pump	  away	  from	  the	  microscope	  chamber	  afterwards.	  In	  addition	   the	   presence	   of	   oxygen	   in	   an	   SEM	   chamber	   has	   been	   shown	   to	   induce	  hexagonal	  crystalline	  edged	  holes	  in	  graphite	  samples	  when	  exposed	  to	  an	  electron	  beam[66](Figure	  1.22).	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Figure	  1.22:	  Oxygen	  induced	  etching	  of	  graphite	  during	  e-­‐beam	  exposition	  (a)	  and	  (b).	  Adapted	  from	  
[66].	  	   This	   last	   technique	   is	   potentially	   combining	   a	   crystallographic	   dependent	  chemical	   etching	   of	   graphene,	   with	   an	   activation	   of	   the	   reaction	   by	   an	   electron	  beam	  that	  we	  can	  control.	  The	  work	  presented	  in	  this	  manuscript	  is	  inspired	  in	  this	  last	   etching	   technique	   and	   will	   aim	   to	   perform	   graphene	   patterns	   by	   activating	  such	  reaction	  with	  a	  controlled	  focused	  electron	  beam.	  	  
1.4.2 Electronic	  transport	  measurements	  of	  GNR	  	   Not	   all	   the	   graphene	   nanoribbons	   fabrication	   methods	   shown	   in	   the	  previous	   section	   are	   presented	   with	   electronic	   transport	   measurements.	   We	  present	   in	   this	  part	  some	  of	   the	  most	  representative	  electron	  cryo-­‐transport	  and	  cryo-­‐magneto	  transport	  measurements	  performed	  on	  graphene	  nanoribbons.	  Two	  fabrication	   techniques	   are	   represented:	   EBL	   +	   RIE	   plasma	   etching	   of	   graphene	  sheets	   and	   carbon	   nanotubes	   unzipping.	   All	   the	   following	   results	   correspond	   to	  graphene	  ribbons	  supported	  on	  silicon	  dioxide	  substrate.	  	  We	   find	   in	   literature	  works	   in	  which	  graphene	  nanoribbons	  are	  patterned	  by	  RIE	  for	  example	  (Figure	  1.23)	  and	  measured.	  The	  measurements	  show	  indeed	  wide	   gap	   opening	   (around	   50	   meV).	   This	   gap	   energy	   though	   seems	   quite	   high	  compared	   to	   the	   theoretical	   energy	   gap	  discussed	  before	   in	   section	  1.3.2	   for	   the	  patterned	  ribbon	  width.	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Figure	  1.23:	  Backgate	  measurements	  of	  graphene	  nanoribbons	  patterned	  by	  EBL	  and	  RIE	  of	  (a)	  1.7	  µm	  
measured	  at	  90	  K	  (b)	  and	  backgate	  and	  I(V)	  measurements	  of	  a	  36	  nm	  GNR	  measured	  at	  1.5	  K	  (c)	  and	  
(d).	  Adapted	  from	  [45]	  and	  [39].	  	   Those	   GNR	  measurements	   show	   characteristics	   related	   to	   a	   phenomenon	  other	  than	  electron	  confinement	  taking	  place,	  increasing	  the	  gap	  energy.	  	   Other	  studies	  (Figure	  1.24)[37,	  40]	  have	  shown	  those	  nanoribbons	  to	  present	  coulomb	  diamonds	  in	  the	  conductance	  versus	  backgate	  voltage	  and	  bias	  diagram.	  These	   results	   show	   that	   the	   graphene	   nanoribbons	   do	   not	   have	   transport	  properties	   of	   devices	  with	   ballistic	   transport	   regime.	   The	   conduction	   regime	   on	  those	  devices	  is	  therefore	  different,	  much	  probably	  due	  to	  defects.	  As	  seen	  before,	  defects	   in	   a	   GNR	   will	   induce	   the	   transport	   regime	   to	   change	   to	   diffusive	   or	   to	  electron	  hopping	  depending	  on	  their	  density.	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Figure	   1.24:	   (a)	   Electronic	   transport	  measurements	   of	   plasma	   etched	   graphene	   nanoribbons	   in	   (c).	  
Transport	  gap	  measurement	  of	  a	  85	  nm	  wide	  ribbon	  and	  its	  conductance	  versus	  gate	  voltage	  and	  bias	  
(b).	   (c)	   Graphene	   nanoribbon	   of	   75	  	   nm	   width	   with	   (d)	   backgate	   measurement	   of	   the	   gap	   and	   its	  
conductance	  versus	  backgate	  voltage	  and	  bias	  diagram	  (e).	  Adapted	  from	  [37]	  and	  [40].	  	   The	   junctive	   diamonds	   of	   suppressed	   conductance	   are	   an	   indication	   of	  coulomb	  blockade	   regime,	   dominated	   by	   edge	   roughness	   and	  defects.	  We	  define	  edge	  roughness	  as	  the	  distance	  between	  the	  outer	  limit	  of	  the	  edge	  and	  the	  inner	  limit	   of	   the	   edge.	   This	   regime	   is	   the	   result	   of	   a	   GNR	   composed	   of	   islands.	   The	  electrons	  travel	   from	  source	  to	  drain	  by	  hopping	   from	  one	   island	  to	   the	  adjacent	  one	   consecutively.	   The	   nanoribbon	   islands	   can	   come	   from	   two	   different	   origins.	  The	   first	   and	  most	   obvious	   one	   is	   to	   have	   crystalline	   islands	   surrounded	   by	   an	  amorphized	  area.	  This	  have	  certainly	  been	  induced	  during	  the	  patterning	  process.	  	  
	  CHAPTER	  1:	  AIM	  AND	  CONTEXT	  	   	  	  
	   31	  
	  
Figure	  1.25:	  Schematic	  mechanism	  of	  dots	  creation	  by	  the	  surface	  potential	  fluctuation	  induced	  by	  the	  
substrate	  and	  diffusive	  edges.	  Hole	  doping	  is	  represented	  in	  blue	  and	  electron	  doping	  in	  red.	  Adapted	  
from	  [42].	  	   The	  second	  one	  is	  the	  creation	  of	  dots	  along	  the	  GNR	  by	  the	  combination	  of	  substrate	  induced	  potential	  fluctuations	  and	  the	  real	  confinement	  gap	  of	  the	  GNR.	  The	  flat	  and	  constant	  Fermi	  energy	  will	  cross	  the	  energy	  gap	  a	  few	  times	  creating	  electron	   and	   hole	   doped	   areas	   separated	   by	   the	   confinement	   gap	   (Figure	   1.25	   a	  and	   b).	   This	   model	   explains	   how	   changing	   the	   Fermi	   energy	   in	   a	   complex	  fluctuation	  of	   this	  potential	  may	  cause	   the	  system	  to	  switch	   in	  between	  different	  states	   such	   as	   large	   or	   small	   dots	   and	   isolated	   and	  well-­‐coupled	   dots	   [42](Figure	  1.25	  c	  and	  d).	  	   The	  patterning	  techniques	  presented	  before	  (EBL+RIE)	  had	  been	  proved	  to	  be	   inefficient	   though.	  Even	   if	   the	  etching	   is	  performed,	   the	   remaining	  material	   is	  defective,	   in	   the	  ribbon	  as	  well	  as	   the	  edges.	  This	  density	  of	  defects	  prevents	   the	  electrons	   from	  high	  mobility	   transport	   regime.	   As	  we	  want	   to	   preserve	   them	   as	  much	  as	  possible,	  the	  challenge	  is	  to	  pattern	  graphene	  nanoribbons,	  by	  preserving	  the	  graphene	  crystallinity	  and	  producing	  low	  roughness	  and	  low	  defected	  edges.	  	  	   Experiments	  on	  unzipped	  carbon	  nanotubes	  have	  shown	  to	  have	  transport	  properties	  under	  magnetic	   field	  similar	   to	  a	  GNR	  with	  only	  Gaussian	  disorder[67].	  The	   simulated	   current	   distribution	   in	   such	   GNR	   shows	   the	   backscattering	  mechanism	  due	  to	   localized	  states	   that	  successively	  disappears	  with	   the	  creation	  of	   magnetic	   edges	   (Figure	   1.26).	   This	   mechanism	   that	   concentrates	   the	   current	  flow	   in	   the	   smooth	   edges	   enhances	   the	   transmission	   and	   so	   induces	   a	   positive	  magneto	  conductance.	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Figure	   1.26:	   Current	   distribution	   at	   E=	  200	  meV	   for	   a	   90	  nm	   aGNR	   with	   only	   Gaussian	   disorder	   at	  
different	  magnetic	  fields.	  Adapted	  from	  [67].	  	   In	  this	  experiments	  backscattering	  due	  to	  edge	  roughness	  and	  amorphized	  GNR	  have	   been	   removed	   by	   using	   high	   quality	   GNR	   from	   carbon	   nanotubes.	   There	   is	  though	   one	   last	   source	   of	   scattering	   that	   has	   not	   been	   eliminated,	   which	   is	   the	  substrate	   itself.	   By	   reducing	   the	   substrate-­‐GNR	   interaction,	   the	   last	   source	   of	  backscattering	  remaining	  would	  be	  removed.	  	   This	  work	  will	  focus	  on	  the	  production	  of	  graphene	  nanoribbons	  by	  preventing	  from	   those	   scattering	   phenomena.	   The	   sample	   fabrication	   and	   specially	   the	  patterning	  procedure	  has	  to	  produce	  arbitrary	  shaped	  ribbons	  of	  nanometric	  size	  (~	  20	  nm)	  with	  crystalline	  edges	  as	  well	  as	  non-­‐amorphized	  ribbon	  core	  by	  using	  an	  induced	  chemical	  reaction.	  The	  final	  main	  challenge	  is	  to	  produce	  ribbons,	  free	  of	   the	   influence	   of	   the	   substrate,	   that	   are	   measurable	   by	   electronic	   transport	  techniques.	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2.1	   Graphene	  sources	  and	  sample	  preparation	  
2.1.1 Starting	  material	  	   Two	   different	   types	   of	   graphene	   were	   used	   in	   order	   to	   fabricate	   the	  samples.	   The	   first	   one	   is	   mechanically	   exfoliated	   graphene	   from	   graphite	   flakes	  and	  secondly,	  graphene	  grown	  on	  metals	  by	  chemical	  vapour	  deposition	  (CVD).	  Mechanically	  exfoliated	  graphene	  was	  produced	   starting	   from	  commercial	  graphite	   flakes	   (from	   Astiburry	   Company	   Inc,	   USA)	   [1,	   2].	   Those	   flakes	   are	   Kish	  graphite,	   produced	   during	   the	   cooling	   of	   carbon	   saturated	   hot	   iron	   in	   the	   steel	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fabrication	  process	  (see	  Figure	  2.1a).	  As	  shown	  in	  Figure	  2.1b,	  one	  flake	  is	  placed	  onto	  a	  rectangular	  piece	  of	  wafer	  handling	  tape	  and	  cleaved	  off	  repeatedly,	  about	  20	   times	   (Figure	   2.1c),	   until	   the	   tape	   is	   covered	   by	   a	   shiny	   layer	   of	   graphite	   as	  shown	  on	  Figure	  2.1d.	  The	  material	  must	  be	  spread	  all	  over	  the	  tape	  to	  decrease	  its	  thickness.	  	  
	  
Figure	  2.1:	  (a)	  The	  graphene	  source	  is	  a	  pile	  of	  graphite	  flakes.(b)	  Graphite	  flake	  is	  glued	  to	  a	  piece	  of	  
wafer	   handling	   tape.	   Successive	   exfoliations	   lead	   to	   step	   (c)	   and	   finally	   to	   a	   tape	   fully	   covered	   by	   a	  
homogeneous	  graphite	  layer	  (d).	  (e)	  Example	  of	  graphene	  flake	  on	  SiO2	  obtained	  by	  this	  process.	  	   Once	  the	  tape	  is	  ready,	  it	  is	  pressed	  onto	  a	  pre-­‐cleaned	  substrate	  and	  pealed	  off	   to	   induce	   the	   transfer	   of	   graphite	   pieces	   of	   variable	   thickness.	   The	   entire	  process	  is	  made	  under	  laminar	  flow	  hood	  inside	  a	  class	  1000	  cleanroom	  facility	  to	  avoid	  contamination	  during	  exfoliation.	   In	  Figure	  2.1e,	  an	  example	  of	  a	  graphene	  monolayer	  deposited	  on	  a	  silicon	  dioxide	  substrate	  is	  shown.	  	  	   Another	  graphene	  source	  is	  obtained	  from	  the	  Chemical	  Vapour	  Deposition	  of	   hydrocarbon	   precursors	   on	   metals.	   The	   process	   consists	   in	   the	   chemical	  decomposition	  of	  a	  carbon	  precursor	  (such	  as	  ethylene,	  methane,	  hexane,	  etc)[3]	  at	  high	   temperature	   around	   1000	  °C,	   over	   a	   metallic	   surface	   in	   the	   presence	   of	  hydrogen[4]	   and	   argon.	   The	   growth	   of	   graphene	   has	   been	   demonstrated	   on	  different	   metals:	   cobalt,	   nickel,	   copper,	   ruthenium,	   iridium,	   palladium,	   platinum	  gold,	   etc.[3].	  We	   consider	   two	   potential	   CVD:	   grown	   on	   nickel	   and	   copper.	   Those	  two	  options	  have	  different	  growing	  mechanisms	  and	  results.	  On	   the	   production	   of	   CVD	   graphene	   on	   nickel,	   carbon	   precursors	   are	  reduced	   by	   hydrogen	   during	   the	   high	   temperature	   step,	   carbon	   atoms	   are	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deposited	  over	  the	  metal	  and	  diffuse	  to	  form	  a	  solid	  solution	  of	  carbon	  and	  nickel.	  Once	   the	   desired	   quantity	   of	   carbon	   is	   diluted	   in	   the	   metal,	   the	   temperature	   is	  slowly	   decreased.	   As	   the	   solubility	   of	   carbon	   on	   nickel	   depends	   on	   the	  temperature,	  carbon	  precipitates	  out	  of	  the	  metal	  in	  graphitic	  arrangement.[5]	  On	   the	   other	   hand,	   carbon	   solubility	   on	   copper	   is	   too	   low	   to	   allow	   this	  mechanism.	   The	   current	   hypothesis	   is	   that	   partly	   dehydrogenated	   carbon	  precursors	   (reduced	   in	   gas	  phase	  by	  hydrogen)	   adsorbs	   at	   the	   copper	   surface[6].	  Those	  species	  are	  free	  to	  diffuse	  over	  the	  surface.	  Further	  precursor	  influx	  induces	  the	  formation	  of	  nuclei	  that	  grow	  into	  one-­‐layer	  graphitic	  flowers	  of	  carbon	  up	  to	  full	   surface	   coverage[7,	   8].	   The	   presence	   of	   adsorbed	   hydrogen	   promotes	   the	  formation	  of	  single	  layers	  of	  graphene[9,	  10]	  by	  etching	  out	  the	  multilayers.	  	  We	  decide	  to	  use	  CVD	  graphene	  grown	  on	  copper,	  as	  its	  growth	  mechanism	  is	   prone	   to	   produce	   monolayers.	   Although	   CVD	   techniques	   produces	   better	  graphene	   every	   day[11]	   enhancing	   the	   monolayer	   ratio	   and	   underlying	   metal	  crystalline	   properties[12].	   The	   density	   of	   structural	   defects	   and	   thus	   the	   effective	  electronic	  mobility	   still	   remains	  below	  the	  one	  of	  exfoliated	  graphene	  values[8,	  11,	  13].	  This	   is	  one	  of	  the	  reasons	  why	  the	  use	  of	  CVD	  graphene	  will	  be	  restricted	  the	  structural	  characterization	  of	  EBIE	  pattern	  etching	  rather	  than	  device	  production.	  In	   this	   work,	   three	   sources	   of	   CVD	   graphene	   on	   copper	   are	   used:	  commercial	  CVD	  graphene	  on	  4”	  circular	  copper	  foil	  of	  18	  µm	  thick	  with	  grain	  size	  up	  to	  10µm	  and	  more	  than	  95%	  coverage	  from	  Graphene	  Supermarket	  as	  well	  as	  Graphenea;	   and	   graphene	   produced	   by	   pulsed	   CVD	   by	   the	   team	   of	   Vincent	  Bouchiat	  at	  the	  Institut	  Néel	  in	  Grenoble[11].	  	  	  
2.1.2 Transfer	  of	  CVD	  graphene	  	   In	   order	   to	   prepare	   GNR	   devices,	   CVD	   graphene	   is	   transferred	   onto	   a	  suitable	  substrate,	  typically	  consisting	  of	  thermal	  SiO2	  on	  Si.	  The	  first	  crucial	  step	  is	  to	  separate	  the	  graphene	  layer	  from	  copper.	  The	  metal	  is	  removed	  by	  soft	  chemical	  etching	   at	   the	   surface	   of	   ammonium	  persulfate.	   The	   reaction	   responsible	   for	   the	  dissolution	  of	  metal	  is	  the	  following:	  	  	  
	   (NH4 )2S2O8 + 2H2 → NH3(g)+ S2O82−(aq)+ 2H3O+(aq)S2O82−(aq)+Cu(s)→ 2SO42−(aq)+Cu2+(aq) 	  	   (2.1)	  	  	  The	  presence	  of	  NH4+	  in	  solution	  stabilises	  the	  solution’s	  PH	  and	  avoids	  the	  induction	  of	  structural	  defects	  (as	  it	  is	  the	  case	  for	  Na+	  for	  example).	  A	  slow	  etching	  rate	   is	   needed	   for	   getting	   pieces	   of	   graphene	   large	   enough	   to	   cover	   a	   typical	  6x6	  mm	   substrate.	   If	   the	   etchant	   is	   too	   concentrated	   and	   the	   reaction	   too	   fast,	  copper	   is	   etched	   into	  a	  multitude	  of	   little	   grains	  with	   sizes	  of	   a	   few	  hundreds	  of	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microns.	   Those	   copper	   grains	   fall	   and	   break	   the	   graphene	   layer.	   The	   standard	  etchant	  concentration	  used	  is	  limited	  to	  10-­‐2	  mol.L-­‐1.	  Even	  though	  it	  takes	  48	  to	  72	  hours	   to	   completely	   dissolve	   the	   copper	   foil.	   When	   a	   piece	   of	   graphene	   coated	  copper	   is	   floated	   on	   top	   of	   the	   solution	   surface,	   as	   shown	   in	   Figure	   2.1a,	   the	  graphene	  layer	  is	  found	  floating	  at	  the	  liquid	  surface	  (Figure	  2.2b).	  	  
	  
Figure	  2.2:	  Removal	  of	  metal	  from	  a	  CVD	  graphene	  on	  copper	  sample.(a)	  Sample	  of	  graphene	  on	  copper	  
stands	   at	   the	   surface	   of	   an	   aqueous	   solution	   of	   ammonium	   persulfate	   for	   the	   metal	   etching.	   (b)	  
Remaining	  graphene	  layer	  after	  the	  complete	  removal	  of	  the	  copper.	  	   The	  volume	  of	  etching	  solution	  must	  be	  adapted	  to	  the	  amount	  of	  copper	  to	  dissolve.	   For	   a	   typical	   piece	   of	   5x5	  mm	   of	   18	  µm	   thick	   copper,	   there	   is	   around	  6.33.10-­‐5	  mol	  of	  atoms	  to	  oxidize.	  For	  that,	   the	  minimal	  volume	  of	   the	  solution	  of	  10-­‐2	  mol.L-­‐1	   is	   6,33	  mL.	  The	  volume	  effectively	  used	   is	   4	   times	  higher	   (20	  mL)	   to	  keep	  the	  reaction	  speed	  from	  decreasing	  too	  much	  during	  the	  reaction.	  At	  the	  end	  of	  this	  process,	  the	  underlying	  solution	  turns	  blue	  indicating	  the	  presence	  of	  Cu2+	  ions	   in	   solution.	   Using	  more	   solution	   than	   theoretically	   needed	   is	   also	   useful	   to	  decrease	   the	   copper	   ions	   concentration	   at	   the	   end	   of	   the	   etching	   and	   limit	   Cu2+	  contamination	  on	  the	  graphene.	  The	  floating	  graphene	  layer	  is	  transferred	  onto	  a	  deionised	   water	   to	   further	   remove	   possible	   contamination	   of	   copper	   ions	   and	  etching	  products.	  Finally	  the	  target	  substrate	  is	  immersed	  below	  the	  graphene	  and	  lifted-­‐up.	  When	  the	  two	  materials	  are	  in	  contact,	  graphene	  sticks	  to	  the	  surface	  and	  can	  then	  be	  taken	  out	  from	  the	  liquid.	  The	  CVD	  transfer	  process	  is	  easier	  to	  perform	  using	  unclean	  CVD	  samples.	  Indeed	   the	   lack	   of	   support	   during	   the	   transfer,	   such	   as	   resist[5,	  14,	  15],	   requires	   a	  delicate	   handling	   of	   the	   floating	   graphene.	   Otherwise,	   the	   manipulation	   induces	  damages	  such	  as	  cracks,	  holes,	  ripples	  and	  folds.	  At	  this	  stage,	  a	  sample	  covered	  by	  hydrocarbons	   has	   increased	   thickness	   as	   well	   as	   its	   visibility	   and	   strength	   that	  makes	  transfer	  easier.	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2.1.3 Samples	  for	  TEM	  experiments	  	   The	   Transmission	   Electron	   Microscopy	   (TEM)	   experiments	   were	   carried	  out	  on	  dedicated	  substrates	  consisting	  of	  a	  3mm	  silicon	  discs	  with	  a	  central	  square,	  over	  which	  a	  silicon	  nitride	  membrane	  covered	  by	  a	  matrice	  of	  holes	  is	  suspended	  (see	  Figure	  2.3a).	  	  CVD	   graphene	   is	   deposited	   on	   the	   SiNx	  membrane.	   As	   the	   TEM	   grids	   are	  light	  it	  is	  possible	  to	  improve	  the	  transfer	  process	  and	  avoid	  folding	  and	  breaking	  the	   graphene	   layer.	   By	   placing	   the	   grid	   directly	   on	   top	   of	   the	   CVD	   graphene	   on	  copper	  at	   the	  beginning	  of	   the	  copper	  etching	  (Figure	  2.3b).	  The	  resulting	  grid	   is	  completely	   covered	   as	   seen	   in	   Figure	   2.3c	   and	   the	   suspended	   areas	   typically	  looked	   like	   Figure	   2.3d.	   In	   the	   suspended	   region,	   graphene	   layer,	   folds	   and	  multilayer	  areas	  can	  be	  seen,	  yet	  micron	  size	  free	  standing	  graphene	  monolayers	  could	  be	  readily	  prepared	  by	  this	  approach.	  	  
	  
Figure	   2.3:	   (a)	   Example	   of	   TEM	   silicon	   nitride	   grid	   used	   in	   this	   work	   for	   transmission	   electron	  
microscopy	  experiments.	  (b)	  Transfer	  of	  CVD	  graphene	  from	  the	  copper	  to	  the	  grid,	  the	  result	  of	  this	  
transfer	  is	  shown	  in	  (c),	  ripples	  are	  evidence	  of	  graphene	  deposited	  over	  the	  membrane.	  (d)	  Scanning	  
Electron	  micrograph	  of	  one	  of	  the	  pores	  in	  the	  SiN	  membrane.	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2.1.4 Sample	  fabrication	  for	  devices	  	   Devices	   fabrication	   and	   electronic	   transport	   measurements	   were	   carried	  out	  on	  larger	  silicon	  dioxide	  on	  silicon	  substrates	  in	  order	  to	  contact	  graphene	  and	  to	   use	   the	   backgate	   electrode	   for	   field	   effect	   experiments[16].	   The	   substrates	   are	  290	  nm	   thick	   silicon	   dioxide	   made	   by	   thermal	   oxidation	   on	   n-­‐doped	   silicon.	  Photolithography	  combined	  with	  electronic	  beam	  metal	  evaporation	  was	  used	   to	  deposit	  a	  square	  cross	  mark	  matrix	  with	  200	  µm	  pitch	  size	  labelled	  from	  A	  to	  Z	  and	  from	  1	  to	  26.	  In	  order	  to	  locally	  suspend	  graphene,	  pools	  were	  etched	  using	  Bosch	  process	  making	  a	  matrice	  of	  deep	  pools	  on	  the	  surface.	  The	  Bosch	  process	  uses	  an	  alternation	  of	  etching	  with	  plasma	  combined	  to	  SF6	  and	  C4F8	  surface	  passivation	  to	  protect	  the	  sides	  of	  the	  pools.	  Following	  this	  method,	  developed	  by	  M.	  Rubio	  Roy	  (CEMES)	  in	  LAAS	  Renatech	  facility,	  we	  reach	  a	  depth	  value	  of	  6	  µm	  and	  a	  size	  of	  1	  per	  5	  µm.	  Finally,	  the	  wafer	  is	  diced	  into	  6x6	  mm	  substrates.	  A	  typical	  substrate	  is	  shown	  in	  Figure	  2.4a.	  	  	  
	  
Figure	   2.4:	   (a)	   Silicon	   dioxide	   on	   silicon	   samples	   with	   marks	   and	   pools	   used	   for	   transport	  
measurements	  purposes.	  The	  marks	  matrice	  covers	  the	  6x6	  mm	  sample	  from	  A	  to	  Z	  and	  from	  1	  to	  26.	  
The	  holes	  are	  6µm	  deep,	  1	  to	  1,5	  µm	  wide	  and	  5	  µm	  long.	  (b)	  Partially	  suspended	  graphene	  deposited	  
by	  mechanical	  exfoliation	  on	  silicon	  dioxide	  on	  silicon	  samples	  with	  pools	  matrix.	  	  Before	   graphene	   deposition,	   the	   substrate	   is	   cleaned	   using	   n-­‐methyl-­‐2-­‐pyrrolidone	   (NMP)	   in	   a	   sonicator	   during	   15	  min	   followed	   by	   acetone	   (ACE)	   and	  isopropyl	  alcohol	   (IPA).	  Afterwards,	   the	  substrate	   is	  placed	   in	  a	  piranha	  solution	  (sulphuric	  acid	  97%	  +	  hydrogen	  peroxide	  30%	  3:1	   in	  volume	  ratio)	  during	  three	  hours.	   Then	   the	   substrate	   is	   rinsed	   in	   deionized	   water,	   IPA	   and	   dried.	   Finally	  oxygen	  plasma	  is	  applied	  for	  4	  min	  right	  before	  graphene	  deposition.	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For	  electronic	  transport,	  exfoliated	  graphene	  is	  deposited	  rather	  than	  large	  graphene	   sheets	   from	   CVD	   growth	   so	   that	   single	   devices	   could	   be	   produce	   in	   a	  chosen	   graphene	   flake	   of	   about	   10	   to	   30	  µm	   by	   side,	   and	   because	   of	   the	   higher	  graphene	  quality[8].	  Indeed	  in	  millimetre	  sized	  CVD	  graphene	  deposit,	  such	  device	  would	   have	   needed	   to	   be	   electrically	   isolated	   from	   the	   rest	   of	   the	   sheet	   which	  would	  have	  requested	  a	  detrimental	  etching	  step.	  The	  deposition	  is	  performed	  as	  described	  previously	  in	  this	  chapter	  (see	  section	  2.1.1).	  The	   resulting	   sample	   shown	   in	   Figure	   2.4b	   is	   composed	   of	   partially	  suspended	  graphene	  over	  the	  pools	  on	  silicon	  dioxide.	  
2.1.5 Samples	  for	  STM	  in	  Ultra	  High	  Vacuum	  	  For	  ultra	  high	  vacuum	  Scanning	  Tunnelling	  Microscopy	  (STM)	  experiments,	  TEM	   grids	   samples	   as	   well	   as	   silicon	   substrates	   with	   pools	   covered	   by	   CVD	  graphene	  are	  used.	  The	  silicon	  substrates	  were	  obtained	  by	  removing	   the	  silicon	  dioxide	   layer	   of	   the	   Si/SiO2	   substrates	  with	   50%	   concentrated	   hydrofluoric	   acid	  (HF)	  followed	  by	  piranha.	  The	  CVD	  graphene	  transfer	  was	  performed	  as	  described	  in	  section	  2.1.2.	  Though	  this	  process	  produces	  satisfactory	  samples,	  a	  similar	  method	  to	  the	  CVD	  graphene	  deposition	  on	  TEM	  grid	  that	   increases	  the	  coverage	  of	  the	  sample,	  with	   less	  ripples	  and	  holes	  was	  attempted.	  The	  principle	   is	   the	  same	  as	   the	  TEM	  sample	   preparation,	   but	   the	   6x6	  mm	   silicon	   substrate	   is	   too	   heavy	   to	   be	   placed	  over	   a	   floating	  piece	  of	   copper.	  We	  use	   a	   vacuum	  pencil	   to	   keep	   the	   copper	   and	  substrate	   afloat,	   as	   well	   as	   a	   motorized	   plate	   that	   slowly	   lifts-­‐up	   the	   beaker	   to	  compensate	   for	   the	   water	   evaporation	   over	   48	   to	   72h.	   The	   setup	   is	   shown	   in	  Figure	  2.5.	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Figure	   2.5:	   (a)	   Scheme	   of	   the	   CVD	   graphene	   deposition	   by	   placing	   the	   substrate	   directly	   over	   the	  
graphene	  layer	  from	  the	  start	  of	  the	  etching.	  (b)	  and	  (c)	  Pictures	  of	  the	  lifting	  table	  and	  the	  vacuum	  pen	  
setup.	  	   The	  development	  of	  this	  process	  was	  not	  achieved	  but	  produced	  promising	  results.	   This	   technique,	   if	   further	   improved,	   can	   enhance	   CVD	   graphene	  depositions	  on	  heavy	  substrates,	  if	  they	  are	  not	  too	  hydrophilic	  or	  hydrophobic.	  	  	  
2.1.6 Decontamination	  annealing	  	   After	   exfoliation	   of	   graphite	   or	   after	   CVD	   deposition,	   graphene	   is	   rapidly	  covered	  with	  adsorbates[17].	  They	  are	  mainly	  composed	  of	  ambient	  carbonaceous	  materials	   like	  hydrocarbons	  or	   amorphous	   carbon.	  They	   induce	  modifications	   to	  graphene	   such	   as	   strain,	   doping	   (in	   addition	   to	   the	   doping	   induced	   by	   the	  substrate)	   and	   of	   course	   contamination.	   Those	   adsorbates	   have	   to	   be	   removed	  before	   the	   patterning	   or	   analysis	   of	   the	   material;	   otherwise	   the	   result	   will	   be	  modified	   by	   their	   presence.	   Yet	   graphene	   itself	   should	   not	   be	   damaged	   by	   the	  cleaning	  procedure.	  In	  our	  work	  graphene	  is	  cleaned	  by	  thermal	  annealing	  into	  an	  oven	   under	   reducing	   atmosphere	   (Ar,	   H2).	   The	   reducing	   atmosphere	   will	  chemically	   remove	   the	   adsorbates	   transforming	   them	   into	   volatile	   products	   at	  moderate	  temperature	  (350	  to	  500	  °C)[18].	  
	  CHAPTER	  2:	  SAMPLE	  FABRICATION	  AND	  EXPERIMENTAL	  METHODS	  	   	  	  
	   45	  
The	   set	  up	   is	   shown	   in	  Figure	  2.6	   and	  was	  prepared	  by	  M.	  Monthioux,	  M.	  Delmas	   and	  L.	  Noé	   (CEMES).	   The	   sample	   is	   exposed	   to	   argon	   and	  hydrogen	   and	  temperature	   raised	   to	   activate	   the	   reaction	   between	   the	   hydrogen	   and	   the	  amorphous	   carbon	   of	   the	   sample	   but	   not	   enough	   to	   activate	   the	   hydrogen-­‐graphene	  reaction.	  An	  Argon	  flow	  of	  300	  sccm	  ensures	  the	  H2	  feed	  and	  removal	  of	  by-­‐products.	  Although	  the	  parameters	  of	  maximum	  efficiency	  should	  be	  the	  same	  for	  any	  graphene	  source,	  every	  substrate	  imposes	  different	  temperature	  limits.	  The	   protocol	   for	   silicon	   dioxide	   on	   silicon	   samples	   is	   as	   follows.	   After	  introducing	  the	  sample	   into	  the	  oven,	   the	  tube	   is	   flushed	  with	  argon	  at	  300	  sccm	  during	   10	   minutes	   to	   remove	   air	   and	   dry	   the	   tube.	   Then	   temperature	   is	   set	   to	  250	  °C.	  Once	  the	  setpoint	  is	  reached	  (at	  5	  °C/min),	  the	  hydrogen	  inlet	  is	  open	  at	  75	  sccm	  during	  4	  hours.	  Afterwards,	  hydrogen	  inlet	  is	  closed	  and	  heating	  turned	  off.	  The	  sample	  is	  then	  naturally	  cooled	  at	  1	  to	  2	  °C/min	  under	  argon	  flow.	  	  
	  
Figure	  2.6:	  Quartz	  tube	  annealing	  oven.	  The	  gas	  inlets	  are	  on	  the	  right	  (lower	  flowmeter	  corresponds	  
to	   argon,	   and	   upper	   one	   to	   hydrogen).	   On	   the	   left	   the	   outlet	   is	   filtered	   through	   a	   solution	   of	  
dichloromethane.	  	  For	  TEM	   silicon	  nitride	   grids,	   the	   annealing	   is	   performed	   at	   550	  °C	  under	   argon	  flow	  only	  during	  4	  hours.	  A	  second	  annealing	  step	  under	  hydrogen	  is	  performed	  at	  350	  °C	  instead	  of	  250	  °C	  to	  improve	  reaction	  efficiency.	  	   We	   observed	   that	   annealing	   silicon	   dioxide	   samples	   at	   550	  °C	   resulted	   in	  tearing	  the	  suspended	  graphene	  flakes.	  This	  does	  not	  happen	  with	  graphene	  on	  the	  ultra	   high	   vacuum	   silicon	   samples	   neither	   in	   TEM	   silicon	   nitride	   grids.	   One	  possible	   reason	   is	   that	   the	   dilatation	   coefficient	   of	   the	   silicon	   dioxide	   induces	  stress	   to	   graphene	   during	   the	   annealing.	   Indeed	   there	   is	   a	   large	   difference	   of	  thermal	   expansion	   coefficient	   among	   those	   three	   materials.	   At	   working	  temperatures	  between	  200	  °C	  and	  550	  °C,	  silicon	  nitride	  membranes	  (Si3N4)	  have	  a	   coefficient	   of	   αSiN=	  2.6	  to	  3.2	  K-­‐1,	   silicon	   αSi=	  3	  K-­‐1	   whereas	   for	   silicon	   dioxide	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αSiO2=	  9	  K-­‐1.	   More	   stress	   is	   applied	   to	   suspended	   graphene	   on	   silicon	   dioxide	  during	  annealing	  than	  on	  silicon	  or	  silicon	  nitride.	  This	  interpretation	  is	  supposing	  that	  the	  graphene	  flake	  is	  large	  enough	  and	  adheres	  to	  the	  substrate.	  Gold	   or	   copper	   type	   TEM	   grids	   are	   not	   recommended,	   as	   our	   experiments	  shown	   that	   metallic	   particles	   diffuse	   from	   the	   grid	   over	   the	   entire	   sample	   at	  temperatures	  as	  low	  as	  240	  °C.	  
2.2	   Scanning	  Electron	  Microscopy	  and	  Gas	  Injection	  System	  
2.2.1 Scanning	  Electron	  Microscope	  	   The	   microscope	   used	   for	   graphene	   patterning	   is	   a	   FEI	   DualBeam	   Helios	  NanoLab	  600i	  Focused	  Ion	  Beam	  (FIB)	  (Figure	  2.7).	  The	  main	  characteristics	  are	  a	  Tomahawk	  gallium	  ion	  column	  and	  a	  Scanning	  Electron	  Microscopy	  (SEM)	  Elstar	  UHR	  immersion	  lens	  FESEM	  column.	  	  The	  FIB	  column	  produces	  a	  gallium	  beam	  with	  energies	  from	  0.5	  to	  30	  keV	  and	  currents	   from	  1.1	  pA	   to	  65	  nA.	  The	  column	   is	  also	  equipped	  with	  a	  Time-­‐Of-­‐Flight	  correction	  (TOF)	  to	  enhance	  low	  dwell	  time	  patterns.	  The	   SEM	   column	   produces	   a	   focused	   electron	   beam	   with	   landing	   energy	  range	  from	  20	  eV	  to	  30	  keV	  and	  current	  from	  1.3	  pA	  to	  22	  nA.	  The	  electron	  beam	  maximum	  resolution	  at	  optimum	  working	  distance	  (and	  4	  mm)	  is	  0.8	  nm	  at	  30	  kV	  (STEM),	   0.9	  nm	   (0.9	  nm)	   at	   15	  kV	   and	   1.4	  nm	   (2.5	  nm)	   at	   1	  kV.	   There	   are	   two	  imaging	   modes;	   the	   classic	   mode	   is	   called	   field-­‐free,	   the	   second	   one	   is	   called	  immersion	  and	  uses	  an	  additional	  lens	  located	  around	  the	  pole	  piece.	  The	  magnetic	  field	  of	  this	  lens	  covers	  the	  sample	  and	  optimizes	  the	  focalization	  giving	  a	  smaller	  probe	   size	   and	   better	   resolution.	   Five	   detectors	   are	   available:	   Scanning	  Transmission	  Electron	  Microscopy	  detector	  (STEM-­‐BF/DF/HAADF),	  Through	  Lens	  Detector	   (TLD-­‐SE/BSE),	   Concentric	   ring	   Back	   Scattered	   detector	   (CBS),	   Ion	  Conversion	   and	   Electron	   detector	   (ICE-­‐SI/SE)	   and	   Everhart-­‐Thornley	   detector	  (ETD-­‐SE).	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Figure	  2.7:	  FIB/SEM	  FEI	  DualBeam	  Helios	  NanoLab	  600i	  	   The	  electron	  and	   ion	  beam	  coincidence	  point	   is	  at	  SEM	  analytical	  working	  distance	  of	  4	  mm	  and	  the	  angle	  between	  the	  two	  beams	  is	  52	  °.	  The	  main	  chamber	  vacuum	   can	   reach	   10-­‐7	  mbar	   as	   a	   lower	   limit.	   Five	   gas	   injection	   systems	   are	  available	   for	  platinum,	  cobalt,	   tungsten	  and	  carbon	  precursors	  as	  well	  as	  oxygen.	  The	  sample	   is	   installed	  on	  a	  5-­‐axes	  motorized	  stage	   in	  which	  bias	  can	  be	  applied	  for	   beam	   deceleration	   from	   -­‐50	  V	   to	   -­‐4	  kV.	   In	   addition	   the	  machine	   is	   equipped	  with	  the	  following	  items:	  plasma	  cleaner	  (for	  sample	  and	  chamber),	  liquid	  nitrogen	  (LN2)	  cryopumping	  reservoir,	  in-­‐chamber	  infrared	  camera,	  Omniprobe	  AutoProbe	  200	  in	  situ	  sample	  lift-­‐out	  system	  and	  FIB	  charge	  neutralizer.	  	   In	  addition	  a	  Zeiss	  1450	  XB	  crossbeam	  with	  a	  Zeiss	  Gemini	  SEM	  column	  was	  used	  for	  imaging	  purposes.	  Its	  electron	  beam	  landing	  energy	  is	  between	  2	  and	  30	  kV.	  The	  default	  energy	  used	  in	  this	  work	  is	  20	  keV	  with	  a	  resolution	  of	  1	  nm.	  Six	  diaphragms	  are	  available	  of	  7.5,	  10,	  20,	  30,	  60,	  and	  120	  µm	  leading	  respectively	  to	  nominal	  current	  values	  of	  12.8,	  28.1,	  97.7,	  763.7	  pA	  and	  2.91	  nA	  at	  operating	  tension	  of	  20	  kV.	  
2.2.2 Oxygen	  injection	  system	  	   Graphene	  etching	   is	   trigged	  by	  e-­‐beam	  under	  oxygen	  using	  a	  gas	   injection	  system	   on	   the	   microscope.	   An	   oxygen	   cylinder	   (H2O	  <	  3	  ppm)	   supplies	   the	  injection	   system	   through	   the	   yellow	   tube	   shown	   in	   Figure	   2.8a.	   A	   pressure	  regulator	   sets	   the	   microscope	   inlet	   pressure	   to	   1.5	  bar.	   At	   the	   microscope,	   a	  pneumatic	   valve	   opens	   and	   closes	   the	   inlet	   followed	   by	   a	   needle	   valve	   used	   to	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regulate	   the	   flow	   supplied	   to	   the	   nozzle	   (see	   Figure	   2.8b).	   The	   high-­‐pressure	  security	  of	   the	  microscope	   is	  setted	   to	  10-­‐4	  mbar,	   the	  chamber	  pressure	   is	   raised	  just	  below	  this	  limit.	  	  	  
	  
Figure	  2.8:	  Detail	  of	  the	  oxygen	  injection	  system	  of	  the	  FEI	  Helios.(a)	  Rear	  part	  of	  the	  microscope,	  the	  
gas	  inlet	  and	  the	  nozzle	  introducer.	  (b)	  Detail	  of	  the	  oxygen	  inlet.	  (c)	  View	  of	  the	  inside	  of	  the	  chamber	  
through	  the	  infrared	  camera	  while	  nozzle	  inserted.	  	  The	  gas	  from	  the	  injection	  system	  shown	  in	  Figure	  2.8a	  enters	  the	  chamber	  by	  a	  pneumatic	  system.	  The	  end	  of	  the	  injection	  nozzle	  target	  is	  at	  3.9	  mm	  from	  the	  SEM	  pole	  piece	  in	  the	  z-­‐axis	  for	  a	  sample	  WD	  of	  4	  mm	  (see	  Figure	  2.8c).	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Figure	  2.9:	  (a)	  Simulation	  of	  oxygen	  molecules	  impacts	  below	  the	  nozzle	  in	  arbitrary	  units	  (provided	  
by	  FEI	  Company).	  (b)	  Position	  of	  the	  nozzle	  relative	  to	  the	  beam	  centre	  position	  (yellow	  cross).	  	   In	  Figure	  2.9a	  a	  simulation	  of	  the	  oxygen	  flow	  outside	  the	  nozzle	  show	  that	  the	  higher	  gas	  density	  is	  at	  the	  closer	  proximity	  of	  the	  nozzle.	  The	  position	  of	  the	  nozzle	  was	  fixed	  at	  around	  50	  µm	  of	  the	  electron	  beam	  centre	  position	  as	  shown	  in	  Figure	  2.9b.	  	  
2.3	   Structural	  analysis	  
2.3.1 Transmission	  Electron	  Microscope	  	   An	   FEI	   Tecnaï	   F20	   equipped	   with	   a	   CEOS	   image	   corrector	   is	   used.	   This	  microscope	   is	   set	   to	   100	  kV	   of	   operating	   tension	   and	   preliminary	   studies	   are	  performed	   with	   it	   before	   the	   lower	   energy	   analysis.	   On	   the	   other	   hand	   no	  microscope	   at	   CEMES	  was	   adapted	   to	   perform	   together	   high	   resolution	   and	   low	  acceleration	  tension	  (60	  -­‐	  80	  kV)	  microscopy.	  	   In	   order	   to	   perform	   such	   analysis	   Transmission	   Electron	  Microscopy	  was	  performed	  in	  the	  LMA	  facility	  in	  Zaragoza	  using	  a	  FEI	  Titan3	  Cubed	  80-­‐300	  (Figure	  2.10)	  with	  the	  assistance	  of	  Raúl	  Arenal	  and	  made	  possible	  by	  the	  TALEM	  project.	  The	   operating	   acceleration	   tension	   can	   be	   set	   between	   60	   and	   300	  kV.	   The	  microscope	  is	  located	  in	  a	  box	  to	  fully	  insulate	  from	  acoustic,	  mechanical,	  thermal	  and	  light	  perturbations.	  The	  electron	  beam	  is	  produced	  by	  a	  Schottky	  gun	  emitter	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FEG.	  High	  Resolution	  HRTEM	  images	  acquisition	  is	  made	  with	  a	  Gatan	  CCD	  camera	  2	  k	   x	   2	  k.	   For	   high	   resolution	   TEM,	   this	   microscope	   is	   also	   equipped	   with	   a	  SuperTwin	  objective	   lens	  as	  well	  as	  a	  CETCOR	  Cs-­‐objective	   image	  corrector	   from	  CEOS	  Company	  raising	  the	  resolution	  to	  0.8	  Å.	  	  
	  
Figure	  2.10:	  FEI	  Titan	  cubed	  S/TEM	  with	  image	  aberration	  corrector	  in	  the	  Laboratorio	  de	  
Microscopías	  Avanzadas	  –	  Instituto	  de	  Nanociencia	  de	  Aragón	  in	  Zaragoza	  (SPAIN).	  	  Moreover	  basic	  STEM	  facilities	  (BF	  and	  DF	  detectors)	  are	  installed	  in	  this	  machine	  as	  well	  as	  a	  Gatan	  Energy	  Filter	  Tridiem	  863	  allowing	  EELS	  experiments	  with	  an	  energy	  resolution	  of	  around	  0.7	  eV.	  A	  Lorentz	  lens	  and	  an	  electrostatic	  biprism	  are	  also	  available.	  	   A	  heating	  sample	  holder	  Gatan	  Heating	  Holder	  652	  with	  temperature	  range	  from	  room	  temperature	  up	  to	  1000	  °C	  has	  been	  used	  in	  combination	  with	  the	  machine.	  Once	  the	  sample	  is	  installed	  on	  the	  TEM	  holder	  it	  is	  heated	  up	  to	  400ºC	  over	  night	  under	  secondary	  vacuum	  (around	  10-­‐7	  mbar).	  Prior	  to	  the	  introduction	  in	  the	  Titan	   column,	   the	   operating	   tension	   is	   pre-­‐set	   to	   80	  kV	   8	   to	   10	   hours	   before	   in	  order	   to	   have	   a	   stable	   electron	   beam.	   The	   extraction	   tension	   is	   3950	  V,	   slightly	  lower	  than	  the	  normal	  tension	  (~4200	  V).	  TEM	  imaging	  of	  the	  sample	  is	  performed	  as	   usual.	   Work	   areas	   are	   firstly	   inspected	   at	   low	   magnification	   and	   acquisition	  parameters	  are	  optimized	  in	  the	  close	  vicinity	  of	  the	  area	  of	  interest.	  The	  sample	  is	  imaged	  with	  minimum	  or	  no	  previous	  exposure.	  To	  avoid	  any	  modifications	  due	  to	  electron	  exposition.	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2.3.2 Raman	  spectroscopy	  and	  mapping	  	   Raman	   spectra	   were	   measured	   using	   a	   Horiba	   Xplora-­‐MV2000	  spectrometer.	   The	   machine	   is	   equipped	   with	   three	   semiconductor	   lasers	  (λgreen	  =	  532	  nm,	   λred	  =	  638	  nm	   and	   λinfrared	  =	  785	  nm)	   with	   a	   maximum	   power	   of	  40	  mW.	   In	   addition	   a	  500	  µm	  confocal	   hole	   is	   used	   as	  well	   as	   a	  100	  µm	  slit.	   The	  spectra	  are	  collected	  by	  a	  CCD	  detector	  of	  1024	  pixels.	  Four	  gratings	  are	  available:	  300,	  600,	  1800	  and	  2400	  l.mm-­‐1.	  The	  spatial	  resolution	  of	  the	  microscope	  is	  1	  µm	  and	  the	  spectral	  resolution	  is	  down	  to	  1.8	  cm-­‐1/pixel	  at	  532	  nm	  and	  1.1	  cm-­‐1/pixel	  at	  785	  nm.	  For	  Raman	  mapping	  a	  step-­‐by-­‐step	  motorized	  x-­‐y	  table	  is	  used,	  the	  Raman	  spectra	   are	   then	   analysed	   by	   a	   homemade	   Fortran	   script.	   A	   typical	   50x50	   pixel	  map	  takes	  about	  2	  hours	  to	  be	  recorded.	  This	  acquisition	  timescale	  and	  the	  stage	  assembly	  require	  surveillance,	  as	  the	  non-­‐motorized	  z-­‐scale	  axis	  is	  prone	  to	  drift.	  
2.3.3 Atomic	  Force	  Microscope	  	   Atomic	   Force	  Microscopy	   (AFM)	   is	   performed	   in	   tapping	  mode	   using	   one	   of	  two	  Veeco	  microscopes,	  either	  a	  Veeco	  Dimension	  3000	  or	  a	  Picoforce.	  The	  tips	  are	  Olympus	   OTESPA	   type	   with	   square	   pyramidal	   shape,	   made	   of	   silicon	   with	   a	  resonance	   frequency	   between	   290	   and	   345	  kHz	   and	   rigidity	   between	   12	   and	  103	  Nm-­‐1.	  	  
2.4	   Cryo-­‐magnetotransport	  
2.4.1 Device	  fabrication	  	   In	  addition	  to	  the	  generic	  process	  described	  in	  section	  2.1.4,	  graphene	  has	  to	  be	  electrically	  contacted	  and	  bonded	  to	  a	  suitable	  sample	  holder.	  Two	   lithography	   techniques	   were	   performed	   by	   M.	   Rubio	   Roy	   and	   C.	  Bourgerette	  to	  contact	  graphene:	  Electron	  Beam	  Lithography	  (EBL)	  as	  well	  as	  laser	  lithography.	  The	  EBL	  writer	  is	  a	  RAITH	  150	  located	  in	  the	  Laboratory	  for	  Analysis	  and	   Architecture	   of	   Systems	   in	   Toulouse.	   The	   resolution	   is	   20	  nm	   and	   the	  positioning	  precision	   is	  2	  nm.	  The	  acceleration	  voltage	  can	  be	  selected	   from	  1	   to	  30	  kV.	  A	  PMMA	  996	   coating	  of	   37	  g/L	   is	   used	   as	   resist	   for	   this	   step	   to	  deposit	   a	  150	  nm	  thick	  layer.	  The	   laser	   lithography	   machine	   is	   a	   Kloé	   Dilase	   650	   ultra	   violet	   laser	  lithography	   (see	   Figure	   2.11a).	   It	   is	   equipped	  with	   two	   semiconductor	   lasers	   of	  
λuv1	  =	  375	  nm	   and	   λuv2	  =	  405	  nm.	   Two	   different	   optic	   lines	   resulting	   on	   three	  different	  spot	  sizes	  can	  be	  selected:	  the	  0.5	  µm,	  2	  µm	  and	  the	  20	  µm	  line.	  Its	  feature	  precision	  goes	  down	  to	  0,5	  µm.	  Metal	   (often	   Au	   monolayer	   followed	   by	   Pd)	   was	   deposited	   all	   over	   the	  sample	  by	  electron	  sputtering	  deposition.	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After	  lift	  off	  made	  with	  acetone,	  the	  substrate	  is	  glued	  to	  a	  cryostat	  sample	  holder	  using	  silver	  paint	  as	  it	  is	  shown	  in	  Figure	  2.11c.	  A	   normal	   Kulicke	   &	   Soffa	   model	   4523	   wedge	   bonder	  machine	   is	   used	   to	  connect	   the	   lithography	  pads	   to	   the	  sample	  holder	  pins	   (Figure	  2.11b).	  The	  wire	  used	   is	   25µm	   thick	   and	   can	   be	   either	   gold	   or	   aluminium.	   The	   sample	   is	   heated	  during	  the	  bonding	  process	  to	  80°C.	  The	  wire	  is	  welded	  by	  applying	  around	  30ms	  of	  sonication	  (for	  aluminium)	  and	  pressure	  to	  the	  wedge.	  Examples	   of	   lithography	   as	   well	   as	   wire	   bonding	   on	   cryostat	   holder	   are	  shown	  in	  Figure	  2.11c	  and	  d.	  	  
	  
Figure	  2.11:	  (a)	  The	  Kloé	  Dilase	  650	  photolithography	  writer.	  (b)	  K&S	  4523	  wedge	  bonder.(c)	  Silicon	  
substrate	  with	  lithography	  devices	  glued	  and	  bonded	  to	  a	  300	  mK	  sample	  holder.	  (d)	  SEM	  micrograph	  
of	  a	  device	  after	  lithography	  and	  bonding.	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2.4.1 Setup	  	   Cryo-­‐magnetotransport	   measurements	   were	   performed	   in	   an	   Oxford	  Instruments	   liquid	   Helium	   (He4)	   cryostat	   (see	   Figure	   2.12a).	   A	   Sumitomo	  Cryogenics	   F-­‐70H	   helium	   compressor	   and	   SRP-­‐082B	   cryocooler	   cold	   head	  recondensate	   the	   helium	   vapours	   to	   avoid	   losses.	   The	   main	   chamber	   operating	  temperature	   is	  4.38	  K,	  but	   it	  can	  be	  pumped	  down	  to	   the	   triple	  point	   in	  order	   to	  decrease	  the	  temperature	  to	  2.2	  K.	  In	   the	   main	   chamber	   a	   32.4	  H	   superconducting	   cryomagnet	   (see	   Figure	  2.12d)	  produces	  a	  vertical	  magnetic	  field	  up	  to	  14	  T	  at	  4.38	  K	  and	  16	  T	  at	  2.2	  K	  at	  the	  sample	  position.	  	  	  
	  
Figure	  2.12:	  (a)	  Oxford	  Instruments	  liquid	  Helium4	  cryostat	  setup.	  (b)	  Variable	  Temperature	  Insert.	  (c)	  
VTI	  installed	  and	  connected	  into	  the	  cryostat	  and	  cryostat	  top	  assembly.	  (d)	  Superconductive	  solenoid	  
cryomagnet.	  (e)	  Sample	  holder	  socket	  and	  sample	  stick	  with	  electrical	  connections	  and	  thermometer.	  
This	  machine	  has	  been	  used	  thanks	  to	  P.	  Salles	  (CEMES-­‐CNRS).	  	  In	  this	  cryostat,	  a	  Variable	  Temperature	  Insert	  (VTI)	  is	  placed	  (see	  Figure	  2.12b).	  The	  VTI	  is	  insulated	  from	  the	  helium	  bath	  by	  a	  vacuum	  barrier.	  Liquid	  Helium	  from	  the	  main	  bath	  can	  be	  pumped	  into	  the	  VTI	  through	  a	  needle	  valve	  and	  through	  the	  bottom	  of	  the	  insert	  while	  gaseous	  He	  is	  pumped	  away	  at	  the	  top	  of	  the	  VTI.	  The	  inlet	  is	  a	  copper	  piece	  with	  a	  thermic	  resistance	  that	  can	  set	  the	  helium	  supply	  temperature	  from	  the	  bath	  temperature	  to	  280	  K.	  As	  the	  VTI	  chamber	  is	  continuously	  pumped	  the	  temperature	  range	  inside	  can	  reach	  down	  to	  1.4	  K	  and	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up	  to	  280	  K.	  When	  the	  VTI	  is	  inserted	  as	  shown	  in	  Figure	  2.12c,	  the	  bottom	  is	  placed	  in	  the	  coil.	  The	  sample	  is	  installed	  in	  a	  socket	  at	  the	  end	  of	  a	  rod.	  This	  rod	  is	  introduced	  into	  the	  VTI	   in	  such	  a	  way	  that	   the	  sample	   is	   in	   the	  middle	  of	   the	  coil	  and	   facing	  down	  to	  the	  helium	  inlet	  of	  the	  VTI	  (magnetic	  field	  is	  perpendicular	  to	  the	  sample	  surface).	   A	   calibrated	   Si	   sensor	   is	   installed	   in	   the	   socket	   for	   temperature	  monitoring	  (Figure	  2.12e).	  For	   electronic	   measurements,	   Keithley	   electronics	   were	   used.	   For	   source	  and	  drain	  bias	  we	  used	  a	  2635A	  simple	  channel	  sourcemeter,	  a	  2612	  dual	  channel	  sourcemeter	  for	  back	  gate	  potentials,	  as	  well	  as	  a	  2000	  multimetre	  all	  connected	  to	  the	   sample	   through	  a	  707A	   switching	  matrix	   and	   finally	   a	  2182A	  nanovoltmetre	  connected	   to	   a	   low	   noise	   7001	   switch.	   All	   this	   equipment	   is	   controlled	   using	   a	  LabView	   interface	   to	   control	   the	   temperature	   of	   the	   sample,	   and	   the	   electronic	  measurements.	  	  
2.4.2 Cryo-­‐magnetotransport	  Measurements	  	   Different	   types	   of	   measurement	   routines	   are	   possible	   depending	   on	   the	  chosen	   variable.	   Typical	   I(V)	   measurements	   were	   performed	   from	   the	  sourcemeter	  once	  the	  VTI	  temperature	  is	  stable.	  The	  electronics	  measure	  currents	  and	   tensions,	   resistance,	   conductance	   and	   normalized	   conductance	   are	   deduced	  from	  it.	  Back-­‐gated	  measurements	   are	  made	  by	   two	  different	  ways.	  The	   first	   is	   to	  measure	   the	   current	   at	   constant	   sample	   bias	   at	   different	   backgate	   voltages.	   The	  second	  one,	  is	  the	  measurement	  of	  a	  I(V)	  characteristic	  at	  every	  different	  backgate	  value.	  The	   first	  one	   is	   less	  exhaustive	  and	  can	  be	  extracted	   from	  the	   information	  obtained	  with	  the	  second	  method.	  The	   same	   options	   are	   available	   for	   measurements	   under	   magnetic	   field.	  During	  magnetic	   field,	   a	   constant	   gate	   voltage	   can	   be	   applied	   simultaneously	   to	  keep	  the	  graphene	  sample	  at	  the	  Dirac	  point	  during	  the	  experiment.	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3.1	   Electron	  Beam	  Induced	  Etching	  process	  	   High-­‐energy	  electron	  beam	  has	  been	  shown	  to	  be	  efficient	  to	  etch	  graphene	  by	  knocking-­‐on	  carbon	  atoms	  from	  the	  lattice[1-­‐7].	  Our	  first	  aim	  in	  this	  chapter	  is	  to	  set	  a	  combined	  chemical	  etching	  that	  allows	  to	  control	  faceting	  with	  controllability	  of	  a	   guided	   beam.	   The	   second	   objective	   is	   to	   use	   this	   new	   process	   to	   pattern	  graphene	   nanoribbons.	   Finally	   we	   want	   to	   analyse	   the	   cuts	   and	   graphene	  patterned	  objects	  in	  atomic	  resolution	  to	  characterize	  the	  process	  performance.	  	  	  
3.1.1 Principles	  	   Electron	   Beam	   Induced	   Etching	   (EBIE)	   consists	   in	   activating	   a	   reaction	  between	  the	  surface	  of	  a	  material	  and	  a	  reactive	  gas	  with	  the	  energy	  provided	  by	  an	   electron	   beam[8]	   (Figure	   3.1a).	   The	   direct	   etching	   of	   materials	   by	   a	   focused	  electron	   beam	   often	   requires	   high	   energy	   to	   reach	   the	   knock-­‐on	   threshold.	  Graphene	   for	  example,	   can	  be	  directly	  etched	  by	  an	  e-­‐beam	   if	   its	  energy	  exceeds	  86	  keV[9]	  for	  bulk	  atoms	  and	  50	  keV	  for	  edge	  atoms[1,	  5,	  10].	  Yet,	  in	  the	  presence	  of	  a	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reactive	  gas,	  knock-­‐on	  events	  can	  be	  replaced	  by	  activated	  reactions	  that	  require	  much	   less	   energy	   input.	   The	   gain	   in	   input	   energy	   provided	   by	   the	   e-­‐beam	   will	  depend	   on	   the	   characteristics	   such	   as	   the	   activation	   energy	   and	   the	   chemical	  species	  produced.	   In	  our	  case,	   it	   is	   important	   to	  choose	  a	  gas	   that	  can	  react	  with	  graphene,	  while	  generating	  volatile	  by	  products.	  The	  advantages	  of	  this	  approach	  are	   numerous.	   Using	   this	   technique	   gives	   access	   to	   chemical	   properties	   such	   as	  crystalline	  directions	  affinities.	  Anisotropic	  chemical	  etching	  has	  been	  longer	  used	  for	  micrometre	   scale	   patterning,	   for	   example,	   of	   silicon[11,	  12].	   If	   usually	   used	   for	  shape-­‐inducing	  process,	  we	  could	  benefit	  from	  this	  characteristic	  to	  produce	  high	  atomic	  edge	  quality	  GNR.	  The	  use	  of	  SEM	  at	  lower	  energy	  than	  TEM	  accelerations	  reduces	   the	   beam	  damage.	  Also	   it	   is	   possible	   to	   use	   a	  wider	   range	   of	   substrates	  beyond	   typical	   3	  mm	   diameter,	   electron	   transparent	   TEM	   substrates.	   One	  restrictive	   condition	   is	   to	   use	   conductive	   enough	   substrates	   to	   avoid	   charging;	  typically	   the	   sample	   should	  be	   able	   to	   evacuate	   currents	   in	   the	   range	  of	   100	  nA,	  usually	  surface	  conduction	  is	  sufficient.	  The	  beam	  path	  can	  be	  easily	  programmed	  to	  follow	  any	  arbitrary	  pattern	  and	  being	  fast	  blanked	  to	  avoid	  damage	  around	  the	  pattern.	  	  
	  
Figure	  3.1:	  (a)	  Illustration	  of	  the	  EBIE	  and	  (b)	  EBID	  process,	  adapted	  from	  [8].	  	   We	   should	   mention	   that	   etching	   process	   usually	   co-­‐exist	   with	   e-­‐beam	  induced	   deposition.	   Instead	   of	   a	   reaction	   between	   the	   gas	   and	   the	   sample,	   the	  beam	   energy	   can	   break	   the	   molecules	   in	   the	   gas	   near	   the	   focal	   point,	   thus	  producing	  non-­‐volatile	  materials	  that	  deposit	  over	  the	  sample	  [13-­‐17]	  (Figure	  3.1b).	  The	   etching	   and	   depositing	   processes	   do	   not	   evolve	   at	   the	   same	   rate	   when	  changing	   beam	   parameters.	   The	   goal	   here	   will	   be	   to	   set	   parameters	   like	   dose,	  acceleration	   tension	   and	   gas	   flow	   to	   enhance	   graphene	   etching,	   and	   minimize	  deposition	  of	  amorphous	  carbon.	  The	  gas	  flow	  ensures	  the	  reactant	  replenishment	  at	   the	  reaction	  site.	  The	  dose	   (electrical	   charge	  delivered	  per	  area)	  must	  be	  high	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enough	  to	  prevent	  or	  eliminate	  deposits	  while	  avoiding	  to	  deplete	  all	  reactive	  gas	  at	  the	  etching	  area.	  For	  graphene	  etching,	  several	  reactions	  are	  conceivable,	   the	  simplest	  ones	  using	   water	   vapour[18],	   oxygen,	   hydrogen,	   ammonia,	   etc.	   In	   our	   case	   two	  possibilities	  are	  compatible	  with	  the	  SEM	  microscope	  chamber:	  water	  and	  oxygen,	  which	  can	  be	  injected	  in	  small	  amounts	  directly	  near	  the	  sample.	  Programming	   the	   microscope	   is	   crucial	   for	   a	   good	   etching	   quality.	   The	  electron	   probe	   path	   is	   controlled	   digitally.	   Instead	   of	   following	   a	   path	   with	   a	  constant	  speed	  (analogic	  control),	  the	  beam	  executes	  a	  series	  of	  exposures	  at	  given	  coordinates.	  The	  sample	  is	  exposed	  spot	  by	  spot	  with	  exposure	  time	  and	  positions	  chosen	   by	   the	   user.	   To	   etch	   lines,	   the	   relevant	   parameters	   are	   the	   overlapping	  between	   two	   successive	   expositions	   (or	   the	   pitch),	   exposure	   time	   per	   pixel	   and	  number	  of	  scans	  per	  line	  (Figure	  3.2).	  The	   first	   concern	   is	   the	   overlap	   parameter,	   as	   edge	   roughness	   depends	  highly	  on	  it	  and	  it	  is	  one	  important	  step	  to	  calculate	  the	  dose.	  The	  overlap,	  Op,	  is	  set	  in	   percentage	   on	   the	   microscope	   and	   corresponds	   to	   the	   step	   size	   (pitch)	   over	  probe	  size	  (Ps)	  ratio	  (see	  equation	  (3.1)).	  The	  effective	  probe	  size	  can	  be	  measured	  by	  analysing	  the	  smallest	  producible	  hole	  and	  comprises	  around	  95%	  of	  the	  probe	  dose	   (Figure	   3.2a).	   It	   depends	   on	   microscope	   acceleration	   tension,	   diaphragm	  (current),	  magnification	   and	  working	   distance.	   For	   a	   20	  keV	   beam	   at	   1.7	  nA	   and	  4	  mm	  of	  working	  distance,	  the	  probe	  size	  is	  8	  nm.	  	  
	  
Figure	   3.2:	   (a)	   Electronic	   distribution	   of	   the	   probe	   and	   probe	   size	   definition.	   (b)	   Scheme	   of	   lines	  
exposed	  at	  different	  overlapping	  parameter:	  (1)	  -­‐100%,	  (2)	  0%,	  (3)	  50%	  and	  (4)	  95%.	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The	  formula	  for	  the	  overlapping	  ratio	  is	  the	  following:	  	  	   Op = PitchPs 	   (3.1)	  	   	  Etching	  with	  steps	  bigger	  than	  the	  probe	  size,	  results	  in	  a	  series	  of	  dots	  as	  seen	  in	  Figure	  3.2b	  (1).	  As	  the	  overlap	  is	  increased,	  the	  holes	  become	  tangent	  and	  a	  continuous	  line	  can	  be	  etched.	  But	  as	  we	  observe	  in	  Figure	  3.2b	  (2)	  (overlap	  =	  0%)	  the	   etching	  of	   a	   series	   of	   circular	  dots	   leads	   to	   arch-­‐shaped	   edges.	   To	   avoid	   this	  phenomenon	   and	   get	   edges	   as	   smooth	   as	   possible,	   the	   overlap	   was	   increased	  progressively	  to	  reduce	  edge	  roughness	  (see	  Figure	  3.2b	  (3))	  while	  concomitantly	  reducing	   the	   dose	   per	   dot.	   As	   the	   overlap	   is	   limited	   by	   the	   resolution	   of	   the	  microscope,	  the	  final	  value,	  used	  all	  along	  this	  work,	  extracted	  from	  experimental	  observations,	  was	  95%	  of	  overlap	  (Figure	  3.2b	  (4)).	  	  The	  irradiation	  dose	  unit	  is	  C.nm-­‐2,	  for	  one	  single	  spot	  irradiation	  the	  dose	  is	  given	  by	  the	  following	  formula:	  	  
	   Ds = I ⋅ te
π ⋅
Ps
2
"
#
$
%
&
'
2 	   (3.2)	  
	  Where	  I	  is	  the	  SEM	  probe	  current,	  te	  the	  exposition	  time	  and	  Ps	  the	  probe	  size.	  In	  the	  case	  of	  a	  straight	  line	  with	  overlap	  the	  dose	  becomes:	  	  
	   Dl = I ⋅ te ⋅ L(1−Op ) ⋅Ps +1#$%% &'((
L ⋅Ps +π
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2 ⋅N 	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  Where	  L	  is	  the	  line	  length,	  Op	  is	  the	  overlap	  ratio	  and	  N	  the	  number	  of	  scans.	  If	  we	  consider	  L>>Ps	  we	  can	  simplify	  the	  relation	  as:	  	   	   Dl ≈ I ⋅ te(1−Op ) ⋅Ps2 ⋅N 	   (3.4)	  	  A	  dose	  equivalency	  can	  be	  found	  between	  overlapped	  and	  non-­‐overlapped	  etching:	  	   	   tl ≈ 4 ⋅ (1−Op )π ⋅N ⋅ ts 	   (3.5)	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  Where	  tl	  is	  the	  exposition	  time	  for	  a	  line	  with	  overlap	  Op	  and	  ts	  the	  exposition	  time	  for	   a	   single	   dot.	   Using	   this	   geometrical	  model	   allows	   us	   to	   perform	   and	   analyse	  dose	  experiments	  by	  etching	  single	  dots	  and	  transpose	  the	  results	  to	   line	  etching	  (see	  section	  3.1.4).	  	  	  	  
3.1.2 Water-­‐induced	  etching	  on	  graphene	  	   The	   first	   part	   of	   the	   work	   was	   done	   in	   the	   Zeiss	   microscope.	   Those	  experiments	   are	   used	   as	   a	   reference	   and	   comparative	   point	   for	   the	   rest	   of	   this	  thesis.	  In	   the	   following	   experimental	   tests,	   two	   available	   precursors	   to	   etch	  graphene	   are	   used:	   fluorine	   and	   water	   (Figure	   3.3).	   The	   pristine	   suspended	  graphene	  sample	  (Figure	  3.3a)	  is	  first	  flushed	  by	  fluorine	  precursor	  while	  scanning	  with	  the	  e-­‐beam	  between	  the	  two	  arrows	  (Figure	  3.3b).	  As	  result	  neither	  etching	  nor	  deposition	   is	  observed	  at	   the	  graphene	   level,	  whereas	   the	  underlying	   silicon	  seems	   to	   be	   etched	   by	   this	   process.	   We	   conclude	   that	   this	   precursor	   does	   not	  interact	  efficiently	  with	  graphene	  or	  carbon	  but	  does	  so	  with	  silica.	  The	   second	   test	   is	   performed	   using	   water	   vapour	   instead.	   Graphene	   is	  etched	   (Figure	  3.3c)	   along	  6	  different	   lines.	  Hence	  water	   is	   indeed	   reacting	  with	  graphene	   as	   expected	   and	   conditions	   are	   favourable	   for	   graphene	   etching.	  Interestingly,	  a	  supplementary	  test	  with	  fluorine	  destroys	  the	  layer	  (Figure	  3.3d).	  We	  deduce	  that	  silicon	  has	  deposit	  below	  the	  graphene	  layer	  and	  held	  the	  layer	  in	  place.	   Amongst	   all	   possibilities,	  we	   know	   that	  water	   is	   a	   good	   candidate	   to	   etch	  graphene	  and	  we	  will	  now	  characterize	  the	  performance	  of	  this	  process.	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Figure	   3.3:	   Experimental	   test	   etching	   using	   fluorine	   on	   graphene.	   (a)	   Pristine	   pseudo-­‐suspended	  
graphene	  sample.	  (b)	  Test	  using	  fluorine	  with	  e-­‐beam.	  (c)	  Water-­‐EBIE	  etching	  of	  cuts	  until	  saturation.	  
(d)	  Fluorine	  has	  been	  used	  again	  during	  EBIE.	  	  Other	  water	   assisted	   EBIE	   tests	  were	   performed	   on	  TEM	   grids	   as	  well	   as	  silicon	  dioxide	  substrates	  with	  pools.	  The	  Figure	  3.4	  shows	  the	  difference	  between	  the	   etching	   results	   using	  water	   on	   annealed	   samples	   (Figure	   3.4a)	   and	   samples	  covered	  by	  amorphous	  carbon	  (Figure	  3.4b).	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Figure	  3.4:	  Cuts	  on	  graphene	  using	  water	  assisted	  EBIE.	  (a)	  Clean	  sample	  etched	  successfully	  and	  (b)	  an	  
unsuccessfully	  etching	  on	  a	  non-­‐properly	  clean	  graphene	  sample.	  	   The	   results	   of	   Figure	   3.4a	   show	   the	   effectiveness	   of	   the	   etching.	   The	  graphene	  layer	  has	  been	  perforated	  along	  three	  lines	  successfully.	  Those	  lines	  are	  around	  25	  nm	  wide.	  One	  can	  notice	  insulating	  (white	  contrast),	  pearl-­‐shape	  debris	  deposited	   on	   the	   edges.	   This	   material	   is	   most	   provably	   amorphous	   carbon	  deposited	   during	   the	   etching.	   Even	   taking	   into	   account	   the	   deposition,	   the	   edge	  roughness	   is	   around	   5	  nm.	   We	   define	   the	   edge	   roughness	   as	   the	   amplitude	  between	  the	  least	  and	  the	  most	  protruding	  parts	  of	  the	  edge	  (Figure	  3.4a).	  Figure	  3.4b	  illustrates	  the	  impact	  of	  contamination	  present	  on	  the	  sample	  before	  cutting.	  In	   this	   case	   the	   e-­‐beam	   induced	   processes	   are	   dominated	   by	   the	   deposition	   of	  amorphous	   carbon.	   No	   effective	   cutting	   is	   observed.	   It	   is	   therefore	   crucial	   to	  perform	  extensive	  sample	  cleaning	   to	  reach	  conditions	  where	  etching	   is	  effective	  and	  deposition	   is	  minimal	   (see	  Chapter	  2	   section	  2.1.6).	   In	   spite	  of	   this	  we	  have	  observed	   that	   H2O	   assisted	   EBIE	   is	   always	   prone	   to	   a	   finite	   amount	   of	   re-­‐deposition.	  We	   interpret	   this	   as	   the	   result	   of	  H2O	   vapour	   condensation	   near	   the	  focal	  zone	  of	  water	  vapour	  drops	  and	  EBIE	  by	  products	  that	  favours	  re-­‐deposition.	  We	  thus	  considered	  changing	  the	  reaction	  gas.	  	  
3.1.3 Oxygen-­‐induced	  etching	  on	  graphene	  	   The	  oxygen	  assisted	  EBIE	  etching	  technique	  is	  similar	  to	  the	  water	  assisted	  EBIE	   process,	   only	   the	   reactive	   gas	   is	   changed.	   Oxygen	   has	   lower	   dew	   point	   (-­‐62	  °C)	  compared	  to	  water	  (18	  °C	  for	  90%	  of	  humidity	  at	  20	  °C).	  In	  addition	  oxygen	  is	  more	  reactive	  and	  water	  can	  carry	  or	  trap	  hydrocarbons	  that	  contaminates	  the	  sample.	   Oxygen	   is	   less	   likely	   to	   condensate	   on	   the	   graphene	   surface	   and	   cause	  deposition	  of	  amorphous	  carbon.	  We	  now	  apply	  the	  EBIE	  process	  using	  oxygen	  in	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order	  to	  analyse	  the	  resulting	  effect	  (Figure	  3.5a).	  If	  the	  process	  allows	  to	  pattern	  graphene	  we	  will	  proceed	  to	  optimize	  the	  process.	  To	   draw	   a	   line,	   the	   shape,	   overlap	   ratio,	   pixel	   exposition	   and	   number	   of	  scans	  are	  set	  and	  the	  pattern	  is	  positioned	  with	  respect	  to	  the	  last	  SEM	  image.	  The	  sample	   is	   flushed	   with	   oxygen	   and	   e-­‐beam	   patterning	   is	   launched.	   After	   a	   few	  minutes	   of	   pumping,	   the	   result	   is	   imaged	   with	   minimal	   exposure.	   Next,	   the	  patterned	  graphene	  can	  either	  be	  studied	  by	  further	  SEM	  imaging	  or	  preserved	  for	  other	  analysis.	  	  
	  
Figure	  3.5:	  (a)	  Schematic	  of	  the	  oxygen	  EBIE	  etching	  on	  TEM	  grids	  for	  SEM	  and	  SACTEM	  analysis.	  (b)	  
Result	  of	  an	  EBIE	  etching	  at	  low	  current.	  (c)	  Etching	  performed	  with	  1.7	  nA.	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The	   main	   parameter	   determining	   the	   etching	   result	   is	   the	   dose	  (equation	  (3.3).	   Patterning	   with	   low	   probe	   current	   (below	   1	  nA)	   leads	   to	   high	  deposition	   rate,	   and	   no	   net	   etching	   (Figure	   3.5b).	   The	   first	   successful	   etching	   is	  observed	   using	   the	   1.4	  nA	   diaphragm	   (current	   value	   around	   1.7	  nA)	   and	   an	  exposition	   time	   of	   100	  ms/pixel	   (50%	   overlap)	   and	   12	   scans	   at	   10	  KeV.	   Those	  parameters	  correspond	  to	  a	  dose	  of	  D	  =	  5.5·107	  C.m-­‐2.	  Once	  the	  etching	  is	  effective,	  the	  parameters	  can	  be	  adjusted	  to	  find	  the	  minimal	  exposition	  time	  requested	  for	  faster	  patterning.	  The	  minimal	  exposition	  producing	  a	  continuous	  and	  straight	  cut	  at	  1.7	  nA	   is	  6	   to	  8	  ms/pixel	  at	  95%	  of	  overlap	  and	  2	  scans	   (Figure	  3.5c).	  The	  cut	  measures	   300	  nm	   long	   by	   20	  nm	   wide.	   The	   corresponding	   dose	   is	  D	  =	  2.76·106	  C.m-­‐2.	  Depending	  on	  graphene	  quality	  and	  the	  presence	  of	  amorphous	  carbon	  on	  the	  sample	  those	  values	  could	  double	  this	  minimal	  dose.	  The	  etching	  is	  effective	   at	   5,	   10	   or	   20	   kV	   acceleration	   tension.	   Using	   a	   different	   acceleration	  tension	   mostly	   changes	   the	   line	   width,	   which	   is	   reduced	   at	   higher	   acceleration	  voltage.	   The	   aim	   is	   to	   etch	  with	  minimal	   amorphization	   and	  minimal	   deposition	  rate.	   For	   properly	   cleaned	   graphene,	   the	   lower	   the	   exposition,	   the	   lower	   the	  amorphization	  and	  the	  a-­‐C	  re-­‐deposition.	  For	  samples	  with	  a	  big	  amount	  of	  a-­‐C,	  big	  enough	  to	  force	  the	  increase	  of	  the	  dose,	  even	  if	  a	  higher	  dose	  can	  allow	  drilling	  the	  layers,	   cutting	  will	   always	  cause	  an	   important	  deposit	  of	  a-­‐C	   in	   the	  etching	  close	  environment.	  	  
3.1.4 Dose	  characterization	  	   In	  this	  section	  we	  present	  a	  study	  of	  the	  dose	  effect	  when	  etching	  graphene	  with	  oxygen	  assisted	  EBIE	  (Figure	  3.6).	  As	  we	  can	  see	  in	  the	  plot	  of	  etched	  surface	  versus	  the	  dose,	  the	  dose	  required	  to	  activate	  the	  reaction	  is	  at	  around	  0.5·108	  C.m-­‐2.	  The	  etching	  rate	  first	  increases	  rapidly	  with	  increasing	  and	  then	  saturates	  after	  D	  =	  2·109	  C.m-­‐2.	   The	   fact	   that	   those	   values	   are	   high	   compared	   to	   experimental	  values	   is	  probably	  due	  to	  the	  small	  nominal	  probe	  size	  taken	  into	  account	  by	  the	  microscope.	   The	   measurements	   present	   an	   important	   standard	   deviation	  (148.72	  nm2	  at	  4·109	  C.m-­‐2).	  We	  deduce,	  and	  we	  associate	  this	  value,	  to	  important	  variations	   of	   the	   contamination	   from	   one	   sample	   to	   the	   other.	   Indeed	   more	  contaminants	  makes	  the	  etching	  harder,	  and	  increases	  the	  a-­‐C	  re-­‐deposition	  on	  the	  working	  area.	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Figure	  3.6:	  Dose	  experiment	  of	  surface	  etched	  versus	  dose	  supplied.	  (a)	  SEM	  micrograph	  of	  increasing	  
exposure	  (2	  s,	  4	  s,	  7	  s,	  10	  s,	  15	  s,	  20	  s,	  30	  s,	  40	  s	  and	  50	  s),	  as	  well	  as	  a	  (b)	  plot	  and	  fit	  of	  all	  data.	  	  	   The	  smallest	  hole	  we	  could	  perforate	  was	  using	  a	  1	  s	  exposure.	  If	  we	  use	  the	  equation	  ((3.4,	  seen	  in	  section	  3.1.1),	  we	  deduce	  that	  for	  95%	  overlap	  and	  2	  scans,	  a	  maximum	  exposition	  time	  of	  31.8	  ms	  per	  pixel	  should	  be	  enough	  to	  perform	  straight	  cutting.	  	  
3.2	   Making	  graphene	  nanoribbons	  	   The	  challenge	  in	  fabricating	  GNR	  is	  to	  etch	  two	  parallel	  lines,	  within	  less	  than	  100	  nm	  of	  each	  other.	  The	   etching	   of	   the	   graphene	  nanoribbon	  must	   be	   realized	   in	   one	   single	   shot.	  Indeed,	   imaging	   the	   area	   between	   the	   cutting	   of	   two	   lines	   would	   produce	  unwanted	  carbon	  deposition	  making	  the	  following	  cut	  harder	  or	  even	  impossible.	  The	  pattern	  chosen	  for	  our	  graphene	  nanoribbons	  is	  displayed	  in	  Figure	  3.7a.	  The	  length	  and	  separation	  of	  the	  two	  sides	  of	  the	  ribbon	  will	  change	  depending	  on	  the	  desired	   GNR	   length	   and	   width.	   The	   V	   shaped	   areas	   will	   be	   used	   for	   electrode	  connection	  and	  will	  not	   change	  during	   this	  work.	  Those	   connections	  are	   set	   at	   a	  π/6	  angle	  compared	  to	  the	  ribbon	  to	  minimize	  the	  contact	  impedance	  as	  described	  in	  Chapter	  1[19].	  	  	  A	  second	  important	  issue	  to	  take	  into	  consideration	  are	  the	  over-­‐exposed	  areas	  at	   the	  meeting	  point	   of	   two	   lines.	  An	   inaccurate	  positioning	  or	   realization	  of	   the	  cuts	  can	  double	  the	  exposure.	  As	  a	  consequence,	   the	  GNR	  could	  be	  constricted	  at	  this	  position,	  .This	  proximity	  effect	  is	  particularly	  probable	  at	  both	  ends	  of	  the	  GNR	  where	   four	   cuts	   converge	   on	   a	   100x100	  nm	   area	   resulting	   in	   amorphized	   or	  damaged	  graphene	  that	  will	  directly	   impact	  the	  electronic	  properties	  of	   the	  GNR.	  As	   it	   corresponds	   to	   a	   corner,	   there	   is	   no	   need	   of	   a	   high	   overlap	   to	   produce	   a	  straight	   edge.	   The	   two	   lines	   need	   to	   be	   close	   enough	   to	   break	   the	   graphene	  between	  them.	  In	  principle,	  an	  overlap	  or	  even	  a	  coincidence	  is	  not	  necessary.	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Figure	   3.7:	   (a)	   correspond	   to	   the	  GNR	  pattern	   shape	   chosen	   for	   the	   ribbons	   fabrication.	   Length	   and	  
width	  can	  be	  adapted.	  (b)	  is	  an	  example	  of	  oxygen	  EBIE	  etching	  of	  pattern	  in	  (a)	  	  To	  etch	  a	  GNR,	  the	  total	  cutting	  length	  in	  the	  Figure	  3.7a	  is	  about	  1µm.	  Since	  the	  optimal	  parameters	  are	  6ms/pixel,	   two	  passes,	  an	  overlap	  of	  95%	  and	  a	  nominal	  probe	  size	  of	  around	  1	  nm,	  we	  obtain	  a	  total	  etching	  time	  of	  280	  s	  (4	  min	  40	  s).	  But	  the	  microscope	  will	   need	   about	   5	  min	   due	   to	   beam	   repositioning.	   If	   the	   sample	  requires	   higher	   exposition,	   the	   etching	   time	   can	   rise	   up	   to	   around	   8	  min	   for	   an	  8	  ms/pixel	  exposure.	  Therefore	  the	  system	  needs	  to	  show	  a	  remarkable	  stability	  to	  avoid	  stage,	  sample	  or	  beam	  drift	  by	  more	  than	  a	  few	  nanometres	  over	  5	  to	  10	  min.	  The	  EBIE	   technique	  allows	   the	   etching	  of	  GNR	  of	   variable	   size	  down	   to	  4	  nm	  and	  lengths	  up	  to	  the	  micron	  range.	  Changing	  the	  width	  will	  not	  affect	  the	  etching	  time,	   but	   it	  will	   increase	   in	  proportion	   to	   the	   length	  of	   the	   ribbons.	  Examples	  of	  different	  widths	  and	  lengths	  of	  GNR	  are	  shown	  in	  Figure	  3.8.	  Although	  the	  SEM	  can	  reach	  large	  imaging	  fields	  (in	  this	  case	  up	  to	  1	  mm),	  resolution	  criteria	  to	  allow	  the	  beam	  to	  execute	  0.05	  nm	  steps	  imposes	  a	  maximum	  field	  of	  view	  of	  around	  2	  µm	  (with	   our	   column).	   Long	   range	   etching	   with	   high	   edge	   quality	   require	   stage	  repositioning,	  which	  is	  another	  instrumental	  challenge.	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Figure	  3.8:	  Examples	  of	  oxygen-­‐EBIE	  etched	  GNR	  on	  suspended	  graphene	  on	  SiN	  TEM	  grids.	  Top	  line	  
shows	  different	  lengths	  from	  (a)	  170	  nm,	  (b)	  280	  nm,	  (c)	  350	  nm	  and	  to	  (d)	  450	  nm.	  At	  the	  bottom	  line	  
are	  presented	  different	  widths:	  (e)	  75	  nm,	  (f)	  65	  nm,	  (g)	  60	  nm	  and	  (h)	  20	  nm.	  	  The	  process,	  once	  optimized,	  is	  robust,	  reproducible	  and	  reliable	  and	  allow	  to	  make,	  at	  will,	  any	  ribbon	  geometry	  within	  a	  given	  range.	  (Figure	  3.8).	  At	  times,	  the	  resulting	  GNR	  can	  be	  contaminated	  by	  a-­‐C,	  causing	  bridges	  and	  making	  the	  ribbon	  thicker.	  Consequently	  GNR	  were	  cleaned	  by	  a	  post-­‐fabrication	  annealing	  step	  as	  described	  in	  section	  2.1.6	  before	  further	  and	  higher	  resolution	  analysis	  (see	  Chapter	  2	  section	  2.1.6).	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3.3	   High	  Resolution	  structural	  analysis	  	   Spherical	   Aberration	   Corrected	   Transmission	   Electron	   Microscopy	  (SACTEM)	  allows	  to	  analyse	  suspended	  graphene	  with	  atomic	  resolution.	  In	  order	  to	  turn	  EBIE	  into	  a	  generic	  on-­‐demand	  graphene	  patterning	  technique,	  one	  needs	  to	   assess	   the	   quality	   of	   the	   resulting	   ribbons.	   In	   particular,	   the	   structure	   of	   the	  edges	  cut	  by	  oxygen	  assisted	  EBIE.	  The	  edges	  could	  be	  amorphized,	  rough,	  full	  of	  adsorbed	   amorphous	   material	   or,	   on	   the	   contrary,	   crystalline,	   straight	   and	  adsorbate-­‐free.	   Similar	   assessment	   is	   required	   for	   the	   core	   of	   the	   GNR.	   This	  material	  has	  to	  be	  characterized	  to	  determine	  if	  it	  is	  still	  graphene,	  if	  the	  lattice	  has	  been	  damaged	  and	  if	   the	  edges	  of	   it	  are	  the	  same	  quality	  as	   for	  the	  cut,	  better	  or	  worse.	  Such	  analysis	  was	  conducted	  at	  100	  kV	  and	  80	  kV	  to	  prevent	  TEM	  electrons	  from	  damaging	  the	  graphene.	  	  	  
3.3.1 High	  Resolution	  TEM	  imaging	  of	  simple	  EBIE	  cuts	  	   In	  order	  to	  establish	  a	  reference,	  we	  first	  analyse	  water-­‐assisted	  EBIE	  cuts	  and	   edges	   (Figure	   3.9).	   The	   cut	   in	   Figure	   3.9a	   is	   imaged	   at	   100	  keV.	   The	   edges	  appear	  to	  have	  a	  roughness	  around	  3	  nm.	  This	  roughness	  is	  in	  the	  state	  of	  the	  art	  compared	  to	  chemical	  etching	  techniques[20-­‐22]	  which	  produces	  edges	  with	  1	  nm	  of	  roughness.	  At	  the	  edge	  we	  can	  observe	  one	  graphene	  crystalline	  domain.	  No	  other	  similar	   situations,	  where	   the	  graphene	   lattice	   is	  visible	  until	   the	  edge,	  have	  been	  observed	   amongst	   the	   other	   samples.	   The	   rest	   of	   this	   edge	   does	   not	   present	  straight	   lines,	  which	   could	   indicate	   the	  presence	  of	   graphene	  underneath	  a	   thick	  amorphous	   coating.	   The	   lattice	   around	   the	   cut	   is	   not	   visible,	   therefore	   no	  quantitative	  evaluation	  of	  the	  lattice	  quality	  could	  be	  made.	  	  	  
	  
Figure	  3.9:	  (a)	  SACTEM	  micrograph	  of	  a	  water-­‐EBIE	  etched	  line	  imaged	  at	  100	  keV	  at	  the	  Tecnaï.	  (b)	  
GNR	  edge	  etched	  by	  water-­‐EBIE	  imaged	  at	  the	  Titan3	  at	  80	  keV.	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  Figure	   3.9b	   shows	   a	   similar	   result.	   A	   3	  nm	   to	   5	  nm	   band	   of	   amorphous	  carbon	  is	  visible	  along	  the	  graphene	  edge.	  Beyond	  this	  band,	  graphene	  appears	  as	  crystalline.	   The	   amorphous	   band	   could	   not	   be	   removed	   even	   by	   prolonged	  exposure	  to	  the	  high	  voltage	  beam	  and	  prevented	  any	  characterization	  of	  the	  edge	  underneath.	   The	   first	   possible	   explanation	   is	   that	   graphene	   is	   present,	   although	  not	   observable,	   beneath	   the	   amorphous.	   Then,	   the	   maximum	   roughness	   of	   the	  edge	   is	   about	   4	  nm,	   corresponding	   to	   the	   mean	   width	   of	   the	   a-­‐C	   band.	  Alternatively,	   graphene	   terminates	   at	   the	   a-­‐C	   band.	   In	   this	   case,	   the	   effective	  roughness	  is	  set	  by	  the	  graphene/a-­‐C	  interface	  and	  is	  limited	  to	  about	  1	  nm.	  Therefore	   SACTEM	   results	   do	   not	   confirm	   if	   water-­‐assisted	   EBIE	   can	  produce	  crystalline	  edges.	  In	  addition	  the	  use	  of	  water	  was	  always	  associated	  with	  basal	  and	  edge	  contamination	  by	  amorphous	  carbon.	  The	  rest	  of	   the	  chapter	  will	  report	   the	   effects	   obtained	  by	   replacing	  H2O	  by	  O2	  while	  preserving	  most	   of	   the	  developed	  protocol	  Figure	   3.10	   shows	   the	   analysis	   of	   typical	   EBIE	   cuts	   and	   edges	   performed	  with	  oxygen.	  In	  Figure	  3.10a	  we	  see	  both	  edges	  of	  a	   line	  cut.	  Firstly,	  all	  along	  the	  edge,	  graphene	  hexagonal	  arrangement	   is	  visible	  up	   to	   the	  very	  edge	  and	  no	  a-­‐C	  band	  is	  present	  here.	  The	  edge	  roughness	  is	  limited	  to	  0.8	  nm.	  This	  roughness	  is	  in	  the	   range	   of	   high	   energy	   STEM	   etched	   graphene	   edges.	   Secondly,	   the	   graphene	  crystal	  all	  around	  the	  cut	  is	  intact	  and	  no	  important	  amorphization	  is	  visible.	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Figure	  3.10:	  TEM	  micrographs	  of	  single	  EBIE	  cuts	  made	  with	  oxygen.	  (a)	  Side-­‐to-­‐side	  cut	  imaged	  at	  the	  
Titan3	  at	  80	  keV,	  (b)	  and	  (c)	  examples	  of	  edges	  imaged	  at	  the	  Tecnaï	  at	  100	  keV.(d)	  FFT	  of	  graphene	  in	  
(a)	  left,	  (e)	  in	  (a)	  right,	  (f)	  of	  picture	  (b)	  and	  (g)	  of	  picture	  (c)	  	  Figure	   3.10b	   and	   c	   show	   the	   edges	   of	   two	   additional	   oxygen	   EBIE	   cuts.	   Figure	  3.10b	   confirms	   that	   crystallinity	   of	   graphene	   is	   maintained	   up	   to	   the	   edge.	  Moreover,	  the	  edge	  roughness	  at	  short	  range	  is	  relatively	  low	  (2	  nm).	  The	  atomic	  arrangement	  of	   the	  edge	   is	  not	  disordered	  and	  some	  parts	  are	  straight	  as	   if	   they	  were	   cut	   along	   a	   specific	   crystalline	   direction.	   Figure	   3.10c	   also	   shows	   the	  crystallinity	  of	  patterned	  graphene	  all	  along	  the	  edge.	  In	  this	  image	  we	  also	  notice	  that	   the	   edge	   is	   made	   of	   straight	   lines	   separated	   by	   marked	   angles	   of	   values	  multiple	   of	   60° as	   one	   would	   expect	   from	   atomically	   oriented	   edges.	   From	   the	  micrograph’s	   FFT	   (Figure	   3.10g)	   we	   deduce	   the	   presence	   of	   armchair	   oriented	  edges.	   It	   thus	   appears	   that	   oxygen	   EBIE	   etching	   produce	   non-­‐amorphized	   edges	  eventually	   crystalline	   and	   provide	   substantially	   better	   quality	   etching	   than	   the	  water	  based	  equivalent.	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3.3.2 Structural	  analysis	  of	  graphene	  nanoribbons	  	   While	  single	  cuts	  have	  been	  improved	  by	  using	  O2,	  we	  must	  investigate	  the	  quality	   of	   graphene	   nanoribbons	  when	   two	   cuts	   are	   performed	   in	   close	   vicinity.	  Figure	   3.11	   shows	   the	   results	   of	   the	   SACTEM	   observation	   of	   oxygen	   EBIE	  patterned	   GNR	   at	   80	  keV.	   Two	   parts	   of	   the	   GNR	   are	   analysed:	   the	   centre	   of	   a	  16x320	  nm	  ribbon	  and	  one	  of	   the	  connections.	   In	   the	  connection	  micrograph	  we	  see	   a	   part	   of	   the	   edge,	   which	   appears	   smooth	   and	   straight.	   From	   this	   edge,	   the	  graphene	   crystal	   lattice	   is	   continuously	   visible	   all	   the	  way	   to	   the	  middle.	   In	   the	  ribbon’s	  micrograph	  we	  see	  the	  GNR	  edges.	  We	  notice	  that	  a	  significant	  fraction	  of	  the	  GNR	  is	  covered	  by	  a	  very	  thin	  layer	  of	  amorphous	  carbon.	  Indeed,	  the	  graphene	  lattice	   is	  still	  visible	   through	  the	  a-­‐C	  deposition.	  The	  edges	  are	  straight	  all	  across	  the	   image,	   especially	   for	   the	   bottom	   one,	   and	   he	   upper	   edge	   appears	   slightly	  folded.	  A	   closer	   look	   to	  a	  GNR	   (Figure	  3.11b)	  displays	   smooth	  and	  straight	  edges	  even	   at	   relatively	   low	   magnification.	   The	   higher	   resolution	   micrograph	   (Figure	  3.11c)	   shows	   the	   atomic	   arrangement	   of	   the	   edge.	   The	   roughness	   of	   the	   edge	   is	  limited	  to	  the	  sub-­‐benzenoid	  ring	  size.	  Although	  direct	  visualisation	  of	  the	  atomic	  configuration	  of	  the	  edge	  orientation	  could	  not	  be	  recorded,	  it	  can	  be	  solved	  by	  a	  comparison	   to	   the	   Fast	   Fourier	   Transform	   (FFT).	   The	   insert	   of	   Figure	   3.11c	  corresponds	   to	   the	   FFT	   of	   the	   micrograph	   where	   graphene	   signal	   maxima	   are	  surrounded	  by	  red	  circles.	  If	  we	  compare	  the	  orientation	  of	  the	  FFT	  pattern	  to	  the	  edge,	   we	   can	   conclude	   that	   the	   arrangement	   of	   the	   edge	   is	   armchair.	   This	  observation	  is	  confirmed	  by	  the	  analysis	  of	  the	  TEM	  contrast	  collected	  at	  the	  edge	  of	  the	  GNR.	  Figure	  3.11d	  is	  the	  cross	  sectional	  intensity	  collected	  along	  the	  edge.	  Its	  Fourier	  transform	  is	  shown	  in	  Figure	  3.11e.	  The	  FFT	  reveals	  a	  spatial	  frequency	  of	  1/2.08	  Å-­‐1.	  The	  contrast	  collected	  includes	  3	  pixels,	  so	  probably	  correspond	  to	  two	  atomic	   rows.	  The	  spatial	   frequency	  corresponds	   to	   the	   frequency	  of	  an	  armchair	  edge,	  which	  has	  a	  repetition	  distance	  of	  2.12	  Å.	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Figure	  3.11: Spherical	  aberration	  corrected	  TEM	  analysis	  of	  a	  320nm	  long	  and	  14nm	  wide	  graphene	  
nanoribbon.	  (a)	  Micrograph	  of	  the	  centre	  (right)	  of	  the	  ribbon	  as	  well	  as	  the	  V	  shaped	  connection	  at	  
one	  end	  (left).	  (b)	  Micrograph	  of	  the	  middle	  of	  another	  graphene	  nanoribbon	  of	  320nm	  long	  and	  16nm	  
wide.	  (c)	  Zoom	  of	  the	  micrograph	  in	  (b)	  at	  the	  edge	  area.	  The	  insert	  of	  (c)	  corresponds	  to	  the	  Fast	  
Fourier	  Transform	  of	  the	  image.	  (d)	  Profile	  of	  the	  edge	  in	  (c)	  in	  front	  of	  the	  red-­‐hexagon	  diagram,	  and	  
(e)	  it’s	  Fourier	  transform.	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3.4	   Discussion	  	   EBIE	  etching	  assisted	  by	  oxygen	  has	  revealed	  better	  results	   than	  fluorine	  and	  water,	   but	  what	   is	   the	   reaction	  mechanism?	  We	  will	   discuss	   the	   edge	   as	  well	   as	  connections	   morphology	   produced	   by	   this	   process.	   We	   will	   also	   focus	   on	   an	  important	  GNR	  morphology	  parameter:	   its	  width.	   In	  addition	  we	  will	  discuss	   the	  contaminants	   present	   on	   our	   samples	   and	   their	   origins.	   Finally	   the	   TEM	  observations	  are	  performed	  at	  least	  at	  4	  times	  higher	  energy	  than	  SEM,	  could	  this	  be	  modifying	  graphene	  characteristics?	  	  	   Even	  using	  clean	  samples,	  after	  the	  etching,	  a-­‐C	  deposition	  is	  visible	  around	  the	  work	   area.	   Immediately	   after	   patterning,	   SEM	   imaging	   of	   etched	   GNR	   by	   EBIE	  provides	  some	   indications	  of	   the	  quality	  of	   the	   ribbon.	  The	  contrast	  of	  a	  pristine	  and	   clean	   graphene	   layer	   is	   particularly	   dark	   (conductive)	   and	  many	   details	   are	  visible	  such	  as	  grain	  bounds,	  bilayers	  and	  macroscopic	  defects.	  When	  an	  a-­‐C	  layer	  covers	  graphene,	  the	  contrast	  is	  brighter	  (insulating)	  and	  the	  sharpness	  of	  details	  is	  covered	  by	  a	  cotton-­‐like	  blur.	  The	  amorphous	  material	  deposited	  can	  have	  three	  origins.	   First	   one	   is	   the	   amorphous	   carbon	   present	   on	   the	   sample	   itself.	   This	  sample	   has	   probably	   been	   contaminated	   because	   of	   atmosphere	   hydrocarbons.	  Those	   contaminants	   are	   vaporised	   by	   the	   e-­‐beam	   and	   re-­‐deposited	   around	   the	  pattern	  area.	  Most	  of	  this	  contamination	  is	  removed	  by	  the	  annealing	  described	  in	  Chapter	  2.	   The	   amorphous	   carbon	   can	   react	   in	   reducing	   atmosphere	   before	  graphene	  gets	  damaged	  or	  modified.	  Amorphous	   carbon	   is	   also	  produced	  by	   the	  decomposition	   of	   residual	   contaminants	   present	   in	   the	   SEM	   chamber,	   under	   the	  rastering	  e-­‐beam.	  Finally	  the	  by	  products	  produced	  by	  the	  EBIE	  reaction	  are	  prone	  to	   be	   re-­‐deposited	   all	   around	   the	   patterns.	   Though	   the	   third	   one	   can	   hardly	   be	  avoided,	  we	  can	  limit	  the	  effect	  of	  the	  others	  by	  annealing	  the	  sample,	  and	  working	  on	  a	  clean	  microscope	  chamber	  in	  as	  high	  vacuum	  as	  possible.	  	  As	   the	   knock-­‐on	   energy	   of	   graphene	   is	   86	  keV[9,	  10],	   which	   is	   higher	   than	   the	  TEM	  energy,	  the	  energy	  is	  too	  low	  to	  damage	  bulk	  graphene	  but	  the	  beam	  can	  help	  removing	   amorphous	   carbon	   from	   the	   surface	   of	   graphene	   [4].	   Although	   it	   is	  insufficient	   to	  damage	  bulk	  graphene,	  50	  keV[1,	  5]	   are	  enough	   to	   remove	  atoms	  at	  edge	   position	   or	   reorganize	   them.	   Experiments	   at	   80	  keV	   in	   the	   same	   beam	  conditions	  show	  that	  edges	  are	  unchanged	  during	  our	  analysing	  time	  range	  (from	  1	  to	  5	  min).	  Samples	  need	  to	  be	  imaged	  in	  TEM	  using	  minimal	  exposition	  to	  avoid	  such	  modifications.	  	  Concerning	   the	   crystalline	   edges	   we	   have	   produced,	   the	   chemical	   reaction	  between	  oxygen	  and	  graphene	  is	  responsible	  for	  it.	  But	  we	  do	  not	  know	  yet	  what	  is	  the	   reaction	   taking	  place.	  We	  propose	   two	  hypotheses	   for	   the	  mechanism	  of	   the	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reaction.	   The	   first	   is	   the	   graphene	   combustion	   producing	   carbon	  monoxide	   and	  dioxide.	   The	   activation	   energy	   required	   for	   this	   reaction	   (~40000	   cal/mol	   =	  17.3meV/atom	   [23])	   is	   more	   than	   106	   times	   lower	   than	   SEM	   beam	   energy.	   This	  reaction	   though	   is	   not	   known	   for	   being	   crystalline	   selective,	   therefore	   it	   is	   not	  responsible	   for	   the	   etching.	   The	   second	   mechanism	   involves	   the	   formation	   of	  ozone	   and	   oxygen	   radicals	   from	   the	   gas	   injected	   under	   the	   electron	   beam.	   This	  reactive	  species	  react	  with	  graphene	  to	  break	  carbon-­‐carbon	  bonds.	  Yet	  the	  oxygen	  inlet	   is	   800µm	   in	   diameter	   and	   so	   the	   ozone	   and	   radicals	   distribution	   at	   the	  graphene	   surface	   would	   be	   on	   the	   range	   of	   the	   inlet	   diameter	   size	   around	   the	  beam’s	  target.	  We	  deduce	  that	  such	  species	  are	  produced	  with	  oxygen	  adsorbed	  on	  graphene.	  This	  solution	  explains	  both	  line	  width	  and	  crystallinity.	  	  The	   atomic	   arrangement	   observed	   at	   the	   edge	   is	   armchair-­‐like.	   It	   is	   unlikely	  though	   that	  armchair	  direction	  corresponds	  exactly	   to	   the	   cuts	  orientation.	  Thus	  the	   edge	   is	  most	   probably	   a	   combination	   of	   armchair	   and	   zigzag	   segments.	   The	  edge	  can	  change	  its	  orientation	  by	  tuning	  the	  zigzag/armchair	  ratio	  of	  the	  edge.	  In	  Figure	   3.11c,	   the	   right	   part	   of	   the	   edge	   would	   be	   zigzag	   according	   to	   the	  micrograph’s	  FFT	  proving	  this	  hypothesis.	  Even	  if	  graphene	  lattice	  orientation	  had	  been	  observed	  before	  patterning,	  which	  could	  be	  possible	  by	  STEM	  and	  FFT	  in	  the	  SEM	  chamber,	  grain	  boundaries	  changes	  crystal	  orientation.	  This	  shows	  the	  need	  of	   big	   crystals	   in	   CVD	   graphene	   if	  we	  want	   to	   produce	  GNR	  with	   the	   same	   edge	  properties	  all	  along.	  	  
	  
Figure	  3.12:	  SACTEM	  Titan3	  micrographs	  at	  80	  keV	  of	  (a)	  a	  GNR	  connection	  and	  (b)	  one	  of	  the	  
narrowest	  GNR	  observed.	  	   Figure	   3.12a	   shows	   an	   example	   of	   a	   GNR	   connection.	   This	   area	   can	   be	  overexposed	  by	  connection	  cuts	  misplacement.	  In	  this	  example,	  graphene	  lattice	  is	  apparent	  and	  no	  important	  defects	  can	  be	  seen.	  Edge	  roughness	  is	  not	  higher	  than	  what	   has	   been	   observed	   before	   for	   a-­‐C	   deposited	   areas	   (see	   Figure	   3.11a).	   The	  start	   of	   the	   graphene	  nanoribbon	   is	   visible	   as	  well	   as	   an	   atomic	   straight	   bottom	  edge.	   Therefore,	   if	   a	   16	  nm	   GNR	   does	   not	   present	   defects	   due	   to	   misplacement	  imprecision,	  it	  will	  not	  be	  a	  problem	  for	  bigger	  ribbons	  either.	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Another	   detail	   visible	   is	   a	   metallic	   particle	   deposited	   over	   connection	  (surrounded	  by	   red	  dotted	   circle).	   Considering	   the	   emplacement	   of	   this	   particle,	  that	  no	  other	  particles	  are	  observed	  looking	  randomly	  over	  the	  sample,	  it	  is	  more	  likely	  contamination	  deposited	  during	  the	  EBIE	  etching,	  or	  the	  imaging	  in	  the	  SEM.	  The	   interatomic	   distance	   of	   this	   particle	   (~3.12	  Å)	   corresponds	   to	   the	   lattice	  parameter	   of	   tungsten	   (=3.165	  Å).	   Tungsten	   is	   one	   of	   the	   metallic	   materials	  available	  inside	  the	  Helios	  chamber.	  Residues	  of	  its	  last	  use	  could	  have	  remained	  in	  the	  chamber	  or	  the	  nozzle	  could	  leak.	  This	  raises	  the	  importance	  to	  work	  in	  a	  clean	  chamber,	  as	  every	  material	   in	  the	  chamber	  can	  be	  deposited	  by	  the	  e-­‐beam.	  SEM	  observations	  in	  the	  Nanoprobe	  shows	  that	  metallic	  particles	  are	  indeed	  deposited	  all	   around	   the	  patterned	  areas.	  As	   shown	   in	  Figure	  3.13,	   in	   the	  SEM	  pictures	  we	  can	   see	   rectangular	   fields	   of	   those	   particles	   all	   around	   the	   zones	   of	   interest	  analysed	  and	  patterned	  in	  the	  Helios	  chamber.	  	  	  
	  
Figure	  3.13:	  SEM	  micrograph	  of	  an	  area	  etched	  and	  scanned	  in	  the	  Helios	  chamber	  (green	  rectangle),	  
as	  seen	  in	  the	  NanoProbe.	  	  
 Figure	  3.12b	   shows	   the	   limits	   of	   this	  process	   as	   such.	  A	   ribbon	  as	  narrow	  as	  4	  nm	  was	  fabricated	  by	  the	  technique	  described	  here.	  The	  theoretical	  energy	  gap	  value	  for	  a	  4	  nm	  GNR	  is	  around	  50	  meV,	  far	  enough	  for	  FET	  purposes.	  Even	  if	  this	  width	  is	  not	  performed	  routinely	  the	  previous	  ribbons	  width,	  which	  are	  15	  nm	  and	  18	  nm	  wide	  are	  reproducible.	  	  We	  move	   now	   to	   the	   effect	   of	   annealing	   on	   the	   GNR	  width.	   The	   GNR	  width	  observed	  at	   the	  SEM	  right	  after	  etching	  often	  differs	   from	   the	  width	  observed	  at	  the	   TEM	   after	   annealing.	   Two	   interpretations	   can	   explain	   this.	   First,	   the	   GNR	   is	  surrounded	  by	  amorphous	  carbon	  right	  after	  etching	  that	  makes	  it	  appear	  larger.	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Cleaning	  it	  removes	  the	  amorphous	  material	  and	  reveals	  de	  GNR	  itself.	  The	  second	  one	   is	   that	   the	   hydrogen	   annealing	   is	   responsible	   of	   additional	   etching.	   It	   is	  unlikely	  that	  annealing	  in	  H2/Ar	  is	  reducing	  the	  GNR	  width	  as	  it	  would	  also	  ocure	  for	  water-­‐assisted	  EBIE,	  which	  was	  not	  observed.	  	  	  
3.5	   Conclusion	  	   The	   oxygen	   assisted	   EBIE	   etching	   process	   presented	   and	   optimized	   here	   is	  effective	  and	  graphene	  is	  readily	  etched	  when	  exposed	  to	  the	  e-­‐beam.	  The	  process	  allows	   etching	   arbitrary	   patterns,	   for	   example	   graphene	   nanoribbons.	   Graphene	  nanoribbons	   can	   be	   produced	  with	  width	   down	   to	   15	  nm,	   and	   length	   of	   at	   least	  320	  nm.	   At	   this	   size-­‐range,	   no	   damages	   observable	   in	   high	   resolution	   TEM	   are	  induced	  by	  the	  EBIE	  out	  from	  the	  etched	  area.	  In	  addition,	  the	  edges	  of	  the	  oxygen-­‐assisted	  process	  are	  free	  of	  amorphized	  carbon,	  crystalline,	  and	  amongst	  the	  best	  edges	   quality	   found	   in	   literature.	   The	   orientation	   of	   the	   edges	   so-­‐produced,	   can	  either	  present	  zig-­‐zag	  or	  armchair	  atomic	  arrangement.	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   This	   chapter	   is	   dedicated	   to	   electron	   transport	   measurements	   of	   graphene	  nanoribbons	  patterned	  by	  oxygen	  assisted	  EBIE.	  The	  main	  challenge	  address	  here	  is	  the	  transposition	  of	  the	  method	  developed	  in	  chapter	  3	  to	  suspended,	  back	  gated	  and	  electrically	  contacted	  GNR,	   in	  order	  to	  probe	  their	  electronic	  properties.	  The	  dependence	   of	   electronic	   transport	   on	   temperature,	   backgate	   field-­‐effect	   and	  perpendicular	  magnetic	  field	  will	  be	  investigated.	  	  
4.1	   Device	  fabrication	  and	  properties	  
4.1.1 Transposing	  e-­‐beam	  induced	  GNR	  cutting	  to	  device	  fabrication	  	   Samples	   for	   electronic	   transport	   measurements	   where	   prepared	   by	  exfoliating	  graphene	  onto	  SiO2/Si	  substrates	  by	  the	  tape	  technique.	  The	  substrates	  are	   covered	   by	   a	   matrix	   of	   micrometre	   sized	   pools	   (1x5	  µm)	   as	   described	   in	  Chapter	  2	   to	   produce	   locally	   suspended	   graphene.	   Monolayer	   graphene	   flakes	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covering	  pools	  are	   identified	  by	  optical	  microscopy	  and	  Raman	  spectroscopy	  and	  contacted	   either	   by	   laser	   or	   e-­‐beam	   lithography	   followed	   by	   Au/Pd	   electron	  sputtering.	  For	  e-­‐beam	  lithography,	  lift-­‐off	  is	  carried	  out	  by	  an	  over-­‐night	  acetone	  bath	  to	  remove	  the	  PMMA.	  Afterwards,	  the	  sample	  is	  flushed	  with	  fresh	  acetone	  to	  break	  and	  remove	  the	  undesired	  part	  of	  the	  metal	  layer.	  	  	  The	   protocol	   for	   graphene	   patterning	   presented	   in	   Chapter	   3	   has	   to	   be	  modified	   in	   order	   to	   adapt	   it	   to	   the	   substrates	  with	   pools	   and	   electrodes.	   More	  complicated	  and	  longer	  patterning	  is	  necessary	  to	  fabricate	  devices	  measurable	  by	  electronic	  transport	  experiments	  (Figure	  4.1a	  and	  b).	  	  
	  
Figure	   4.1:	   (a)	   Scheme	   of	   the	   oxygen	   assisted	   EBIE	   fabrication	   of	   samples	   for	   electronic	   transport	  
measurements.	   (b)	  SEM	  micrograph	  of	  an	  example	  of	   sample	   configuration	  during	  GNR	  etching	  on	  a	  
contacted	   and	   bonded	   pseudo-­‐suspended	   graphene	   flake	   on	   silicon	   dioxide	   sample.	   A	   zoom	   of	   this	  
kind	  of	   sample	   is	   shown	   in	   (c).	  Colours	  represent:	  metallic	  contacts	   in	  yellow,	  damaging	  area	  due	   to	  
backscattering	   in	  orange	  and	  pattern	   items	   in	  red.	   (d)	  Example	  of	  GNR	  etched	  on	  pseudo-­‐suspended	  
graphene	  after	  electrical	  insulation	  by	  EBIE	  by	  SEM.	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The	   central	   nanoribbon	   pattern	   has	   to	   be	   isolated	   from	   the	   rest	   of	   the	  graphene.	  This	  implies	  a	  significantly	  larger	  EBIE	  time	  (Figure	  4.1c).	  Yet	  this	  time	  should	  be	  minimized	  to	  limit	  carbon	  re-­‐deposition.	  	  We	  want	  to	  measure	  the	  properties	  of	  the	  electronic	  transmission	  through	  the	  ribbon,	  therefore	  anything	  electrically	  connecting	  the	  source	  and	  drain	  electrodes	  but	  the	  GNR	  must	  be	  cut.	  In	  this	  case	  two	  pieces	  of	  graphene,	  one	  on	  each	  side	  of	  the	  ribbon,	  need	  to	  be	  sectioned.	  Thus	  we	  add	  to	  the	  pattern	  two	  straight	  lines	  to	  cut	  the	  graphene	  around	  the	  pattern	  and	  isolate	  the	  ribbon.	  Those	  insulation	  cuts	  have	   to	   get	   from	   the	   close	   GNR	   environment	   to	   the	   graphene	   border.	   This	  graphene	   border	   can	   be	   on	   the	   suspended	   area,	   or	   reach	   the	   silica	   and	   be	  supported.	  Although	   it	   is	   less	  contaminating	   to	  etch	   the	  pool	   region	  on	  one	  shot,	  the	  supported	  area	  cutting	  is	  not	  critical	  and	  can	  be	  etched	  using	  more	  steps.	  We	  chose	  to	  perform	  those	  cuts	  centred	  on	  the	  pool’s	  width	  (Figure	  4.1c).	  The	  pool	  is	  around	   1.5	  µm	  wide	   and	   the	   oxide	   thickness	   is	   290	  nm.	   This	  means	   that	   even	   if	  theoretically	  the	  pool	  walls	  have	  been	  oxidized,	   if	  the	  insulation	  cut	   is	  performed	  close	  to	  the	  edge,	  the	  piece	  of	  graphene	  that	  will	  fold	  down	  is	  big	  enough	  to	  touch	  the	  pool	  wall	  below	  the	  oxide	  and	  create	  a	  shortcut	  to	  the	  backgate	  (Figure	  4.2).	  	  
	  
Figure	   4.2:	   (a)	   3d	   scheme	   of	   a	   etched	   graphene	   flake	   suspended	   over	   a	   silicon	   dioxide	   on	   silicon	  
substrate	   with	   pools.	   (b)	   2d	   scheme	   of	   the	   pool	   following	   the	   red	   plane	   showing	   the	   folding	   of	   the	  
graphene	  layer	  after	  been	  etched.	  The	  red	  circles	  shows	  where	  graphene	  gets	  close	  to	  the	  grid.	  	  The	  isolation	  cuts	  need	  to	  be	  etched	  very	  close	  to	  the	  GNR.	  This	  could	  damage	  the	   ribbon	   if	   we	   cause	   an	   overexposed	   area	   as	   seen	   before	   for	   the	   V	   shape	  connections	  etching.	  The	  further	  the	  isolation	  cuts	  can	  be	  made	  from	  the	  GNR,	  the	  better.	  An	  example	  of	  resulting	  GNR	  is	  shown	  in	  Figure	  4.1d.	  We	  notice	  a	  few	  holes	  on	  graphene,	  they	  could	  have	  been	  produced	  by	  backscattered	  electrons	  produced	  at	  the	  bottom	  of	  the	  pool.	  In	  addition	  a	  constriction	  is	  noticeable	  in	  the	  middle	  of	  the	  GNR.	  Its	  origin	  is	  the	  insulation	  cut,	  placed	  too	  close	  to	  the	  GNR.	  Even	  though,	  the	  
	   	  CHAPTER	  4:	  ELECTRONIC	  TRANSPORT	  CHARACTERIZATION	  OF	  GRAPHENE	  
NANORIBBON	  DEVICES	  
	  
	  82	  
pattern	  has	   been	  performed	  with	  precision,	   edges	   are	   straight,	   and	   the	  GNR	  has	  been	  successfully	  insulated	  from	  the	  rest	  of	  the	  graphene	  sheet.	  As	   for	   the	   case	   of	   SACTEM	   samples,	   electron	   beam	   irradiation	   of	   the	   ribbon	  during	   imaging	   is	   minimized	   to	   avoid	   depositions,	   or	   damage	   due	   to	   residual	  oxygen	  in	  the	  chamber.	  Overall,	  we	  see	  that	  a	  careful	  protocol	  leaves	  three	  potential	  damaged	  zones.	  If	  the	  insulation	  and	  the	  connections	  cuts	  are	  not	  properly	  executed,	  they	  can	  cause	  amorphization	   or	   constrictions	   in	   the	   nanoribbon.	   The	   GNR	   would	   then	   be	  composed	  of	  two	  crystalline	  sections	  surrounded	  by	  damaged	  graphene	  areas.	  On	  the	   other	   hand	  we	   notice	   that	   the	   EBIE	   cuts	   on	   exfoliated	   graphene,	   even	   after	  being	   exposed	   to	   PMMA,	   are	   thinner	   and	   better	   defined	   than	   previous	   cuts	  observed	  by	  SEM	  on	  CVD	  graphene	  on	  TEM	  grids.	  This	  indicates	  that	  the	  material	  is	  less	  contaminated.	  	  
4.1.2 Amorphization	  induced	  by	  backscattered	  electrons	  	   The	  most	  stricking	  difference	  between	  the	  GNR	  produced	  on	  top	  of	  a	  pool	  on	  a	  SiO2/Si	  substrate	  and	  a	  free	  standing	  GNR	  is	  the	  presence	  of	  defects	  visible	  in	  SEM.	   One	   example	   of	   graphene	   etching	   over	   250	  nm	   deep	   pools	   is	   shown	   in	  Figure	  4.3.	  The	  graphene	  layer	  has	  been	  perforated	  all	  along,	  including	  around	  and	  inside	   the	   GNR.	   The	   poor	   structural	   quality	   of	   such	   GNRs	   will	   deteriorate	   its	  intrinsic	  electronic	  transport	  properties.	  	  
	  
Figure	  4.3:	  SEM	  example	  of	  oxygen-­‐EBIE	  etching	  on	  graphene	  pseudo-­‐suspended	  on	  250	  nm	  pools.	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   We	  attribute	  this	  large	  area	  damaging	  to	  back	  scattered	  electrons	  produced	  by	  the	  incident	  electron	  beam	  hitting	  the	  substrate,	  250	  nm	  below	  the	  suspended	  graphene.	   Those	   electrons	   emerging	   from	   the	  pool	   at	   any	   angle,	   hit	   over	   a	   large	  area.	   Since	   this	   happens	   during	   the	   etching	   and	   in	   the	   presence	   of	   oxygen,	   back	  scattered	   electrons	   trigger	   a	   parasite	   EBIE	   resulting	   in	   nanometer	   size	   holes	  scattered	  on	  graphene’s	  suspended	  area.	  To	   support	   this	   interpretation,	  we	  present	  a	   study	  by	   simulation	  of	   the	  e-­‐beam	   behaviour	   on	   different	   graphene	   samples.	   The	   simulations	   have	   been	  performed	   using	   CASINO	   v3.2	   software.	   The	   CASINO	   software	   calculates	   the	  trajectories	   of	   secondary	   and	   backscattered	   electrons	   induced	   in	   an	   arbitrary	  substrate	   (morphology	   and	   composition)	   under	   an	   e-­‐beam	   irradiation.	   The	  program	  is	  based	  on	  a	  Monte-­‐Carlo	  simulation	  method.	  The	  energy	  of	  the	  beam	  is	  set	  to	  20	  keV	  and	  number	  of	  electrons	  to	  104.	  Note	  that	  graphic	  representation	  of	  the	  electrons	  trajectories	  presented	  in	  the	  following	  figures	  shows	  only	  50	  of	  them.	  	   Figure	   4.4a	   corresponds	   to	   the	   configuration	  used	   for	  water-­‐EBIE	   etching	  where	  graphene	  is	  directly	  supported	  on	  the	  SiO2/Si	  substrate.	   In	  Figure	  4.4a,	  an	  SEM	  image	  of	  a	  typical	  cut	  illustrates	  the	  dramatic	  effect	  of	  the	  series	  of	  processes	  induced	  by	  the	  incident	  beam.	  Three	  areas	  can	  be	  distinguished.	  The	  first	  one	  is	  the	  etched	  region	  in	  the	  centre	  of	  the	  cut.	  It	  is	  narrow	  (~100	  nm)	  although	  one	  order	  of	   magnitude	   larger	   than	   standard	   cut	   of	   suspended	   graphene.	   Around	   it	   is	   a	  500	  nm	  wide	   area	   where	   graphene	   is	   fully	   etched.	   One	   can	   also	   notice	   that	   the	  supporting	  SiO2	  has	  been	  roughened.	  Finally,	  within	  a	  80	  nm	  wide	  band	  centred	  on	  the	   cut,	   the	   graphene	   layer	   is	   still	   present	   in	   part	   but	   seriously	   cracked	   and	  damaged.	   This	   configuration	   is	   modelled	   in	   Figure	   4.4b	   by	   simulating	   the	  electronic	  beam	  scattering	  on	  supported	  graphene	  on	  silicon	  dioxide	  sample.	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Figure	  4.4:	  Study	  of	  the	  EBIE	  etching	  on	  supported	  graphene	  samples.	  (a)	  SEM	  picture	  of	  a	  water-­‐EBIE	  
cut	   performed	   on	   a	   supported	   graphene	   on	   silica	   sample.	   (b)	   Simulation	   of	   backscattered	   and	  
secondary	  electrons	  produced	  on	  a	  supported	  graphene	  on	  silica	  sample.	  In	  this	  picture	  50	  electrons	  
trajectories	  (out	  of	  10000)	  are	  shown.	  The	  results	  of	  number	  of	  hits	  versus	  the	  depth	  and	  the	  energy	  at	  
the	  surface	  versus	  the	  radius	  correspond	  respectively	  to	  graphs	  (c)	  and	  (d).	  	  	   	  Backscattered	   electrons	   (in	   purple)	   and	   secondary	   electrons	   (in	   red)	   that	  are	  indeed	  produced	  come	  back	  to	  the	  graphene	  layer	  with	  a	  shallow	  angle,	  away	  from	  the	  impact	  point.	  The	  electron	  production	  takes	  place	  within	  3	  µm	  from	  the	  surface	   (Figure	   4.4c).	   Hence	   the	   probability	   of	   an	   electron	   reaching	   back	   to	   the	  surface	   is	   high.	   The	   spatial	   distribution	   of	   the	   electron	   energy	   at	   the	   surface	   is	  shown	   in	  Figure	  4.4d,	   it	   shows	  an	   area	  of	   influence	  of	  400	  nm.	  This	   implies	   that	  during	  an	  EBIE	  etching,	  graphene	  within	  400	  nm	  around	  the	  incident	  beam	  is	  also	  subject	  to	  a	  significant	  flux	  of	  energetic	  BSE	  and	  SE	  that	  can	  also	  trigger	  EBIE.	  This	  simulation	   matches	   our	   experimental	   observation	   of	   serious	   damage	   within	   a	  400	  nm	  band	   along	   a	   line	   cut.	   This	   obviously	   impairs	   high-­‐resolution	   patterning	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and	   justifies	   the	   need	   to	  minimize	   BSE	   and	   SE	   by	   suspending	   graphene	   at	   least	  locally.	  	  In	  this	  work	  we	  implemented	  the	  local	  suspension	  of	  graphene	  by	  creating	  arrays	  1x5	  µm	  pools	   the	  depth	  of	  which	  was	   initially	  kept	  smaller	   than	  the	  oxide	  thickness	   (295	  nm).	   Figure	   4.5	   shows	   the	   results	   of	   beam	   backscattering	  simulations	   on	   250	  nm	   (Figure	   4.5a)	   pools	   while	   setting	   the	   beam	   target	   at	   the	  centre	  of	  the	  suspended	  graphene.	  	  	  
	  
Figure	  4.5:	   Simulation	  of	  electron	  backscattering	  and	  secondary	  electrons	  on	   (a)	  250	  nm	  deep	  pools	  
and	  (b)	  6	  µm	  deep	  pools,	  backscattered	  electrons	  are	  shown	   in	  purple.	   (c)	  Electron	  collisions	  versus	  
the	   depth	   and	   (d)	   backscattered	   energy	   repartition	   on	   the	   surface	   (integration	   in	   dash	   plot,	   right	  
scale).	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In	   Figure	   4.5a,	   we	   notice	   in	   the	   simulation	   that	   an	   important	   amount	   of	  backscattered	  and	  secondary	  electrons	  is	  generated	  below	  the	  floor	  of	  the	  pool,	  a	  significant	  fraction	  is	  able	  to	  travel	  back	  to	  the	  graphene	  layer.	  In	  Figure	  4.5c	  (red	  curve)	  we	   see	   that	   the	   electrons	   are	  mostly	  within	   3	  µm	  depth	   in	   the	   substrate.	  This	   simulation	   confirms	   our	   interpretation	   that	   backscattered	   electrons	   are	  produced	  at	  the	  bottom	  of	  250	  nm	  deep	  pools	  and	  are	  able	  to	  reach	  the	  suspended	  graphene	  and	  induce	  EBIE	  on.	  Next,	  we	  consider	  implementing	  much	  deeper	  pools	  in	  order	  to	  increase	  the	  solid	   angle	   from	   which	   electrons	   produced	   at	   the	   bottom	   could	   reach	   the	  suspended	   graphene.	   For	   this	   we	   performed	   the	   Bosch	   process	   (see	   Chapter	   2)	  that	   allows	   etching	   a	   few	  micrometre	   deep	   even	   for	   1x5	  µm	   sized	   pools.	   In	   our	  ultra-­‐deep	  pool	  samples,	  the	  depth	  was	  adjusted	  to	  6	  µm.	  In	  Figure	  4.5b,	  the	  simulations	  corresponding	  to	  graphene	  over	  6	  µm	  pools,	  electron	  activity	  is	  mainly	  between	  the	  bottom	  of	  the	  pool	  (6	  µm)	  and	  2	  µm	  deeper	  (Figure	   4.5c).	   The	   portion	   of	   backscattered	   electrons	   reaching	   the	   graphene	   is	  lower	  compared	  to	  the	  250	  nm	  pools	  situation	  (Figure	  4.5d).	  As	  electron	  activity	  is	  kept	   far	   from	   the	  working	   area,	   the	   probability	   of	   backscattered	   and	   secondary	  electrons	   at	   the	   graphene	   level	   is	   indeed	   lower.	   The	   simulation	   confirms	   the	  relevance	  of	  our	  modification	  of	  the	  pool	  depth.	  	  	  We	   now	   verify	   whether	   our	   choice	   of	   acceleration	   voltage	   based	   on	   the	  experimental	   observations	   of	   the	   minimal	   damage	   induced	   was	   confirmed.	   For	  this,	   simulations	   with	   a	   10	  keV	   incident	   beam	   were	   performed	   in	   the	   same	  configuration	  as	  Figure	  4.6b,	  i.e.	  for	  graphene	  over	  a	  6	  µm	  deep	  pools	  and	  a	  beam	  positioned	   at	   the	   centre	   of	   the	   suspended	   graphene.	   This	   simulation	   shows	   that	  more	   backscattered	   and	   secondary	   electrons	   reach	   the	   graphene	   layer.	   The	  electron	   activity	   and	   the	   backscattered	   electrons	   production	   occurs	   in	   a	   thinner	  layer	  of	  silicon	  at	  the	  bottom	  of	  the	  pool	  between	  1	  and	  1.5	  µm	  below	  the	  surface	  (Figure	  4.6b	   and	   c).	   Electrons	  have	  more	  probabilities	   to	   travel	   back	   in	   the	  pool	  and	  reach	  the	  graphene.	  The	  higher	  the	  energy,	  the	  deeper	  the	  BSE	  and	  SE	  will	  be	  diffused,	  and	  so	  fewer	  electrons	  will	  travel	  back	  and	  they	  will	  have	  a	  lower	  energy,	  thus	   reducing	   the	   probability	   of	   damage.	   These	   results	   reinforce	   the	   technical	  choice	  of	  performing	  EBIE	  at	  20	  keV,	  which	  provided	  the	  smallest	  feature	  size	  and	  limits	  the	  damages.	  	  
	  CHAPTER	  4:	  ELECTRONIC	  TRANSPORT	  CHARACTERIZATION	  OF	  GRAPHENE	  
NANORIBBON	  DEVICES	  
	  	  
	   87	  
	  
Figure	  4.6:	  Casino	  simulations	  of	  backscattered	  electrons.	  (a)	  Electronic	  simulation	  of	  a	  10	  keV	  e-­‐beam	  
on	  a	  6	  µm	  deep	  pools	  sample,	  (b)	  electrons	  collisions	  versus	  the	  depth	  and	  (c)	  backscattered	  electrons	  
produced	  versus	  the	  depth.	  (d)	  Simulation	  on	  completely	  suspended	  graphene.	  	  Figure	  4.6d	  corresponds	  to	  a	  simulation	  using	  only	  a	  graphene	  layer,	  without	  support.	  This	  corresponds	  to	  the	  TEM	  grids	  used	  for	  structural	  analysis.	  As	  we	  can	  see	  in	  this	  case	  the	  problem	  of	  backscattered	  and	  secondary	  electrons	  damaging	  the	  sample	  does	  not	  exist.	  The	  only	  backscattered	  electrons	  are	  produced	  at	  the	  graphene	  level	  and	  cannot	  produce	  damage.	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Figure	  4.7:	  Resume	  of	  the	  backscattered	  hits	  to	  suspended	  graphene	  on	  the	  four	  different	  
configurations	  	  EBIE	   is	   performed	   on	   the	   suspended	   but	   also	   supported	   region.	   One	  particular	  attention	  was	  paid	  to	  the	  region	  where	  the	  beam	  passes	  over	  the	  edge	  of	  the	  pool.	   Figure	  4.8a,	  b	   and	  c	   corresponds	   respectively	   to	  a	  beam	   focused	   inside	  the	  pool	  at	  10	  nm	  of	  the	  border,	  at	  the	  edge	  and	  outside	  the	  pool	  at	  10	  nm	  of	  the	  edge.	  The	  simulation	  with	  the	  beam	  positioned	  inside	  the	  pool	  (Figure	  4.8a)	  gives	  results	  very	  close	  to	  those	  of	   the	  central	  area	  of	   the	  suspended	  graphene	  (Figure	  4.5b).	   The	   amount	   of	   secondary	   and	   backscattered	   electron	   activity	   close	   to	   the	  surface	   is	   relatively	   low	  (Figure	  4.8d	  and	  e	  black	  plots).	  On	   the	  contrary	   the	   two	  other	  configurations	  lead	  to	  the	  production	  of	  a	  much	  larger	  amount	  of	  BSE	  and	  SE	  that	   goes	   towards	   the	   rest	   of	   the	   suspended	   graphene	   sheet	   where	   they	   can	  potentially	  induce	  damage.	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Figure	  4.8:	  Simulation	  of	  electron	  scattering	  when	  etching	  close	  to	  the	  pool’s	  edge.	  (a)	  E-­‐beam’s	  target	  
is	   inside	   the	  pool	  at	  10	  nm	  of	   the	  edge.	   (b)	  Beam	  is	   focused	  at	   the	  edge	  position,	  and	  (c)	  outside	   the	  
pool	  at	  10	  nm	  of	  it.	  (d)	  Electron	  collisions	  versus	  the	  depth	  and	  (e)	  backscattered	  energy	  repartition	  on	  
the	  surface	  (integration	  in	  dash	  plot,	  right	  scale).	  	   For	   impacts	   just	   outside	   the	   pool	   (Figure	   4.8c)	   the	   number	   of	   secondary	  electrons	  going	  across	  the	  graphene	  is	  further	  increased	  compared	  to	  Figure	  4.8b.	  This	  irradiation	  comes	  from	  electrons	  that	  have	  penetrated	  into	  the	  substrate	  and	  then	  emerge	   inside	   the	  pool	   travelling	  up	   towards	   the	  graphene.	  This	   irradiation	  does	  not	  only	  enlarge	  cuts	  as	  seen	  before	  (Figure	  4.5)	  due	  to	  the	  substrate	  but	  also	  compromises	   all	   the	   suspended	   graphene	   area.	   The	   energy	   repartition	   on	   the	  surface	  increases	  when	  passing	  over	  the	  edge	  and	  onto	  the	  substrate	  Figure	  4.8d.	  	   In	   conclusion,	  Monte	  Carlo	   simulations	   show	   that	   the	  etching	  of	   graphene	  patterns	  is	  only	  conceivable	  on	  graphene	  suspended	  over	  deep	  pools	  (~6	  µm).	  In	  this	   configuration,	   the	   patterning	   is	   performed	   by	   the	   sole	   effect	   of	   the	   incident	  beam	  electrons	  and	   the	  effect	   triggered	  by	  BSE	  and	  SE	   is	  negligible.	  The	  CASINO	  simulation	   of	   backscattered	   electrons	   indicate	   that	   only	   a	   little	   fraction	   of	   the	  energy	   comes	  back	   to	   the	   graphene	   layer	   at	   20	  kV	  when	  using	  6	  µm	  deep	  pools.	  But	  we	  have	  also	  shown	  that	  this	  result	  is	  a	  lot	  different	  at	  10	  kV	  where	  electrons	  do	   not	   penetrate	   the	   silicon	   too	   deep,	   and	   can	   re-­‐emerge	   in	   the	   pool.	   The	  patterning	  close	  to	  the	  pool	  edges	  can	  generate	  enough	  BSE	  travelling	  to	  the	  GNR	  to	  damage	  it.	  This	  can	  be	  an	  issue	  if	  the	  graphene	  flake	  covers	  the	  whole	  pool	  and	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isolating	   EBIE	   side	   cuts	   are	   necessary.	   Therefore	   the	   geometrical	   and	   structural	  properties,	  of	  pseudo-­‐suspended	  and	  contacted	  GNR	  are	  close	   to	   the	  one	  of	   fully	  suspended.	   Yet	   one	   should	  bear	   in	  mind	   that	   some	  unwanted	  damage	  may	  have	  been	  caused	  by	  peripheral	  etching	  steps.	  Although	  peripheral	  to	  the	  main	  pattern,	  the	  isolation	  of	  the	  GNR	  from	  the	  large	  graphene	   flakes	  requires	  etching	  step	  close	  or	  on	   the	  supporting	  substrate.	  These	  portions	  of	  the	  global	  pattern	  where	  shown	  to	  have	  potential	  consequences	  on	  the	  GNR	  itself.	  	   To	   summarize,	   patterning	   of	   device	   would	   reach	   the	   quality	   certified	   on	  TEM	  grids	  if	  two	  conditions	  are	  respected:	  (i)	  pattern	  paths	  should	  remain	  at	  least	  10	  nm	  away	  from	  the	  pool	  edges	  and	  (ii)	  to	  use	  e-­‐beam	  energy	  of	  20	  keV	  or	  higher.	  	  
4.1.3 Graphene	  devices	  over	  deep	  pools	  	   After	   establishing	   the	   optimized	   protocol,	   hundreds	   of	   flakes	   have	   been	  produced	   and	   analysed	   over	   tens	   of	   substrates.	   Several	   dozens	   have	   been	  contacted	   by	   EBL	   but	   eventually	   only	   two	   have	   reached	   electrical	  measurement	  after	   a	   successful	   EBIE	   patterning	   and	   annealing.	   After	   oxygen	   assisted	   EBIE	  we	  obtain	   two	  GNR	  displayed	   in	  Figure	  4.9.	  Sample	  A	   is	  multi-­‐layered	  and	  measures	  90	  nm	  by	  320	  nm	  long.	  Sample	  B	  is	  monolayer	  and	  measures	  60	  nm	  by	  320	  nm.	  	  
	  
Figure	  4.9:	  SEM	  micrographs	  of	  the	  suspended	  and	  contacted	  GNR	  obtained	  by	  oxygen	  assisted	  EBIE	  
etching	  of	  graphene.	  (a)	  Sample	  A,	  the	  GNR	  size	  is	  90	  nm	  wide	  by	  320	  nm	  long,	  (b)	  Sample	  B,	  the	  GNR	  
size	  is	  60	  nm	  wide	  by	  320	  nm	  long.	  	   The	  conductance	  of	  the	  two	  ribbons	  is	  tested	  at	  room	  temperature	  using	  a	  manual	  probe	  station.	  I(V)	  current-­‐voltage	  measurements	  show	  that	  both	  samples	  are	  conductive	  (Figure	  4.10).	  At	  ambient	  temperature,	  sample	  A	  has	  a	  2-­‐probe	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resistance	  of	  Ra	  =	  11.43	  kΩ	  and	  sample	  B,	  Rb	  =	  5.40	  kΩ.	  The	  I(V)	  characteristics	  are	  linear	  in	  both	  samples	  and	  we	  can	  proceed	  to	  further	  analysis.	  Those	  resistance	  values	  are	  similar	  to	  the	  resistance	  of	  non	  patterned	  graphene	  samples	  with	  same	  aspect-­‐ratio	  (length/width)	  (20	  by	  4	  µm)	  which	  have	  a	  value	  of	  R	  ~	  1	  kΩ[1].	  	  
	  
Figure	  4.10:	  Current	  vs.	  bias	  measurements	  on	  ambient	  conditions	  of	  ribbons	  a	  and	  b	  	   Sample	  A	  presents	  a	  higher	  resistance	  in	  ambient	  conditions	  and	  the	  ribbon	  is	  wider.	  I(V)	  measurements	  at	  65	  K	  still	  show	  only	  ohmic	  behaviour.	  One	  possible	  explanation	   for	   this	   higher	   resistance	   is	   the	   contact	  with	  pads.	  As	  we	   can	   see	   in	  Figure	   4.9a,	   the	   lower	   pad	   seems	   to	   have	   a	   restricted	   surface	   contact	   to	   the	  graphene	  layer.	  Sample	  A	  will	  not	  give	  any	  supplementary	  information	  as	  it	  broke	  during	   those	   measurements.	   The	   following	   results	   are	   measured	   on	   the	   60	  nm	  wide	  ribbon	  of	  Sample	  B.	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4.2	   Electronic	  transport	  properties	  measurements	  
4.2.1 Temperature	  dependence	  of	  nanoribbon	  conductance	  	  
	  
Figure	  4.11:	  (a)	  Current	  versus	  bias	  measurements	  at	  temperatures	  from	  35	  K	  to	  1.6	  K	  (a).	  (b)	  In	  black	  
a	  measurement	  at	  1.4	  K	  and	  its	  absolute	  value	  in	  log	  scale	  in	  red.	  	   Figure	  4.11	  shows	  the	  measured	  current	  versus	  the	  bias	  voltage	  at	  different	  temperatures	  from	  35	  K	  down	  to	  1.4	  K.	  As	  the	  temperature	  drops,	  a	  non-­‐linearity	  appears	  and	  becomes	  more	  pronounced	  (Figure	  4.11a).	  The	  non-­‐linear	  behaviour	  appears	  mostly	   below	   50	  K.	   The	   I(V)	   characteristic	   at	   1.4	  K	  measurement	   in	   log	  scale	  is	  also	  shown	  in	  Figure	  4.11b.	  The	  slope	  of	  the	  abs(I)	  plot	  increases	  strongly	  around	  0	  V.	  We	  observe	  no	  gap	   in	   this	  measurement.	   If	  we	  zoom	  around	  0	  V	  we	  observe	  a	  noised	   flat	   region.	  We	  estimate	   this	   region	   to	  around	  0.5	   to	  1	  mV.	  The	  theoretical	  gap	   for	  such	  width	   is	  3	  meV.	  We	  do	  not	  know	  at	   this	  stage	  where	  the	  Fermi	  level	  is,	  which	  could	  be	  lowering	  it,	  but	  it	  is	  in	  the	  same	  range	  of	  energy.	  In	  comparison,	  gap	  measurements	  reported	  for	  60	  nm	  ribbons	  patterned	  by	  EBL	  and	  RIE	   are	   around	   6	   to	   8	   meV[2].	   Those	   energies	   are	   higher	   than	   the	   theoretical	  energy,	   which	   implies	   that	   other	   phenomena	   are	   occurring.	   The	   transport	  measurements	  show	  that	  the	  conduction	  is	  dominated	  by	  Coulomb	  blockade,	  edge	  disorder	   and	   substrate	   influence.	   Our	   GNR,	   suspended	   and	   patterned	   by	   oxygen	  assisted	  EBIE,	  have	  theoretically	  less	  defects	  and	  better	  edges.	  That	  would	  explain	  such	  a	  low	  energy.	  A	  much	  narrow	  ribbon	  would	  present	  a	  gap	  easier	  to	  measure	  with	  our	  instruments.	  	  
4.2.2 Field	  effect	  in	  GNR	  devices	  	   The	   variation	   of	   the	   GNR	   conductance	   with	   the	   backgate	   voltage	   at	   VSD=	  5mV	  at	  T=	  1.4	  K	  is	  measured	  in	  Figure	  4.12a.	  The	  aim	  was	  to	  find	  the	  Dirac	  peak	  of	  the	  sample.	  The	  measured	  signal	  corresponds	  to	  a	  series	  of	  reproducible	  peaks	  and	  dips	   overlayed	   on	   a	   V-­‐shape	   background	   (2	   scans	   perfectly	   superposed	   are	  shown).	   First	   we	   pay	   attention	   to	   the	   background	   that	   reach	   its	   minimum	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conductance	   at	   around	   Vg	  =	  -­‐	  1.3	  V.	   From	   the	   slopes	   of	   this	   background	   we	   can	  extract	   a	   mobility	   value	   for	   the	   holes	   (µh)	   and	   electrons	   (µe)	   side	   using	   the	  following	  equation.	  	   	   µFET = δGδVBG ⋅ L2Cg 	   (4.1)	  with:	  	   Cg = ε0 W ⋅Ld 	   (4.2)	  	  Where	   L	   is	   the	   length,	  W	   the	  width	   of	   the	   GNR,	   d	   its	   distance	   to	   the	   grid,	   G	   the	  conductance,	  VBG	  the	  back	  gate	  voltage	  and	  ε0	  the	  vacuum	  electrical	  permittivity.	  Using	  the	  conventional	  parallel	  plate	  capacitor	  model	  to	  calculate	  the	  GNR	  mobility	  from	  equation	  (4.1)	  we	  get	  µFET,h=	  4041	  cm2/Vs	  for	  the	  holes	  mobility	  and	  µFET,e=	  1643	  cm2/Vs	  for	  electron	  mobility.	  As	  the	  GNR	  is	  suspended	  in	  vacuum	  we	  know	  that	  the	  grid	  potential	  felt	  at	  the	  GNR	  position	  is	  lower	  than	  what	  it	  would	  be	  in	  SiO2	  supported	  graphene.	  To	  refine	  this	  estimation,	  we	  proceed	  to	  a	  simulation	  in	  order	  to	  evaluate	  the	  electric	  potential	  induced	  by	  the	  grid	  over	  the	  pool.	  Figure	  4.12b	  is	  the	  result	  of	  an	  electrostatic	  potential	  simulation	  at	  the	  substrate	  surface	  level.	  The	  potential	  at	   the	  silicon	  surface	  reaches	  a	  value	  close	  to	  the	  potential	  of	  the	   backgate.	   On	   the	   other	   hand	   the	   potential	   decreases	   over	   the	   pool.	   When	  considering	   1.5x5x6	  µm	  pools	   and	   taking	   into	   account	   the	   two	   electrodes	   (at	   0V	  and	   5mV),	   we	   find	   that	   the	   potential	   at	   the	   GNR	   position	   is	   around	   49%	   of	   the	  silicon	  potential.	  If	  we	  apply	  this	  correction	  due	  to	  low	  field	  effect	  efficiency	  we	  get	  to	  µFET,h=	  8247	  cm2/Vs	  and	  µFET,e=	  3353	  cm2/Vs.	  This	  result	  only	  takes	  account	  of	  the	  capacitance	  in	  between	  the	  ribbon	  and	  the	  parallel	  bottom	  of	  the	  pool,	  but	  not	  the	  other	  silicon	   faces.	  The	  surface	  of	   the	  projection	  of	   the	  ribbon	   to	   those	  other	  faces	   is	  none,	  but	   considering	   that	   they	  are	   at	   closer	  distance	  of	   the	   ribbon	   they	  could	  affect	  the	  mobility	  value.	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Figure	  4.12:	  Measurement	  of	  the	  conductance	  versus	  the	  gate	  voltage	  (a)	  at	  5	  mV	  bias.	  Red	  lines	  are	  a	  
linear	  fit	  of	  the	  background.	  (b)	  Gate	  potential	  simulation	  over	  the	  pool	  at	  the	  silicon	  dioxide	  surface.	  
Nominal	  value	  is	  plotted	  in	  white.	  	  A	  minimal	  mobility	  value	  can	  be	  obtained	  by	  considering	  a	  plane	  below	  the	  GNR	  at	  a	  distance	  corresponding	  to	  the	  closest	  silicon	  (Figure	  4.13a).	  In	  that	  case,	  we	  consider	  a	  plane	  at	  850	  nm	  of	  the	  GNR	  (Figure	  4.13b)	  resulting	  on	  a	  mobility	  of	  µFET,h=	  1168	  cm2/Vs.	  This	  scenario	   though,	   is	  overestimating	   the	  capacitance	  and	  so	  underestimating	  the	  mobility	  but	  can	  be	  used	  as	  a	  lower	  limit.	  Only	  few	  works	  on	  the	  literature	  report	  electron	  mobility	  for	  GNR.	  We	  can	  compare	  our	  results	  with	  the	  2700	  cm-­‐2/Vs	  electron	  mobility	  for	  GNR	  on	  SiC[3],	  and	  the	  electron	  mobility	  of	  opened	  carbon	  nanotubes	  reported	  up	  to	  around	  1600[4]	  and	   1200	   cm-­‐2/Vs[5].	   These	   values	   are	   in	   the	   same	   range	   of	  mobility	   as	   the	   one	  estimated	  for	  electrons	  in	  our	  samples,	  we	  can	  deduce	  that	  our	  ribbons	  are	  at	  least	  of	   same	   quality	   as	   opened	   carbon	   nanotubes.	   However	   our	   devices	   present	   a	  typical	   contact	   resistance	   of	   ~5-­‐10	  kΩ	   instead	   of	   typically	   hundreds	   of	   kΩ	   for	  opened	  carbon	  nanotubes.	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Figure	   4.13:	   (a)	   Scheme	   of	   the	   configuration	   of	   the	   sample	   measured.	   (b)	   Schematic	   of	   the	  
approximation	  used	  for	  the	  calculation	  of	  the	  maximum	  capacitance	  of	  the	  device.	  	  	  	   These	  mobility	   values	   are	   high	   compared	   to	   the	  mobility	   of	   other	   similar	  size	   supported	   GNR	   patterned	   by	   EBL	   and	   RIE	   [6,	   7]	   and	   comparable	   to	   non-­‐patterned	  supported	  large	  graphene	  flakes[8].	  As	  seen	  previously	  in	  Chapter	  1,	  the	  substrate	  can	  induce	  potential	  fluctuations	  causing	  diffusion	  centres	  and	  hopping.	  The	   fact	   that	   the	   ribbon	   is	   suspended	   removes	   the	   scattering	   by	   the	   substrate-­‐induced	  potential	  and	  could	  account	  for	  the	  preserved	  mobility.	  The	  reproducible	  oscillations	   on	   back-­‐gated	   measurements	   can	   indicate	   a	   Coulomb	   blockade	  regime[2,	  6,	  9-­‐11].	  Thus	  some	  barriers	  are	   still	   influencing	   the	  electron	   transport	  on	  our	  ribbon.	  If	  that	  is	  the	  case	  we	  can	  analyse	  this	  signal	  deeper	  and	  should	  be	  able	  to	  extract	  a	  domain	  size	  to	  help	  evaluate	  the	  ribbon	  quality.	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Figure	   4.14:	   Current	   versus	   backgate	   voltage	   at	   5	   and	   20	  mV	   (a).	   (b)	   Diamonds	   extracted	   from	  
extrapolation	  on	  gate	  measurements	  of	  (a).	  	   In	   Figure	   4.14a,	   gate	   voltage	   sweeps	   produce	   regular	   oscillations	   of	   the	  conductance.	   The	   width	   of	   the	   peaks	   and	   dips	   vary	   with	   the	   bias	   voltage.	   One	  possible	   origin	   of	   such	   behaviour	   is	   the	   existence	   of	   confined	   area	   of	   graphene	  acting	  as	  quantum	  dots	   (QD)	  with	  discrete	   levels	  of	  energy.	  For	  a	  given	  bias,	   the	  gate	   voltage	   modulates	   the	   relative	   position	   of	   the	   levels	   of	   the	   QD.	   High	  conductance	  corresponds	   to	   the	   situation	  where	   the	  QD	   level	   is	   aligned	  with	   the	  Fermi	   level	   of	   the	   electrodes,	   while	   in	   between	   levels,	   the	   conductance	   is	  suppressed.	  The	  usual	  analysis	  of	  such	  system	  consist	  in	  recording	  G	  (Vb	  ,Vg)	  which	  often	   shows	   diamond-­‐like	   patterns.	   The	   Vb	   size	   of	   these	   patterns	   provides	   an	  indication	   of	   the	   charging	   energy,	   which	   corresponds	   to	   the	   spacing	   between	  consecutive	   levels	   and	   is	   directly	   related	   to	   the	   dot	   size.	   Although	   preliminary	  measurements	  could	  be	  performed,	  sample	  B	  did	  not	  survive	  to	  yield	  a	  complete	  G	  (Vd	   ,	   Vg)	   set.	  We	   notice,	   though	   that	   the	   valleys	   are	   indeed	  wider	   at	   VSD=5	  mV	  than	  VSD=20	  mV.	  To	  extract	   some	   information	  of	   this	  experiment,	  we	  extrapolate	  rough	   diamond	   coordinates	   from	   two	   curves	   to	   estimate	   the	   charging	   energy.	  Those	  values	  are	  then	  taken	  as	  an	  indicator	  of	  the	  dot	  size	  with	  equation	  (4.3)[11].	  Where	   d	   is	   the	   dot	   diameter,	   e	   the	   elementary	   electric	   charge,	   ε0	   the	   vacuum	  electrical	  permittivity	  and	  Ec	  the	  dot	  charging	  energy.	  	  	   	   d = e4ε0Ec 	   (4.3)	  	   We	  get	  size	  ranges	  of	  dots	  between	  50	  to	  180	  nm	  (around	  6	  barriers	  across	  the	  ribbon).	  Since	  no	  substrate	  can	   influence	   the	  ribbon,	  we	  assure	   that	   the	  dots	  are	  created	  by	  the	  physical	   interruptions	  in	  the	  crystalline	  ribbon.	  The	  180	  nm	  is	  comparable	  to	  the	  half	  of	  the	  GNR.	  It	  could	  be	  related	  to	  amorphous	  barriers	  in	  the	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middle	  and	  at	  the	  ends	  of	  the	  GNR.	  Those	  are	  the	  positions	  where	  the	  isolation	  cuts	  and	  the	  V-­‐shaped	  connections	  have	  been	  made.	  Through	   the	  mobility	   values	   calculated	  previously,	  we	  notice	   a	   significant	  difference	  between	  holes	  and	  electrons	  mobility.	  In	  our	  samples	  holes	  have	  higher	  mobility	   (x2.5)	   than	   electrons.	   In	   addition,	   the	   minimal	   conductivity	   during	  backgate	  measurements	   is	   displaced	   to	   the	   negative	   values	   of	   gate	   voltage.	   One	  possible	   interpretation	   is	   in	   direct	   relation	  with	   the	  Coulomb	  barriers	   estimated	  right	  before.	  If	  we	  consider	  those	  barriers	  to	  be	  the	  result	  of	  a	  potential	  fluctuation	  in	   graphene	   induced	   by	   the	   adsorbates	   observed	   in	   TEM,	   the	   resulting	  mobility	  differences	   can	   be	   caused	   by	   a	   non	   electron-­‐hole	   symmetric	   potential.	   If	   we	  consider	  the	  potential	  of	  the	  GNR	  to	  be	  mainly	  flat	  with	  2	  to	  7	  hollow-­‐like	  barriers	  (Figure	   4.15a),	   then	   holes	  mobility	  would	   be	   lower	   than	   electrons.	   On	   the	   other	  hand,	  if	  the	  potential	  is	  mainly	  flat	  with	  pic-­‐like	  barriers	  by	  local	  n	  doping	  (Figure	  4.15b),	   then	   electrons	  mobility	   will	   be	   affected.	   If	   we	  make	   the	   hypothesis	   that	  adsorbates	   have	   a	   homogeneous	   composition,	   we	   get	   to	   the	   conclusion	   that	  adsorbates	  are	  electron	  donor	  type.	  This	  also	  affords	  for	  the	  conductance	  minima	  at	   negative	   gate	  potential.	   The	   adsorbates	   could	   then	  be	   oxygen/ozone	   from	   the	  etching,	  alkanes,	  or	  other	  electron	  donor	  molecules[12-­‐14].	  	  
	  
Figure	  4.15:	  Longitudinal	  ribbon	  diagram	  of	  the	  influence	  of	  (a)	  electron	  acceptor	  and	  (b)	  electron	  
donor	  adsorbates	  on	  the	  electrostatic	  potential	  of	  a	  suspended	  graphene	  layer	  and	  effect	  on	  electrons	  
and	  holes	  propagation	  	  
4.2.3 Magneto-­‐transport	  	   When	  a	  perpendicular	  magnetic	  field	  is	  applied	  to	  the	  GNR,	  its	  conductance	  is	  intensely	  modified.	  We	  first	  focus	  on	  magnetic	  field	  scans	  (from	  -­‐12	  to	  12	  T)	  at	  1.4	  K	  and	  different	  VSD	  values	  (10,	  20	  and	  30	  mV)	  (Figure	  4.16a).	  We	  notice	  that	  at	  any	  bias	  value,	  conductance	  of	  the	  ribbon	  increases	  with	  increasing	  magnetic	  field.	  Large	   magneto-­‐conductance	   on	   graphene	   nanoribbons	   has	   already	   been	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predicted[15]	   and	   reported[16,	  17].	   Taking	   into	   account	   the	   resistance	   values	   at	   0	  T	  and	  12	  T	  at	  10	  mV	  R0	  =	  57	  kΩ	  and	  R12	  =	  22.7	  kΩ	  and	  using	  the	  following	  formula:	  	  	   MR = ΔRR0 = R12 − R0R0 	   (4.4)	  	   We	  get	  MR	  =	  -­‐60.2	  %	  at	  1.4	  K	  and	  12	  T.	  This	  value	  can	  be	  considered	  high.	  This	  magneto-­‐conductance	  is	  the	  consequence	  of	  a	  good	  edge	  crystallinity.	  As	  the	  magnetic	  field	  intensity	  increase	  the	  current	  is	  confined	  towards	  one	  side	  of	  the	   ribbon.	  As	  only	  one	   edge	   and	   its	   close	   environment	   are	  used,	   the	  number	  of	  diffusion	   centre	   encountered	   by	   electrons	   is	   reduced.	   This	   is	   in	   good	   agreement	  with	  the	  SACTEM	  analysis	  presented	  previously	  in	  Chapter	  3.	  	  The	  measurements	  are	  symmetric	  compared	  to	  the	  0	  T	  value	  which	  affords	  for	   similar	   structural	   characteristics	   of	   both	   edges.	   This	   result	   is	   crucial	   for	   our	  experiments	  as	   the	  electronic	  properties	  of	   the	  edges	  are	   the	  quality	   sensors	   for	  the	   patterning	   technique,	   which	   has	   been	   observed	   in	   direct	   space	   by	   atomic	  resolution	  microscopy	  and	  finds	  some	  confirmation	  in	  these	  preliminary	  magneto-­‐transport	  measurements.	  	  
	  
Figure	  4.16:	  Perpendicular	  magnetic	  field	  scan	  measurements	  of	  the	  conductance	  of	  the	  GNR.	  (a)	  
Measurements	  at	  constant	  bias	  and	  variable	  magnetic	  field,	  and	  (b)	  measurements	  at	  constant	  
magnetic	  field	  and	  variable	  bias.	  	   In	  addition	  we	  notice	  a	  conductance	  oscillation	  in	  the	  10	  mV	  measurements,	  which	  is	  symmetrical	  in	  magnetic	  field,	  at	  around	  2.5	  T.	  Those	  oscillations	  could	  be	  interpreted	   as	   Shubnikov	   de	   Haas	   oscillations	   induced	   by	   the	   occupation	   of	  cyclotron	   orbits	   when	   energy	   reaches	   a	   Landau	   level.	   We	   compare	   that	   to	   the	  Landau	   levels	   diagram	   calculated	   for	   a	   50	  nm	   ribbon	   (Figure	   4.17a)	   adapted	  from[15].	   At	   1.4	  K	   and	   10	  meV,	   the	   energy	   level	   we	   consider	   is	   equivalent	   to	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E	  =	  116	  K	   (using	   T=E/kB).	   We	   notice	   that,	   at	   this	   energy	   level	   and	   taking	   into	  account	   that	   at	   60	  nm	   levels	   are	   slightly	   lower,	   a	   Landau	   level	   is	   present	   for	   a	  magnetic	  field	  of	  around	  2.5	  to	  3	  T.	  It	  is	  therefore	  possible	  that	  the	  two	  oscillations	  are	   related	   to	   cyclotron	   orbit	   bulk	   states,	   which	   would	   further	   confirm	   the	  integrity	   of	   the	   crystallinity	   in	   the	   ribbon.	   We	   can	   now	   compare	   this	   with	   the	  cyclotron	   length	  versus	   the	  magnetic	   field	   (Figure	  4.17b)	  using	  equation	  (4.5)[16]	  and	   deduce	   that	   orbits	   are	   around	   15	  nm	   wide.	   This	   is	   conceivable	   given	   the	  ribbon	  width	   as	  well	   as	   the	   estimated	  dot	   sizes.	  When	  energy	   is	   raised	   to	  232	  K	  (20	  mV)	  and	  348	  K	  (30	  mV),	  the	  Landau	  level	  is	  very	  close	  to	  0	  T	  and	  explain	  why	  it	  is	  no	  longer	  visible.	  	  	   lB = !eB!"# $%&1/2 	   (4.5)	  	  	   In	   addition,	   when	  measuring	   current	   versus	   bias	   at	   different	   field	   values	  (Figure	  4.16b)	  we	  observe	  that	  the	  non-­‐linearity	  is	  less	  and	  less	  pronounced	  as	  we	  increase	  the	  magnetic	  field.	  We	  interpret	  that	  as	  a	  magnetic	  field	  weakening	  of	  the	  confinement	   and	   lowering	   coulomb	   barriers[16].	   In	   this	   case,	   the	   energy	   of	   the	  magnetic	   field	   acts	   as	   a	   temperature	   increase	   and	   allows	   electrons	   to	   access	   to	  higher	  energy	  levels.	  	  
	  
Figure	  4.17:	  (a)	  Laundau	  levels	  for	  a	  50	  nm	  wide	  GNR	  as	  a	  function	  of	  magnetic	  field,	  adapted	  from	  [15].	  
(b)	  Plot	  of	  the	  cyclotron	  length	  of	  an	  electron	  versus	  the	  magnetic	  field.	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4.3	   Discussion	  and	  Perspectives	  	   Two	   topics	   will	   be	   discussed	   in	   this	   section,	   concerning	   the	   electronic	  measurements	   just	   presented.	   First,	   the	   GNR	   properties	   extracted	   from	   the	  electronic	   transport	   results,	   such	   as	   the	   dot	   sizes	   estimated,	   compared	   to	   the	  SACTEM	  observations	  of	  the	  previous	  chapter.	  Secondly,	  the	  peculiar	  and	  bi-­‐stable	  behaviour	   that	   this	   sample	   presented	   at	   high	   temperature	   (>	  70	  K).	   Finally,	   a	  comparison	  between	  the	  two	  ribbons	  will	  be	  treated.	  	   The	  cryomagneto-­‐transport	  measurements	  have	  mainly	  shown	  two	  things.	  The	  first	  one	  is	  that	  the	  GNR	  on	  sample	  B	  is	  composed	  of	  6	  dots.	  The	  second	  one	  is	  that	  the	  electronic	  transport	  through	  the	  edges	  results	  in	  better	  conductance	  than	  transport	  through	  the	  whole	  ribbon	  width	  (without	  magnetic	  field).	  Those	  results	  are	   in	   agreement	  with	   the	   SACTEM	   analysis	   presented	   previously	   on	   Chapter	   3:	  good	  ribbon	  crystallinity	  and	  atomically	  smooth	  edges.	   It	   is	  possible	  that	   the	   few	  barriers	   across	   the	   ribbon	   are	   avoided	   by	   edge	   conduction.	   The	   SACTEM	  measurements	  show	  that	  adsorbates	  are	  indeed	  less	  present	  at	  the	  edges	  than	  in	  the	  core.	  Those	  adsorbates,	  by	   inducing	  potential	   fluctuations	  could	   therefore	  be	  partially	   responsible	   for	   the	   few	   isolated	   islands	  measured	   in	   the	  ribbon	  by	   field	  effect	   measurements.	   On	   the	   other	   hand	   no	   amorphization	   inside	   the	   GNR	   was	  observed	  in	  SACTEM,	  which	  affords	  for	  this	  interpretation	  and	  for	  the	  mobility	  we	  measured.	  In	  any	  case	  the	  estimated	  lower	  dot	  size	  of	  50	  nm	  is	  in	  the	  range	  of	  the	  high	  resolution	  SACTEM	  micrograph	  size.	  	  Defects	   on	   the	   ribbon	   could	   also	   explain	   the	   field	   measurements.	   As	   no	  defects	   were	   spotted	   in	   SACTEM,	   their	   origin	   must	   be	   the	   SiO2/Si	   substrate.	  Backscattered	   electrons	   could	   have	   induced	   the	   defects	   during	   EBIE.	   Even	   if	   the	  fraction	  of	  energy	  backscattered	  to	  the	  graphene	  layer	  is	  low,	  it	  exists	  and	  becomes	  measurable	  by	  electronic	  transport	  when	  patterning	  is	  long	  enough	  (10	  to	  15	  mn).	  	  	   One	   way	   to	   avoid	   this	   problem	   would	   be	   to	   fully	   remove	   the	   pool	   bottom,	  which	  is	  unfortunate	  as	  this	  would	  stronger	  reduce	  grid	  efficiency.	  Another	  option	  would	  be	  to	  install	  the	  backgate	  after	  EBIE	  patterning	  of	  the	  ribbon,	  which	  could	  be	  possible	   even	   if	   highly	   delicate.	   In	   addition,	   the	   need	   for	   electrical	   insulation	  imposes	  additional	  etching	  close	   to	   the	  GNR,	  enhancing	   the	  damage	  probabilities	  on	   the	   ribbon.	   Those	   are	   the	   principal	   differences	   compared	   to	   SACTEM	  experiments	  that	  could	  explain	  the	  presence	  of	  50	  to	  180	  nm	  dots	  on	  the	  ribbon.	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4.4	   Conclusion	  	   In	   this	   chapter	   the	   results	   of	   the	   electron	   transport	   experiments	   on	   the	  oxygen	   assisted	   EBIE	   patterned	   GNR	   are	   presented.	   If	   the	   90	  nm	   wide	   GNR	  shows	  a	  linear	  I(V)	  characteristic,	  the	  60	  nm	  wide	  GNR	  presents	  a	  non-­‐linearity	  and	  a	  flat	  conductance	  region	  of	  ~1-­‐0.5	  meV	  at	  low	  temperature.	  This	  energy	  is	  similar	   to	   the	   theoretical	   gap	   energy	   for	   a	   60	  nm	   GNR.	   Back-­‐gated	  measurements	  show	  that	  some	  barriers	  still	  exist	  through	  the	  ribbon	  potential,	  inducing	  electron	  localization.	  Backscattering	  electrons	  damage	  during	  EBIE	  or	  isolation	   cuts	   close	   to	   the	   ribbon	   combined	   by	   the	   adsorbates	   observed	   in	  SACTEM	  could	  be	  the	  origin	  of	  those	  7	  barriers	  existing	  through	  the	  ribbon.	  On	  the	   other	   hand,	   magneto-­‐transport	   could	   show	   important	   magneto-­‐conductance	  and	  Landau	  level	  plateaus	  that	  indeed	  suggest	  high	  mobility	  in	  the	  sample.	   This	   result	   is	   consistent	   with	   the	   SACTEM	   observation	   of	   the	  nanoribbon	  edges	  (Chapter	  3).	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5.1	   4-­‐probe	  UHV-­‐STM	  set	  up	  and	  samples	  	   The	   production	   of	   graphene	   suspended	   devices	   requires	   multiple	   steps	   of	  sample	   processing,	   several	   steps	   of	   which	   create	   contamination	   or	   damage	   the	  pristine	   crystallinity	   and	   eventually	   degrades	   the	   device	   performances.	   Among	  them,	   adsorbates	   and	   lithography	   related	   contamination	   could	   be	   obviated	   by	  working	   in	   UHV	   environment	   and	   probing	   directly	   graphene.	   Moreover	   our	  ultimate	  goal	   is	  a	  control	  of	  graphene	  edge	  with	  atomic	  resolution,	  which	  further	  pleads	  in	  favour	  of	  STM	  observation	  of	  GNR	  devices.	  	  In	   this	   chapter	   we	   present	   the	   SEM	   and	   STM	   study	   of	   CVD	   graphene	   and	  graphene	   devices	   under	   UHV	   conditions.	   Scanning	   Tunnelling	   Microscope	   was	  brought	  to	  function	  in	  Zürich	  by	  the	  two	  IBM	  researchers	  Gerd	  Binnig	  and	  Heinrich	  Rohrer	  in	  1981[1].	  Since	  then	  a	  new	  field	  in	  material	  physics	  has	  opened	  for	  surface	  analysis.	  The	  principle	  of	  this	  microscope	  is	  to	  use	  the	  tunnel	  current	  established	  between	   two	   metal	   electrodes	   that	   are	   not	   in	   electrical	   contact.	   The	   tunnelling	  current	   varies	   exponentially	   with	   the	   distance	   between	   them.	   By	   choosing	   a	  metallic	   tip	  as	  one	  electrode	  and	  a	   flat	  metallic	  or	  semiconducting	  surface	  as	   the	  other	  electrode,	  a	  local	  tunnelling	  current	  can	  be	  established	  between	  the	  last	  few	  atoms	   of	   the	   tip	   and	   the	   surface.	   A	   topography	   map	   of	   the	   surface	   can	   be	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performed	  maintaining	   a	   constant	   current	   setpoint	   by	   approaching	   or	   retracting	  the	  tip	  while	  scanning.	  Other	  experiments	  such	  as	  bias	  spectroscopy	  and	  molecular	  orbitals	   imaging	   are	   possible	   thanks	   to	   this	   microscope	   down	   to	   sub-­‐atomic	  resolution	   (Figure	  5.1a).	  More	   recently	  multiple	   tip	  STM	  have	  been	  developed	   in	  order	  to	  access	  to	  a	  whole	  new	  field	  of	  measurements:	  parallelized	  measurement	  and	   manipulation,	   or	   probe-­‐to-­‐probe	   measurements.	   In	   the	   case	   of	   multiple	   tip	  STM	  developed	  by	  Omicron,	   four	   STM	  scanners	   are	  mounted	  around	   the	   sample	  and	  each	  probe	  is	  at	  around	  45	  º	  of	  the	  vertical	  position	  and	  at	  90	  º	  from	  each	  other	  on	  the	  (x;y)	  plane.	  A	  FEG	  SEM	  column	  on	  top	  of	  the	  setup	  monitors	  tips	  approach	  and	  manipulation.	  In	  our	  case,	  a	  4-­‐probe	  STM	  is	  ideal	  for	  high-­‐resolution	  imaging,	  manipulating	   and	   electrically	   measuring	   graphene	   devices.	   This	   machine	   allows	  performing	   electronic	   transport	   measurements	   through	   a	   patterned	   graphene	  object	   avoiding	   lithography	   and	   bonding.	   For	   this	   work	   we	   use	   an	   Omicron	  Nanoprobe	  4-­‐probe	  STM	  at	  the	  Institut	  d’Electronique	  de	  Microélectronique	  et	  de	  Nanotechnologie	  in	  Lille	  (France).	  	  
	  
Figure	  5.1:	  (a)	  Scheme	  of	  the	  STM	  adapted	  from[1].	  Px	  Py	  and	  Pz	  are	  the	  piezzo	  controlling	  the	  three	  
axes,	  Jt	  is	  the	  tunnel	  current	  and	  the	  dashed	  line	  corresponds	  to	  the	  STM	  trajectory	  to	  maintain	  the	  
tunnel	  current	  setpoint.	  Adapted	  from	  [1].	  (b)	  The	  Omicron	  NanoProbe	  4-­‐probe	  STM	  from	  outside	  with	  
view	  to	  the	  SEM	  column.	  (c)	  Picture	  of	  the	  inside	  of	  the	  microscope,	  at	  the	  top	  the	  SEM	  pole	  piece	  
surrounded	  by	  the	  4	  STM	  tips	  disposed	  over	  the	  sample	  holder.	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   The	  first	  generation	  of	  Omicron	  Nanoprobe	  is	  composed	  of	  4	  STM	  microscopes	  and	   one	   Zeiss	   Gemini	   SEM	   column	   identical	   to	   the	   one	   described	   in	   the	   section	  2.2.1.	  The	  STM	  scanners	   are	   three	   low	   resolution	  STM’s	   and	  one	  high	   resolution	  tip.	   The	   high-­‐resolution	   scanner	   is	   the	   only	   one	   that	   is	   precise	   enough	   to	   reach	  atomic	  resolution.	  The	  high-­‐resolution	  tip	  is	  placed	  at	  the	  bottom	  right	  position	  on	  all	  SEM	  pictures	  presented	  here.	  Four	  Nanonis	  controllers	  interface	  the	  four	  STM	  tips.	   All	   the	   equipment	   is	   in	   a	  UHV	   chamber	   at	  ~10-­‐10	  mbar.	   In	   addition	   another	  UHV	  chamber	  is	  available	  for	  tip	  preparation	  and	  sample	  annealing.	  The	   tips	   are	   made	   of	   tungsten	   wire	   etched	   by	   electrochemical	   process.	   The	  wire	   is	  dipped	   in	  a	  NaOH	  solution	  and	  a	  voltage	   is	  applied	  between	  the	   tungsten	  wire	  and	  another	  electrode	  (often	  graphite)	  inside	  the	  solution.	  As	  the	  tungsten	  is	  etched,	  the	  solution	  meniscus	  retracts.	  As	  a	  result,	  a	  sharp	  tungsten	  tip	  is	  formed.	  In	   the	   preparation	   chamber,	   the	   tips	   are	   heated	   up	   for	   around	   5	   hours	   to	   clean	  them	  of	  any	  adsorbents.	  Once	  the	  chamber	  pressure	  drops	  below	  10-­‐9	  while	  the	  tip	  is	   red	   hot,	   it	   is	   cooled	   down	   to	   room	   temperature	   and	   installed	   on	   its	  corresponding	  piezo	  scanner.	  The	  resulting	  tips	  are	  shown	  in	  Figure	  5.1	  and	  5.2.	  The	  sample	  connection	  to	  ground	  for	  classic	  STM	  can	  be	  unplugged	  to	  perform	  probe-­‐to-­‐probe	  measurements	  using	  a	  Keithley	  source-­‐meter[2].	  	  STM	   has	   already	   been	   used	   for	   suspended	   graphene	   analysis[3-­‐9].	   The	   ideal	  sample	  for	  this	  study	  would	  be	  graphene	  deposited	  over	  an	  atomically	  flat	  metallic	  substrate	   with	   holes	   (with	   no	   bottom	   to	   avoid	   any	   backscattering).	   Indeed	   two	  areas	  would	  then	  be	  accessible	  simultaneously:	  graphene	  on	  atomically	  flat	  surface	  for	   structural	   analysis	   of	   the	   graphene	   adsorbents	   and	   suspended	   for	   graphene	  properties	   measurement	   and	   suspended	   patterned	   graphene	   for	   device	  measurements.	  The	  samples	  prepared	   for	   this	  work	  are	  CVD	  graphene	  deposited	  on	   TEM	  membranes	   as	   well	   as	   silicon	   [1,0,0]	   substrates	   with	   pools	   (SiO2	   on	   Si	  substrates	   used	   for	   transport	   in	   which	   oxide	   is	   removed	   by	   HF	   etching).	   After	  deposition	   the	   samples	   are	   annealed	   under	   hydrogen	   and	   argon	   as	   described	   in	  Chapter2.	  The	  sample	  is	  heated	  up	  to	  around	  400°C	  for	  24h[3],	  once	  introduced	  in	  the	  Nanoprobe.	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Figure	  5.2:	  SEM	  micrograph	  of	  3	  of	  the	  4	  tips	  installed	  on	  the	  Nanoprobe	  scanners	  	  	   To	  land	  a	  probe	  on	  the	  sample	  for	  probe-­‐to-­‐probe	  measurements,	  all	  the	  area	  is	  scanned	  by	  the	  STM	  tip	  to	  find	  points	  of	  reference	  and	  its	  landing	  position.	  The	  tip	  is	  placed	  in	  STM	  mode	  at	  the	  desired	  position	  and	  control	  loop	  is	  opened.	  The	  tip	  is	  then	   slowly	   lowered	   using	   the	   piezzo	   until	   STM	   current	   rises	   suddenly	   and	  saturates.	   The	   tip	   is	   now	   in	   contact	   with	   the	   substrate.	   The	   same	   procedure	   is	  followed	  for	  the	  second	  tip.	  Once	  both	  tips	  are	  in	  contact	  with	  the	  sample,	  at	  least	  one	  of	  them	  is	  set	  to	  ground	  voltage.	  The	  sample	  needs	  to	  be	  unplugged	  from	  the	  ground	  to	  eliminate	  shortcuts	  and	  force	  the	  tip-­‐to-­‐tip	  current	  path.	  The	  microscope	  is	   ready.	   The	   probes	   are	   connected	   to	   a	   source-­‐metre,	   bias	   is	   applied	   between	  probes	  and	  the	  current	  measured.	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Figure	   5.3:	   Nanoprobe	   setup	   for	   probe-­‐to-­‐probe	   electronic	   transport	   measurements	   through	   the	  
sample.	  Courtesy	  of	  C.	  Joachim	  (CEMES,	  CNRS).	  	  	  
5.2	   UHV-­‐STM	  analysis	  of	  basal	  adsorption	  on	  graphene	  	   Epitaxial	   graphene	   has	   been	   shown	   to	   be	   clean	   in	   UHV	   conditions[10-­‐12].	   This	  section	  presents	  the	  results	  of	  our	  SEM	  and	  STM	  analysis	  of	  our	  graphene	  samples.	  We	  can	  choose	  between	  two	  techniques	  to	  produce	  graphene:	  tape	  micro-­‐cleaving	  and	   CVD	   graphene.	   The	   use	   of	   tape	   is	   not	   adapted	   to	   UHV,	   and	   CVD	   is	   often	  transferred	  using	   resist	   techniques	   such	  as	  PMMA	  transfer[13-­‐15]	  outside	   the	  UHV	  chamber.	  Another	  way	  to	  get	  clean	  graphene	  in	  UHV	  is	  the	  in-­‐situ	  growth	  of	  graphene,	  or	  a	   direct	   connection	   between	   the	   CVD	   oven	   and	   UHV	   chamber.	   Some	  works	   had	  been	   done	   on	   ruthenium[10-­‐12].	   For	   our	   purposes	   there	   is	   the	   need	   to	   have	  graphene	  on	  insulators	  though.	  The	  CVD	  graphene	  on	  metal	  should	  be	  transferred,	  which	   is	   not	   possible	   in	   UHV	   with	   actual	   techniques.	   It	   is	   though	   possible	   to	  perform	  CVD	  growth	  on	  other	  than	  metallic	  substrates.	  A	  few	  reports	  of	  the	  direct	  CVD	  growth	  of	  graphene	  on	  insulators	  have	  recently	  been	  published.	  One	  example	  is	   the	   growth	   of	   graphene	   on	   SiC[16-­‐20].	   This	   process	   produces	   samples	   directly	  measurable	  by	  multi-­‐probe	  STM.	  A	  second	  example	  is	  the	  growth	  of	  graphene	  on	  mica[21].	  This	  technique	  produces	  graphene	  on	  top	  of	  little	  isolated	  pieces	  of	  mica,	  which	  would	  need	  to	  be	  grounded	  individually	  in	  order	  to	  analyse	  them	  on	  STM	  or	  SEM.	   Epitaxial	   graphene	   produced	   on	   SiC	   by	   silicon	   sublimation	   leads	   to	   wafer	  scale	   graphene	   layer.	   Graphene	   ribbons	   can	   be	   produced,	   but	   not	   arbitrary	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patterns.	  An	  interesting	  approach	  consists	  in	  growing	  graphene	  by	  metal	  catalysed	  CVD	  but	  using	   thin	   films	   to	  allow	  graphene	   to	  grow	  at	   the	   lower	   interface	  of	   the	  metal	   [22].	   Besides	   the	   classical	   layer	   formed	   at	   the	   metal-­‐vacuum	   face,	   another	  graphene	   layer	   is	   formed	   at	   the	   silica-­‐metal	   interface.	   The	   metal	   can	   then	   be	  removed,	   leaving	   interfacial	   CVD	   graphene	   on	   top	   of	   the	   insulating	   substrate.	  Unfortunately,	   it	   appears	   that	   this	   approach	   is	   difficult	   to	   control	   and	   requires	  silica	  substrate,	  which	  is	  difficult	  to	  keep	  atomically	  smooth.	  There	  is	  no	  technique	  today	  to	  bring	  pristine	  suspended	  graphene	  into	  UHV	  chambers	   avoiding	   atmosphere	   exposure	   to	   the	   material.	   We	   attempted	   the	  graphene	  transfer	  from	  HOPG	  by	  direct	  contact.	  One	  experiment	  has	  been	  carried	  out	  to	  try	  and	  transfer	  graphite	  in	  UHV	  to	  a	  flat	  silicon	  dioxide	  substrate.	  In	  order	  to	  do	  this	  we	  used	  a	  press	  that	  brings	  into	  contact	  two	  omicron	  pads.	  This	  press	  is	  part	  of	  the	  Dynamo	  UHV	  Factory	  (DUF)	  (Figure	  5.4	  a	  and	  b).	  In	  one	  of	  the	  sides	  a	  silicon	   dioxide	   on	   silicon	   sample	   is	   installed	   that	   has	   been	   pre-­‐cleaned	   and	  annealed	   in	   UHV.	   A	   crystal	   of	   HOPG	   freshly	   cleaved	   before	   inserting	   in	   UHV	  chamber	  is	  annealed	  at	  400ºC	  overnight.	  It	  is	  then	  installed	  on	  the	  other	  side	  of	  the	  press.	   By	   pressing	   the	   surfaces	   against	   one	   another,	   graphene	   layers	   are	  transferred.	  By	  this	  process	  the	  surface	  that	  has	  been	  exposed	  to	  atmosphere	  lies	  face	   down	   to	   the	   substrate	   and	   a	   clean	   cleaved	   surface	   is	   accessible	   for	   STM	  measurements.	  The	  experiment	   resulted	   in	  very	  poor	   transfer	  yield	  between	   the	  two	  sides	   that	  were	  analysed	  by	  optical	  microscopy.	  Two	  objects	  were	   identified	  (Figure	  5.4c	  and	  d).	  Figure	  5.4c	  shows	  a	  thick	  piece	  of	  graphite	  whereas	  the	  Figure	  5.4d	   shows	   a	   thinner	   deposit.	   This	   deposit	   has	   straight	   borders	   and	   could	  correspond	   to	   graphene.	   The	   optical	   contrast	   corresponds	   to	   less	   than	   3	   or	   4	  layers.	   This	   result	   indicates	   that,	   even	   if	   difficult	   and	   with	   poor	   success,	   the	  transfer	  of	  HOPG	  to	  another	  surface	  could	  be	  performed	  in	  UHV	  by	  friction.	  Silicon	  dioxide	  samples	  are	  certainly	  not	  the	  most	  appropriate	  candidate	  for	  this	  process	  as	  its	  surface	  is	  too	  rough.	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Figure	  5.4:	  (a)	  Picture	  and	  (b)	  scheme	  of	  the	  UHV	  press,	  courtesy	  of	  D.	  Martrou	  (CEMES,	  CNRS).	  Images	  
(c)	  and	  (d)	  are	  optical	  microscope	  pictures	  of	  the	  objects	  spotted	  on	  the	  silicon	  dioxide	  substrate	  after	  
the	  HOPG	  transfer	  experiment.	  	   If	   we	   consider	   the	   possibility	   to	   transfer	   CVD	   grown	   on	  metal	   onto	   another	  substrate,	   we	   know	   that	   the	   usual	   technique	   using	   PMMA	   leaves	   some	   residues	  behind	  that	  are	  not	  removable[23].	  Transferring	  graphene	  without	  resist	  as	  we	  do	  (see	  Chapter	  2),	  the	  sample	  is	  only	  covered	  by	  an	  a-­‐C	  layer.	  This	  material	  is	  easier	  to	  remove	  than	  the	  PMMA	  and	  after	  annealing	  in	  reducing	  atmosphere	  followed	  by	  an	  UHV	  annealing	  only	  some	  thin	  layer	  a-­‐C	  persists	  (Figure	  5.5).	  In	  addition,	  local	  annealing	  by	  joule	  effect	  is	  a	  relatively	  effective	  process,	  even	  if	  it	  does	  not	  remove	  all	  kind	  of	  contaminants[24].	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Figure	  5.5:	  SEM	  micrograph	  of	  CVD	  graphene	  area	  on	  TEM	  grid	  after	  STM	  scanning	  at	  low	  setpoint.	  	  	  
5.3	   Graphene	  SEM	  imaging	  under	  UHV	  and	  electrical	  annealing	  	  As	   described	   previously,	   in	   Chapter	  3,	   there	   are	   three	   sources	   of	   graphene	  contamination:	   the	  microscope	  chamber,	   the	  carbon	  present	  on	   the	   sample	   itself	  and	  products	  from	  the	  EBIE	  reaction.	  So	  far	  this	  contamination	  has	  been	  observed	  in	  the	  Helios	  without	  performing	  any	  etching.	  The	  amorphous	  carbon	  layer	  grows	  as	  imaging	  proceeds.	  Figure	  5.6	  shows	  a	  comparison	  between	  areas	  exposed	  to	  e-­‐beam	  in	  both	  microscopes.	  Figure	  5.6a	  shows	  a	  pristine	  suspended	  CVD	  graphene	  on	  its	  first	  SEM	  scan	  after	  H2/Ar	  annealing.	  The	  contrast	  is	  sharp	  and	  many	  details	  such	   as	   folds	   and	  multilayers	   are	   visible.	   After	   an	   etching	   test	   and	   another	   scan	  (D1~7.86	  10-­‐9	  C/µm2)	  operated	  at	  P=10-­‐7	  mbar	   ,	  Figure	  5.6b	  shows	  that	  graphene	  has	   been	   covered	   by	   amorphous	  material,	  multilayers	   are	   no	   longer	   visible	   and	  graphene	   contrast	   turned	   to	  white.	   In	   this	   case	   even	   folds	   are	   hard	   to	   see	   after	  imaging.	  Figure	  5.6c	   shows	  a	   suspended	  CVD	  graphene	   in	  which	  multilayers	  and	  some	  grain	  boundaries	  are	  visible.	  Figure	  5.6d	  shows	  the	  same	  area	  16	  min	   later	  and	   after	   many	   scans	   (D2~6.07	  10-­‐8	   C/µm2)	   at	   P=10-­‐10	  mbar	   .	   In	   this	   second	  micrograph	  no	  changes	  are	  observed	  compared	  to	  the	  first	  one.	  The	  same	  details	  can	  be	  seen	  and	  graphene	  has	  kept	   the	  same	  dark	  contrast.	  Performing	   the	  EBIE	  and	  the	  SEM	  imaging	  in	  a	  cleaner,	  or	  a	  UHV,	  chamber	  would	  therefore	  not	  generate	  as	  much	  amorphous	  carbon	  adsorption	  as	  what	  was	  observed	  in	  chapters	  3	  and	  4,	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thus	  further	  advocating	  for	  the	  implementation	  of	  our	  EBIE	  protocol	  in	  yet	  cleaner	  UHV	  environment.	  	  
	  
Figure	  5.6:	  Comparison	  of	  SEM	  imaging	  in	  secondary	  vacuum	  (10-­‐7	  mbar	  in	  the	  Helios)	  and	  in	  UHV	  (10-­‐
10	  mbar	  in	  the	  NanoProbe).	  (a)	  SEM	  picture	  of	  suspended	  CVD	  graphene	  taken	  in	  the	  Helios	  chamber,	  
(b)	  is	  the	  same	  as	  (a)	  after	  2	  SEM	  scans	  and	  some	  etching	  (red	  arrows)	  (D1~7.86	  10-­‐9	  C/µm2)(same	  
scale).	  (c)	  Suspended	  CVD	  graphene	  region	  imaged	  in	  the	  Nanoprobe	  chamber,	  and	  (d)	  the	  same	  area	  
16	  min	  and	  many	  scans	  later	  (D2~6.07	  10-­‐8	  C/µm2)(same	  scale).	  	   If	  adsorbents	  are	  not	  removed	  by	  the	  successive	  annealing	  and	  desorption	  steps,	   electrical	   annealing	   can	   also	   be	   performed	   locally	   between	   two	   STM	   tips.	  The	   advantage	   is	   that	   the	   probes	   are	   placed	   anywhere	   in	   order	   to	   clean	   chosen	  local	  areas.	  An	  example	  is	  shown	  in	  Figure	  5.7.	  Once	  in	  contact	  the	  bias	  is	  raised	  in	  order	  to	  establish	  a	  current	  that	  heats	  the	  area	  by	  Joule	  effect.	  The	  two	  probes	  are	  376	  nm	   from	   each	   other,	   which	   is	   comparable	   to	   the	   length	   of	   our	   standard	  graphene	  ribbons	  (see	  Figure	  5.7a).	  The	  bias	  is	  raised	  from	  0	  to	  1.6	  V	  by	  0.1	  V	  steps	  and	  kept	  at	  maximal	  value.	  The	  measured	  current	  between	   the	  probes	   is	  around	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1	  µA.	   After	   5	  min	   the	   current	   has	   doubled	   and	   10	  min	   later	   the	   current	   reaches	  209	  µA.	  When	  the	  current	  eventually	  saturates,	   the	  bias	   is	   lowered	  back	  down	  to	  zero	   by	   0.1	  V	   steps	   (see	   Figure	   5.7b	   and	   Figure	   5.8).	  We	   estimate	   the	  maximum	  power	  to	  0.3	  mW.	  	  
	  
Figure	  5.7:	  Electrical	  annealing	  experiment	  in	  the	  NanoProbe.	  (a)	  SEM	  picture	  showing	  the	  STM	  tips	  
setup	  of	  the	  experiment;	  tips	  2	  and	  4	  (lower	  left	  and	  upper	  right)	  are	  in	  contact	  to	  the	  surface.	  (b)	  
Electrical	  path	  of	  the	  annealing,	  each	  step	  increasing	  and	  decreasing	  the	  bias	  is	  performed	  in	  a	  few	  
seconds	  and	  the	  bias	  is	  maintained	  at	  1.6	  V	  during	  10	  min.	  	  
	  
Figure	  5.8:	  Bias	  and	  current	  versus	  time	  profiles	  of	  the	  electrical	  annealing	  of	  graphene	  using	  probe-­‐
to-­‐probe	  current.	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In	   the	   current-­‐voltage	   graph	   displayed	   in	   Figure	   5.8,	   we	   notice	   a	   different	  behaviour	  during	   the	  bias	   ramp	  up	  and	  down.	  While	   increasing	  bias,	   the	  current	  value	  does	  not	  follow	  immediately	  the	  bias	  evolution	  and	  value	  stays	  low	  resulting	  in	   a	   resistance	   of	   1	  MΩ.	   After	   the	   10	  min	   annealing,	   the	   current	   rises.	   The	  resistance	   falls	   down	   to	   7.6	  kΩ.	   Upon	   ramping	   down,	   the	   I(V)	   characteristic	   is	  almost	   linear	   revealing	   the	   conductor-­‐like	   behaviour	   of	   graphene.	   Our	  interpretation	  is	  that	  during	  the	  annealing	  some	  species	  adsorbed	  to	  graphene	  had	  been	   removed	   or	   they	   have	   migrated	   out	   of	   the	   electron’s	   path.	   No	   significant	  variations	   of	   the	   chamber	   pressure	   during	   the	   experiment	   have	   been	   noticed	  which	  is	  probably	  due	  to	  the	  small	  area	  of	  the	  sample.	  	  Another	   interpretation	   is	   that	   only	   the	   tip-­‐to-­‐surface	   contact	   has	   been	  enhanced,	   even	   if	   probes	   were	   in	   contact	   and	   pushing	   down	   to	   graphene	   some	  amorphous	  carbon	  could	  have	  been	  removed	  from	  below	  the	  tips.	  Figure	   5.9	   are	   STM	   scans	   before	   (a)	   and	   after	   (b)	   the	   electrical	   treatment.	   The	  surface	   is	   flatter	  and	  STM	  tip	   is	  significantly	  more	  stable.	  The	  affected	  area,	   if	  so,	  goes	   beyond	   the	   surface	   between	   the	   two	   probes,	  which	   could	   indicate	   that	   the	  graphene	   temperature	  was	  significantly	   raised	  by	  diffusion	  away	   from	  the	  direct	  probe-­‐to-­‐probe	   path.	   Yet,	   even	   after	   this	   final	   attempts	   imaging	   graphene	   with	  atomic	  resolution	  could	  not	  be	  obtained.	  
	  
Figure	  5.9:	  STM	  scans	  of	  the	  electrically	  annealed	  area	  before	  (a)	  and	  after	  (b)	  annealing.	  Red	  dotted	  
circles	  in	  (b)	  correspond	  to	  the	  landing	  marks	  of	  the	  tips.	  	  	  
5.4	   Electronic	  transport	  on	  graphene	  cross	  device	  	   To	  measure	  a	  simple	  GNR	  electrically	  on	  a	  4-­‐probe	  station,	  one	  of	  the	  sides	  has	  to	   be	   electrically	   insulated	   from	   the	   other	   side	   to	   avoid	   shortcuts	   around	   the	  ribbon.	  If	  one	  of	  the	  sides	  is	  insulated	  it	  has	  to	  be	  supported,	  otherwise	  the	  ribbon	  would	  fall	  off	  and	  hang	  from	  the	  substrate.	  The	  supported	  area	  of	  the	  pattern	  has	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then	  to	  be	  over	  an	  insulator,	  which	  is	  not	  the	  case	  for	  our	  samples.	  For	  this	  reason	  we	   considered	   a	   slightly	   more	   complex,	   but	   suspended,	   structure:	   a	   graphene	  cross.	  In	  this	  section	  is	  presented	  the	  preliminary	  SEM,	  STM	  and	  electrical	  analysis	  of	  an	  EBIE	  patterned	  cross	  (Figure	  5.10).	  This	  cross	  is	  patterned	  on	  CVD	  graphene	  deposited	  over	   a	  TEM	  grid.	  This	  pattern	  has	  been	   chosen	  because,	  when	  placing	  one	  of	  the	  probes	   in	  the	  centre,	  electrons	  have	  to	  pass	  through	  a	  ribbon	  to	  reach	  the	  other	  electrode,	  thus	  the	  configuration	  is	  similar	  to	  an	  end	  to	  end	  measure	  of	  a	  GNR	  device.	  The	  device	  studied	  here	  is	  a	  cross	  composed	  by	  2	  GNR	  intersecting	  at	  90°	   from	   each	   other.	   Each	   GNR	   is	   290	  nm	   long	   by	   90	  nm	  wide	  with	   a	   V-­‐shaped	  connection	   each	   at	   π/3	   of	   aperture	   angle.	   The	   pattern	   diagram	   shown	   in	   Figure	  5.10a	  has	  been	  milled	  by	  EBIE	  under	  conditions	  defined	  in	  Chapter	  3	  as	  it	  is	  fully	  suspended.	  This	  also	  means	  that	  no	  gated	  transport	  measurements	  are	  possible	  in	  this	  substrate.	  STM	  (Figure	  5.10b)	  and	  SEM	  (Figure	  5.10c)	  imaging	  show	  that	  the	  intended	  complex	  pattern	  was	  successfully	  fabricated.	  The	  edges	  of	  the	  cross	  arms	  appear	   straight	   and	   smooth	   at	   the	   considered	   low	   magnification.	   Upon	   closer	  examination,	  one	  can	  notice	  the	  presence	  of	  several	   filaments	  hanging	  across	  the	  EBIE	  cuts.	  Such	  protrusions	  are	  observed	  when	  significant	  re-­‐deposition	  occurs	  at	  the	   same	   time	   as	   the	   etching.	   We	   thus	   assume	   that	   the	   binding	   material	   most	  probably	  consists	  to	  rather	  insulating	  amorphous	  carbon.	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Figure	  5.10:	  (a)	  SEM	  view	  of	  the	  configuration	  of	  the	  STM	  tips	  around	  a	  silicon	  sample	  in	  the	  4-­‐probe	  
STM.	  (b)	  STM	  scan	  of	  the	  cross.	  Landing	  positions	  for	  the	  electric	  measurements	  are	  pointed	  with	  red	  
dots	   and	   numbered	   from	   (1)	   to	   (3).	   (c)	   SEM	   image	   of	   the	   object	   analysed.	   The	   device	   is	   etched	   on	  
suspended	   graphene	  on	   a	  TEM	  SiN	   grid.	  The	   tips	  1	   (low	   resolution,	   top	   left)	   and	  3	   (high	   resolution,	  
bottom	   right)	   are	   used	   for	   imaging	   of	   the	   graphene	   nanoribbons	   cross	   and	   for	   the	   contact	   mode	  
transport	  measurements.	  (d)	  Normalized	  conductance	  trough	  one	  leg	  of	  the	  graphene	  cross	  versus	  the	  
drain-­‐source	   bias.	   Red	   plot	   for	   measurements	   between	   positions	   (1)	   and	   (3),	   blue	   plot	   for	  
measurements	  between	  position	  (1)	  and	  (2).	  	  
	  
Figure	  5.11:	   I(V)	  characteristic	   in	  Ln-­‐scale	  of	  pristine	  graphene	  measured	  between	  positions	  (2)	  and	  
(4)	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   The	  STM	   tips	   are	  positioned	  on	   the	   graphene	  by	   the	  procedure	  described	  before.	  For	  the	  characterization	  of	  the	  cross	  device,	  one	  tip	  is	  placed	  at	  the	  centre	  of	  the	  cross	  and	  set	  to	  ground	  voltage	  while	  another	  one	  is	  placed	  at	  location	  (2)	  or	  (3)	  and	  scanned	  on	  bias	  voltage.	  The	  I-­‐V	  characteristics	  for	  Vtip-­‐tip	  ranging	  from	  -­‐10	  V	  to	  +10	  V	  are	  displayed	  in	  Figure	  5.10d.	  Three	  different	  configurations	  are	  considered.	  The	  I-­‐V	  of	  the	  non-­‐patterned	  graphene	  is	  measured	  between	  positions	  (2)	  and	  (4)	  (Figure	  5.11).	  The	  cross	  pattern	   is	   first	  probed	  by	  measuring	   I(V)	  between	   the	  centre	  of	  the	  cross	  (1)	  and	  the	  end	  of	  an	  arm	  (3).	  The	  effect	  of	  the	  multiple	  arm	  pattern	  is	  further	  investigated	  by	  placing	  one	  tip	  at	  the	  centre	  of	  the	  cross	  (1)	  and	  the	  other	  one	  at	  the	  mid-­‐distance	  between	  two	  arms	  terminations	  (2).	  Conductance	   in	   pristine	   graphene	   is	   constant	   at	   any	   bias,	   yet	   the	  conductance	  measured	  is	  not	  constant	  and	  shows	  a	  minima	  at	  0	  V	  bias.	  This	  non-­‐linearity	  is	  linear	  in	  logarithmic	  scale	  (Figure	  5.11)	  indicating	  a	  tunnel	  or	  Schottky	  barrier.	   It	   could	   be	   due	   to	   amorphous	   carbon	   material	   that	   covers	   graphene	  despite	  of	  the	  desorption	  attempts	  and	  degrades	  the	  contact.	  The	  a-­‐C	  or	  oxide	  on	  the	  tip	  would	  act	  as	  a	  barrier	  of	  lower	  conductance.	  	  For	   the	   (1)	   to	   (3)	   measurement	   we	   can	   consider,	   as	   first	   approximation,	  only	   the	  direct	  path	  along	  the	  100	  nm	  long	  and	  90	  nm	  wide	  GNR	  and	  neglect	   the	  other	  three.	  For	  this	  width	  range	  a	  very	  little	  gap	  (Eg	  ~	  2.2	  meV)	  is	  predicted.	  The	  measurement	   shows	   no	   flat	   region	   at	   this	   measurement	   resolution.	   The	   non-­‐linearity	  is	  most	  probably	  due	  to	  the	  confinement	  in	  the	  GNR	  as	  in	  Chapter	  4,	  but	  as	  the	  ribbons	  are	  wider	  and	  electronic	  transport	  measurements	  are	  made	  at	  low	  bias	   resolution,	   they	  do	  not	  allow	   to	  see	   if	   a	  meV	  range	  gap	   is	  present	  or	  not.	   In	  addition,	  if	  the	  contact	  resistance	  is	  the	  correct	  answer	  for	  the	  non-­‐linearity	  in	  the	  pristine	  graphene,	  then	  this	  phenomenon	  can	  play	  a	  role	  in	  this	  measurement	  too.	  	  	   Interestingly,	   the	   I-­‐V	   curve	   (Figure	   5.10d	   blue)	   reveals	   a	   different	  behaviour.	   The	   measurement	   shows	   a	   large	   plateau	   between	   -­‐4	   and	   +4	  V	   of	  negligible	   conductance.	   This	   apparent	   gap	   is	   much	   wider	   than	   what	   could	   be	  expected	  for	  this	  range	  of	  GNR	  sizes.	  In	  addition	  we	  measure	  two	  equivalent	  GNR	  linking	   (1)	   and	   (2)	  which	   should	   double	   the	   conductance	   compare	   to	   the	   single	  ribbon	  ((1)-­‐(3)	  characteristic).	  If	  we	  adopt	  an	  idealized	  view,	  we	  can	  hypothesize	  that	  graphene	  is	  still	  pristine	  in	  the	  cross	  pattern	  and	  supports	  ballistic	  transport.	  If	   so,	   the	   (1)-­‐(2)	   measurement	   is	   equivalent	   to	   a	   double	   slit	   experiment,	   which	  could	   result	   in	   interference	   patterns	   in	   position	   (2).	   To	   test	   this	   hypothesis,	   we	  simulate	   the	   propagation	   of	   a	   classical	   wave	   in	   a	   medium	   shaped	   like	   the	  experimental	   sample.	   A	   Fortran	   script	   was	   written	   to	   simulate	   the	   wave	  propagation.	  The	   important	  parameter	   for	   this	   simulation	   is	   the	  wave	   frequency	  (or	   wavelength)	   compared	   to	   the	   device	   dimensions.	   The	   electron	   wavelength	  used	  is	  the	  de	  Broglie	  wavelength,	  calculated	  as	  follows.	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   λdB = hp 	   (5.1)	  	   	   p =m0v 	   (5.2)	  	   	   v = 2eUm0 	   (5.3)	  	  Here,	  λdB corresponds	  to	  the	  de	  Broglie	  wavelength,	  h	  is	  the	  Planck	  constant	  (h	  =6.626.10-­‐34	  m2	  kg/s),	   p	   kinetic	   momentum	   of	   the	   electron,	   m0	   its	   mass	  (m0	  =	  9.109.10-­‐31	  kg),	   v	   its	   speed,	   e	   the	   elementary	   charge	   and	   U	   the	   bias.	   Some	  simulations	  at	  different	  energies	  are	  shown	  in	  Figure	  5.12.	  The	  biases	  on	  a,	  b,	  c	  and	  d	  correspond	  respectively	  to	  0.1,	  0.5,	  1	  and	  5	  V.	  The	  green	  cross	  corresponds	  to	  the	  position	  (2)	  of	  the	  electrode.	  The	  amplitude	  of	  the	  signal	  at	  the	  position	  (2)	  is	  finite	  only	   at	   low	   (below	   0.5	  V)	   and	   high	   voltages	   (above	   5	  V).	   In	   between,	   the	   tip	   in	  position	  (2)	  is	  placed	  in	  the	  destructive	  interference	  region	  created	  by	  the	  angle	  of	  the	   cross	   pattern.	   The	   amplitude	   squared	   is	   plotted	   versus	   the	   bias	   and	  qualitatively	   shows	   the	   same	   features	   of	   the	   experimental	   data:	   the	   signal	   is	   cut	  until	   around	   6	  V.	   However	   the	   interferences	   are	   constructive	   at	   low	   voltages	  resulting	   in	  a	  signal	  not	  observed	  experimentally.	  As	   the	  (1)-­‐(3)	  measurement	  of	  one	  arm	  show	  a	  very	  low	  or	  zero	  conductance	  at	  this	  range,	  the	  same	  phenomena	  may	  take	  place	  in	  this	  measurement	  too.	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Figure	  5.12:	  Simulation	  of	  the	  propagation	  of	  a	  wave	  through	  a	  graphene	  cross.	  The	  four	  simulations	  
are	  for	  similar	  wave	  condition	  to	  0,1	  eV	  (a),	  0.5	  eV	  (b),	  1	  eV	  (c)	  and	  5	  eV	  (d)	  electron	  energy.	  
 
	  
Figure	  5.13:	  Graph	  of	  the	  normalized	  intensity	  (maximum	  normalized	  to	  1)	  versus	  the	  bias	  voltage	  
extracted	  from	  Figure	  5.12.	  	  
	  CHAPTER	  5:	  UHV	  4-­‐PROBE	  STM	  STUDY	  OF	  GRAPHENE	  AND	  GRAPHENE	  
NANORIBBONS	  	  
	  	  
	   119	  
At	  higher	  voltages,	  and	  lower	  wavelength,	  the	  diffusion	  from	  the	  two	  arms	  fill	  again	  the	  probed	  area	  and	  the	  signal	  raises	  over	  5	  to	  6	  V	  of	  bias.	  	  In	  order	  to	  take	  into	  account	  both	  the	  measurement	  conditions	  of	  a	  single	  GNR	  represented	   by	   the	   tip-­‐to-­‐tip	   I/V	   curve	   between	   (1)	   and	   (3)	   and	   the	   possible	  interference	   through	  graphene	  between	  (1)	  and	  (2),	  we	  multiplied	   the	  simulated	  behaviour	  by	  the	  measurement	  through	  a	  single	  GNR.	  As	  a	  result	  we	  obtain	  the	  I/V	  curve	  displayed	  in	  Figure	  5.14	  (black)	  that	  we	  compare	  to	  the	  experimental	  (1)-­‐(2)	  I/V	  curve.	  The	   two	   plots	   are	   similar.	   The	   electronic	   interferences	   inducing	   a	   shadow	   at	  the	   tip	   position	   between	   1	   and	   ~5	  V	   could	   indeed	   explain	   this	   large	   flat	   region	  measured	   on	   the	  Nanoprobe.	   This	   simulation	   is	   preliminary	   though,	   and	   a	  more	  precise	  model	   taking	   into	   account	   the	   lattice	  properties	  has	   to	  be	  used	   for	  more	  accurate	  comparison.	  	  
	  
Figure	  5.14:	  Comparison	  graphs	  between	  measurement	  on	  the	  cross	  between	  (1)	  and	  (2)	  and	  
measurement	  between	  (1)	  and	  (3)	  corrected	  by	  the	  simulated	  electronic	  interference.	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5.5	   Conclusion	  	   In	   this	   chapter	   an	   Omicron	   Nanoprobe	   4-­‐probe	   UHV	   STM	   has	   been	   used	   to	  analyse	  structural	  as	  well	  as	  electronic	  properties	  of	  a	   complex	  graphene	  device.	  The	   possibility	   of	   probing	   any	   patterned	   device	   on	   a	   TEM	   grid,	  without	   need	   of	  PMMA	  and	  lithography	  that	  induces	  contamination	  and	  the	  UHV	  environment	  are	  the	   main	   advantages	   of	   using	   a	   4-­‐probe	   UHV	   STM	   for	   the	   analysis	   of	   graphene	  devices.	  The	   graphene	   cross	   studied	   seems	   to	   present	   electronic	   properties	   different	  from	  the	  GNR	  of	  the	  same	  width.	  A	  90	  nm	  wide	  GNR	  has	  theoretically	  a	  very	  little	  gap,	  whereas	  the	  cross	  presents	  an	  8	  eV	  flat	  region	  of	  suppressed	  conductance.	  We	  have	  explored	  one	  possible	  explanation.	  A	  similar	  behaviour	  has	  been	  simulated	  by	  preliminary	   calculations	   of	   electronic	   interferences	   on	   a	   cross-­‐like	   medium	   of	  propagation.	  Further	   experiments	   on	   the	   new	   Omicron	   Nanoprobe	   LT	   UHV	   STM	   will	   be	  carried.	   This	   higher	   resolution	   microscope	   at	   LHe	   temperature	   could	   supply	  supplementary	  measurements	  on	  our	  oxygen-­‐assisted	  EBIE	  patterned	  devices.	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Conclusion and Perspectives 
	  	  	   A	  decade	  after	  graphene	  has	  been	  popularized,	  a	  vast	  effort	   is	   carried	  out	  worldwide	   to	   mass-­‐produce	   it	   and	   to	   tailor	   its	   properties	   for	   a	   vast	   range	   of	  potential	  applications	  but	  also	  to	  reach	  yet	  unexplored	  physics.	  Among	   possible	   ways	   to	   engineer	   the	   properties	   of	   graphene,	   nanoscale	  patterning	   will	   result	   in	   the	   confinement	   of	   the	   uniquely	   delocalized	   2	   DEG	  sustained	  by	  the	  flat	  sp2	  lattice.	  	  In	   this	   thesis,	   we	   have	   developed	   a	   patterning	   technique	   that	   can	   reach	  atomic	   precision	   where	   graphene	   is	   cutted,	   while	   simultaneously	   offering	   the	  convening	   of	   arbitrary	   design	   and	   compatibility	   with	   the	   cleanest	   UHV	  environment.	  We	  have	  analysed	  the	  structure	  of	  the	  etching	  protocol	  in	  details	  and	  then	  transposed	  it	  to	  a	  partially	  suspended	  configuration	  that	  enabled	  to	  fabricate	  electronic	  devices	  based	  on	  graphene	  nanoribbons.	  	  The	   patterning	   technique	   consists	   in	   a	   chemical	   etching	   of	   graphene	   by	  gaseous	   oxygen	   activated	   by	   the	   low-­‐energy	   of	   an	   SEM	   electron	   beam.	   The	  Electron	   Beam	   Induced	   Etching	   removes	   carbon	   atoms	   from	   the	   lattice	   locally	  where	  the	  energy	  is	  supplied.	  The	  etching	  patterns	  can	  be	  of	  any	  arbitrary	  shape	  as	  it	   is	   reproduced	  by	   the	  programmed	  electron	  beam	  path.	  The	  etching	  by	  oxygen	  reveals	  to	  be	  effective.	  With	  a	  smallest	  feature	  size	  of	  about	  10	  nm	  and	  a	  capability	  to	  etch	  multimicrometre	  long	  lines.	  The	   lines	   as	   well	   as	   ribbons	   down	   to	   15	  nm	   etched	   by	   oxygen	   EBIE	   are	  characterized	   using	   Spherical	   Aberration	   Corrected	   Transmission	   Electron	  Microscopy	   at	   low	   acceleration	   tension	   of	   80	  kV.	   The	   atomic	   resolution	  micrographs	  have	  shown,	  whether	  on	  cuts	  or	  ribbons,	  that	  the	  edges	  produced	  are	  non-­‐amorphized	  and	  crystalline.	  The	  two	  edge	  arrangements,	  zigzag	  and	  armchair,	  had	  been	  observed.	  Moreover	  the	  graphene	  nanoribbons	  core	  is	  crystalline	  and	  no	  amorphized	  area	  has	  been	  observed.	  	   Next,	   the	  etching	   technique	  has	  been	  successfully	   transferred	   to	  graphene	  partially	   suspended	   on	   backgated,	   silicon	   dioxide	   on	   silicon	   substrates.	   This	  adaptation	  requires	  an	  optimization	  of	  the	  suspended	  areas.	  In	  particular,	  the	  local	  pools	  had	  to	  be	  deepened	  to	  6	  µm	  to	  minimize	  the	  amorphization	  damages	  induced	  by	  backscattered	  and	  secondary	  electrons.	  Nanoribbons	  down	  to	  60	  nm	   in	  width	  were	   successfully	   produced	   and	   electrically	   contacted	   for	   electronic	   transport	  measurements.	  
	  124	  
	   Preliminary	   cryo-­‐magneto-­‐transport	   measurements	   were	   performed	   on	  one	   60	  nm	   wide	   and	   320	  nm	   long	   nanoribbon.	   The	   voltage-­‐dependent	  measurements	   of	   the	   conductance	   show	   a	   non-­‐linearity	   appearing	   as	   the	  temperature	   decreases	   down	   to	   1.4	  K	   with	   some	   indications	   of	   a	   small	   gap	  opening.	  The	  gap	  energy	   is	  estimated	  between	  0.5	  and	  1	  meV	  at	  unknown	  Fermi	  level,	   similar	   to	   the	   theoretical	   energy	   (3	  meV).	   This	   indicates	   that	   other	   effects	  like	   electron	   hopping	   and	   edge	   disorder	   are	   weaker	   than	   the	   one	   measured	   in	  similar	  sized	  ribbons	  produced	  by	  EBL/RIE	  in	  addition	  of	  the	  absence	  of	  substrate.	  The	  field	  effect	  measurements	  at	  low	  temperature	  shown	  low	  coulomb	  blockade	  in	  the	  ribbon,	  we	  estimate	  the	  number	  of	  dots	  to	  six	  across	  the	  GNR.	  This	  number	  of	  dots	   is	   low	   giving	   around	   50	  nm	   islands	   of	   crystalline	   graphene.	   Field	   effect	  measurements	  also	  revealed	  mobility	  higher	  than	  1200	  cm2/Vs	  and	  potentially	  up	  to	  8000	  cm2/Vs.	  Finally	  conductance	  measurements	  under	  magnetic	  field	  showed	  a	  higher	  conductance	  when	  the	  current	  is	  confined	  along	  the	  edges.	  This	  result	  is	  in	  agreement	  with	  the	  SACTEM	  analysis	  confirming	  the	  good	  quality	  and	  crystallinity	  of	   the	   edges	   as	   conductance	   increase	   when	   electrons	   escape	   from	   some	   of	   the	  probable	   defects	   of	   the	   centre	   of	   the	   ribbon.	   Furthermore	   the	   magnetic	   field	  measurements	   show	   the	   presence	   of	   Shubnikov	   de	   Haas	   oscillation	   due	   to	   the	  presence	   of	   Landau	   levels	   in	   the	   sample,	  which	   is	   a	   sign	   of	   high	  mobility	   in	   the	  ribbon	  and	  thus	  good	  crystallinity.	  	  	   In	   addition	   a	   perspective	  work	   has	   been	   explored:	   the	   4-­‐probe	  UHV-­‐STM	  study	  of	  suspended	  graphene	  devices.	  The	  analysis	  using	  this	  machine	  has	  shown	  to	   be	   useful	   for	   two	   reasons:	   the	   SEM	   observation	   under	   UHV	   and	   thus	   low	  contamination	   environment,	   and	   for	   the	   possibility	   to	   perform	   probe-­‐to-­‐probe	  electronic	   transport	   measurements	   at	   any	   position	   on	   the	   sample	   without	  performing	   lithography	   or	   metal	   sputtering	   that	   contribute	   to	   contaminate	   the	  sample.	   The	   process	   of	   testing	   devices	   is	   then	   simplified	   in	   terms	   of	   production	  steps.	   We	   show	   that	   such	   analysis	   is	   possible	   by	   probing	   a	   graphene	   cross	  patterned	   by	   oxygen	   assisted	   EBIE.	   The	   transport	   properties	   show	   a	   behaviour	  reminiscent	   of	   simulated	   electron	   interference	   phenomena.	   The	   indication	   of	  electron	   interferences	   is	   one	  more	   property	   in	   agreement	  with	   high	   quality	   and	  crystallinity	   of	   nano-­‐patterned	   graphene.	   Further	   experiments	   in	   the	   new	   LT	   4-­‐probe	  UHV-­‐STM	  in	  CEMES	  could	  yield	  more	  indications	  on	  the	  actual	  potential	  of	  O2	  EBIE	  as	  patterning	  technique	  for	  atomic-­‐scale	  graphene	  devices.	  Based	   on	   this	   work,	   two	   perspectives	   can	   be	   suggested	   for	   future	  experiments.	   First	   of	   all,	   producing	   more	   GNR	   samples	   for	   electronic	   transport	  measurements	  in	  order	  to	  complete	  the	  measurements	  for	  a	  deeper	  knowledge	  of	  the	  objects	  produced	  by	  EBIE	  and	  further	  explore	  interpretations	  presented	  in	  this	  work.	  In	  addition,	  it	  is	  also	  important	  to	  produce	  and	  measure	  narrower	  GNR’s.	  As	  presented	   in	   the	   SACTEM	   section	   in	   Chapter	   3	   our	   technique	   allows	   the	  reproducible	   fabrication	   of	   GNR’s	   below	   20	  nm	   in	   width,	   which	   have	   not	   been	  produced	  yet	  over	  silicon	  dioxide	  on	  silicon	  samples	  for	  electrical	  measurements.	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This	   would	   allow	   to	   access	   the	   energy	   gap	   EG	   evolution	   depending	   on	   the	   GNR	  width.	  The	  second	  ones,	  and	  more	   long-­‐term	  perspectives,	  are	   to	  continue	  the	  4-­‐probe	   measurements	   of	   fully	   suspended	   devices	   under	   UHV	   environment.	   This	  would	   be	   also	   a	   solution	   to	   work	   on	   cleaner	   samples	   and	   avoid	   contaminants	  during	  experiments.	  The	  capacity	  of	   this	  microscope	   to	  manipulate	  matter	   to	   the	  atomic	   level	  as	  well	  as	  a	  cleaner	  environment	  and	   low	  temperature	  (LHe)	  would	  improve	   quality	   as	   well	   as	   control	   on	   the	   ribbon	   nano-­‐objects	   fabrication.	   Such	  evolution	   on	   graphene	   manipulation	   could	   allow	   one	   day	   the	   reproduction	   of	  already	  analysed	  molecules	  directly	   integrated	   in	  a	  graphene	  sheet	   for	   logic	  gate	  operations1.	  	  
	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  1	  C.	  Joachim	  et	  al.	  Physical	  Review	  B	  83,	  155443	  (2011)	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Nomenclature	  	  ACE	   Acetone	  (SAC)TEM	   (Spherical	  Aberration	  Corrected)	  Transmission	  Electron	  Microscope	  2DEG	   2-­‐Dimensionnal	  Electron	  Gas	  AFM	   Atomic	  Force	  Microscopy	  BF/DF	   Bright	  Field	  /	  Dark	  Field	  CTAB	   Cetyl	  trimethylammonium	  bromide	  CVD	   Chemical	  Vapour	  Deposition	  DOS	   Density	  Of	  States	  e-­‐beam	   Electron	  Beam	  EBIE/D	   Electron	  Beam	  Induced	  Etching	  /	  Deposition	  EBL	   Electron	  Beam	  Lithography	  FEG	   Field	  Emission	  Gun	  FET	   Field	  Effect	  Transistor	  FIB	   Focused	  Ion	  Beam	  GIS	   Gas	  Injection	  System	  GNR	   Graphene	  Nano-­‐Ribbon	  HAADF	   High	  Angular	  Annular	  Dark	  Field	  IPA	   2-­‐Propanol	  LHe	   Liquid	  Helium	  LN2	   Liquid	  Nitrogen	  NMP	   1-­‐Methyl-­‐2-­‐pyrolidone	  PMMA	   Polymethyl-­‐methacrylate	  RIE	   Reactive	  Ion	  Etching	  RT	   Room	  Temperature	  SAED	   Selected	  Area	  Electron	  Diffraction	  SE/BSE	   Secondary	  Electrons	  /	  Backscattered	  Electrons	  SEM	   Scanning	  Electron	  Microscope	  STM	   Scanning	  Tunnelling	  Microscopy	  TMP	   Turbo	  Molecular	  Pump	  UHV	   Ultra	  High	  Vacuum	  VLSI	   Very	  Large	  Scale	  Integration	  VTI	   Variable	  Temperature	  Insert	  WD	   Working	  Distance	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Annexe	  1	  
Towards	  graphene/gold	  hybrid	  plasmonic	  systems	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1	   INTRODUCTION	  	   In	  addition	  to	  the	  intrinsic	  properties	  of	  graphene,	  this	  material	  allows	  an	  easy	  access	  to	  the	  bi-­‐dimensional	  electronic	  gas.	  This	  is	  a	  unique	  opportunity	  to	  try	  and	  couple	   the	   electronic	   gas	   to	   other	   systems.	  One	   candidate	   is	   the	   coupling	  with	   a	  plasmonic	  system.	  The	  analysis	  of	  the	  coupling	  between	  graphene	  and	  plasmonic	  particles	   could	   lead	   to	   the	   possibility	   of	   using	   integrated	   graphene	   or	   graphene	  devices	  in	  plasmonic	  structures.	  To	  study	  the	  coupling	  of	  graphene	  with	  plasmonic	  particles	  we	  chose	  to	  investigate	  the	  evolution	  of	  the	  Raman	  signature	  of	  graphene	  in	   the	   vicinity	   of	   gold	   nanoparticles.	   Surface	   Enhanced	   Raman	   Spectroscopy	  studies	  on	  graphene	  coupled	  with	  nanoparticles	  have	  been	  published	  so	  far[1-­‐7].	  In	  this	   section	   we	   analyse	   the	   coupling	   between	   graphene	   and	   plasmonic	   gold	  particles.	   First	   we	   will	   describe	   the	   sample	   fabrication	   along	   with	   the	   particle	  description.	  Secondly	  we	  will	  focus	  on	  Raman	  mappings	  of	  a	  graphene	  sample	  on	  different	   beam	   conditions	   and	   on	   the	   three	   graphene	   Raman	   bands.	   Finally	   we	  present	  a	  theoretical	  study	  by	  simulation	  of	  conditions	  similar	  to	  the	  experimental	  sample	  to	  help	  understand	  the	  Raman	  results.	  
	  
2	   HYBRID	  PLASMONICS	  COMBINING	  GRAPHENE	  AND	  GOLD	  COLLOIDS	  	   In	   this	   section,	  we	  make	   use	   of	   plasmonic	   colloidal	   gold	   nanoparticles	   in	   the	  graphene	   environment.	   The	   particles	   are	   crystalline	   gold	   rods.	   Their	   size	   varies	  between	   140	   and	   350	  nm	   long	   and	   their	   diameter	   is	   18	   nm.	   The	   rods	   are	  composed	  of	  5	  single	  crystals	  (Figure	  1a)	  along	  a	  longitudinal	  axis	  resulting	  from	  the	  anisotropic	  growth	  of	  pentatermined	  seeds.	  The	  [1,0,0]	  faces	  are	  stabilized	  by	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CTAB	  (Cetyl	   trimethylammonium	  bromide).	  During	  the	  growth,	  only	   faces	  [1,1,1]	  can	   collect	  metal	   and	   the	   seed	  grows	   into	  a	   rod	   shape	   (Figure	  1b)	  nanoparticles	  are	  in	  solution	  and	  their	  faces	  still	  protected	  by	  CTAB.	  	  
	  
Figure	  1:	  (a)	  Scheme	  of	  the	  gold	  nanorods	  morphology	  and	  crystals.	  (b)	  TEM	  micrograph	  of	  the	  gold	  
nanorods	  on	  TEM	  grid.	  Courtesy	  of	  J.	  Sharma	  and	  E.	  Dujardin	  (CEMES,	  CNRS)	  	   The	   sample	   fabrication	   begins	   by	   cleaning	   a	   flat	   silicon	   dioxide	   on	   silicon	  sample	  as	  described	  in	  Chapter	  2.	  15	  µL	  of	  the	  rods	  solution	  is	  shacked	  is	  deposited	  over	  the	  substrate.	  Once	  dry,	  the	  substrate	  is	  rinsed	  with	  DI	  water.	  20	  min	  oxygen	  plasma	  is	  applied	  in	  order	  to	  remove	  CTAB	  of	  the	  nanorods	  and	  bring	  the	  surface	  plasmon	  in	  closer	  vicinity	  to	  the	  graphene	  2DEG.	  As	  we	  want	  to	  excite	  graphene	  by	  the	  evanescent	  beam	  of	  the	  nanoparticles,	  the	  spacing	  must	  be	  as	  low	  as	  possible.	  Afterwards,	   we	   deposit	   graphene	   by	   the	   pealing	   technique	   (tape)	   described	   in	  Chapter	  2	  (Figure	  2a).	  By	  this	  method	  we	  obtain	  a	  sample	  in	  which	  gold	  particles	  are	   covered	   by	   graphene,	   so	   graphene	   is	   fully	   accessible	   for	  measurements.	   The	  samples	  are	  first	  characterized	  by	  Raman	  mapping	  acquisition	  (Figure	  2b).	  As	  the	  gold	   nanorods	   are	   not	   visible	   on	   optical	   microscopy,	   SEM	   could	   modify	   the	  graphene	   layer,	   and	   AFM	   would	   be	   longer	   to	   perform	   than	   Raman	   itself.	   The	  sample	   we	   will	   be	   interested	   on,	   in	   this	   chapter,	   is	   the	   sample	   in	   Figure	   2c.	   It	  contains	  three	  spots	  of	  interest	  (1,	  2	  and	  3).	  Number	  1	  is	  a	  pair	  of	  rods	  (Figure	  2d	  left),	   the	   longer	   measures	   333	  nm	   long	   by	   18	  nm	   in	   diameter,	   and	   the	   shorter	  237x19	  nm.	  Number	  2	   is	  also	  a	  pair	  of	   rods	   (Figure	  2d	  right)	  measuring	  280x18	  and	  198x19	  nm.	  Finally	  the	  third	  spot	  is	  a	  single	  rod	  measuring	  243x18	  nm.	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Figure	  2:	  (a)	  Schematic	  of	  the	  sample’s	  composition,	  with	  gold	  nanorods	  deposited	  over	  silicon	  dioxide	  
on	  silicon	  sample	  covered	  by	  graphene.	  (b)	  Schematic	  of	  the	  experimental	  setup,	  the	  sample	  is	  excited	  
by	  a	  Laser	  beam	  normal	  to	  the	  sample’s	  surface	  and	  frequency	  shift	  is	  measured	  on	  the	  reflected	  beam.	  
(c)	  SEM	  micrograph	  of	  the	  sample	  showing	  three	  spots	  were	  nanorods	  lie	  underneath	  the	  graphene.	  
(d)	  Pair	  of	  nanorods	  of	  spot	  2	  and	  (e)	  Pair	  of	  nanorods	  of	  spot	  1.	  	   The	  amount	  of	  spectra	  is	  then	  analysed	  by	  a	  Fortran	  script.	  The	  script	  extracts	  the	  relative	  intensity,	  half	  high	  width	  and	  position	  of	  the	  three	  peaks	  D,	  G	  and	  2D.	  The	   intensity	   is	   normalized	   by	   the	   second	   order	   of	   the	   silica	   signal	   to	   override	  laser	  intensity	  variations	  between	  experiments.	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3	   PARTICLE	  ENHANCED	  RAMAN	  SIGNAL	  	   In	  this	  section	  some	  results	  of	  Raman	  mapping	  measurements	  on	  the	  sample	  presented	  before	  are	  analysed.	  We	  start	  by	  focusing	  on	  a	  Raman	  mapping	  of	  the	  upper	  part	  of	  the	  sample	  using	  a	  laser	  excitation	  at	  638	  nm	  of	  wavelength	  and	  horizontal	  polarization	  (Figure	  3).	  We	  compare	  in	  this	  figure	  the	  SEM	  picture	  of	  the	  sample	  (Figure	  3a),	  the	  map	  of	  the	  intensity	  extracted	  from	  the	  G	  band	  (Figure	  3b),	  G’	  band	  (Figure	  3c)	  and	  D	  band	  (Figure	  3d).	  	  
	  
Figure	  3:	  (a)	  SEM	  combined	  micrograph	  (classic	  +	  backscattered	  pictures)	  of	  the	  sample	  in	  the	  area	  of	  
maps	  (b),	  (c)	  and	  (d).	  Raman	  mappings	  at	  638	  nm	  and	  horizontally	  polarized	  Laser	  excitation	  showing	  
intensity	  in	  arbitrary	  units	  of	  (b)	  the	  G	  peak,	  (c)	  the	  G’	  peak	  and	  (d)	  the	  D	  band	  of	  graphene’s	  Raman	  
spectrum.	  	   We	  observe	  different	  behaviours	   for	  G,	  G’	   and	  D	  peak	  mappings.	  Whereas	  for	  G	  peak	  two	  amplified	  lobes,	  that	  correspond	  respectively	  to	  the	  pair	  of	  rods	  (2)	  and	  to	  the	  isolated	  rod	  (3),	  the	  G’	  map	  shows	  only	  one	  single	  lobe.	  The	  lobe	  of	  G’	  mapping	  could	  correspond	  to	  the	  pair	  (2).	  As	  the	  stage	  positioning	  is	  not	  accurate	  and	  subject	  to	  drift	  (thermic	  drift	  and	  drift	  caused	  by	  the	  stage	  weight	  itself),	  it	  is	  hard	   to	   make	   a	   clear	   correspondence	   between	   Raman	   maps	   and	   the	   SEM	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micrograph.	  In	  addition,	  the	  D	  band	  is	  also	  enhanced	  at	  the	  rod’s	  pair	  position.	  The	  gold	  nanoparticles	  are	  then	  responsible	  of	  the	  enhancement	  of	  the	  Raman	  signal	  of	  graphene.	  	  To	   test	   the	   frequency	  and	  polarisation	  dependency,	  we	  repeat	   this	  map	  at	  different	   lightings:	   532	  nm	   horizontal	   polarisation,	   532	  nm	   vertical	   polarisation,	  638	  nm	  horizontal	  polarisation	  and	  638	  nm	  vertical	  polarisation.	  By	  now	  we	  focus	  on	  the	  G’	  peak	  measurement	  of	  those	  4	  mappings	  (Figure	  4).	  	  
	  
Figure	  4:	  G’	  mappings	  of	  the	  sample	  at	  (a)	  532	  nm	  vertical	  polarisation,	  (b)	  532	  nm	  horizontal	  
polarisation,	  (c)	  638	  nm	  horizontal	  polarisation	  and	  (d)	  638	  nm	  vertical	  polarisation.	  	   In	   those	  measurements,	   the	   active	   spot	   looks	   to	  be	   the	   rods	  pair	   (2).	   The	  single	  rod	  (3)	  does	  not	  appear	   to	   induce	  any	  effect.	  The	  modification	   induced	  by	  the	   presence	   of	   the	   rods	   pair	   is	   different	   depending	   on	   the	   beam	   conditions.	   At	  532	  nm	   very	   little	   enhancement	   is	   observed	   (~40%).	  Whereas	   on	   the	   vertically	  polarized	   experiment	   the	   signal	   of	   the	   G’	   peak	   is	   enhanced	   to	   71%.	   This	  enhancement	   is	   higher	   when	   we	   switch	   to	   the	   638	  nm	   beam	   with	   horizontal	  polarisation,	  where	   it	   reaches	   the	   value	  of	   233	  %.	  This	   lobe	   is	   switched	  back	  off	  again	  when	  the	  638	  nm	  beam	  is	  turned	  to	  vertical	  polarisation.	  Those	  results	  show	  that	   whether	   the	   rods	   pair	   or	   whether	   one	   of	   the	   rods	   alone	   is	   reacting	   to	   the	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532	  nm	   vertical	   polarized	   and	   to	   the	   638	  nm	   horizontal	   polarized	   beams.	   The	  energy	   of	   this	   resonance	   is	   transmitted	   to	   the	   graphene	   layer.	   Therefore	   the	  532	  nm	  should	  be	  close	  to	  the	  plasmonic	  resonance	  of	  the	  transverse	  mode	  of	  the	  pair,	   and	   the	   638	  nm	   should	   be	   close	   to	   the	   longitudinal	   resonance.	   As	   the	  enhancement	  is	  measured	  on	  a	  graphene	  peak	  (excluding	  background)	  the	  energy	  must’ve	  been	  transferred	  from	  the	  particle	  to	  the	  graphene	  layer.	  We	  now	  analyse	  the	  G	  band	  map	  of	  the	  same	  experiments.	  	  	  
	  
Figure	  5:	  G	  mappings	  of	  the	  sample	  at	  (a)	  532	  nm	  vertical	  polarisation,	  (b)	  532	  nm	  horizontal	  
polarisation,	  (c)	  638	  nm	  horizontal	  polarisation	  and	  (d)	  638	  nm	  vertical	  polarisation.	  	  The	  results	  of	   the	  G	  band	  Raman	  mapping	   is	  very	  similar	  to	  the	  G’,	  enhancement	  lobes	   are	   only	   observed	   if	   exciting	   beam	   is	   whether	   532	  nm	   vertical	   or	   638	  nm	  horizontal.	  The	  mean	  difference	  is	  that	  is	  that	  two	  lobes	  can	  be	  observed	  instead	  of	  one.	   The	   lobes	   correspond	   to	   positions	   (2)	   and	   (3).	   The	   rod	   in	   position	   (3)	   is	  similar	   to	  one	  of	   the	  rods	  of	   the	  pair.	  One	  explanation	   is	   that	  one	  single	  rod	  was	  responsible	  for	  the	  enhancement	  noticed	  in	  G’	  band	  (Figure	  4),	  whereas	  the	  other	  one,	  comparable	  to	  the	  rod	  (3)	  is	  more	  likely	  effective	  enhancing	  the	  G	  peak.	  The	  size	   of	   the	   plasmonic	   particle	   determines	   the	   graphene	   band	   that	   is	   enhanced.	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There	  is	  also	  a	  difference	  between	  the	  two	  lobes	  intensity.	  This	  intensity	  difference	  can	   be	   explained	   by	   the	   angle	   shift	   between	   particles	   in	   position	   (2)	   and	   (3)	  reducing	  the	  projection	  of	  the	  beam’s	  polarisation.	  	  	  
	  
Figure	  6:	  Raman	  mapping	  using	  532	  nm	  horizontal	  polarised	  laser	  beam	  of	  the	  D	  band	  of	  graphene	  
before	  (a)	  and	  after	  (b)	  e-­‐beam	  exposition.	  	  This	   coupling	   can	   then	   be	   very	   useful	   for	   measuring	   graphene	   properties	   by	  Raman	   analysis.	   One	   of	   the	   most	   interesting	   measurements	   is	   the	   defects	  measurement	   on	   a	   graphene	   sheet.	   By	  measuring	   the	   D	   band	   intensity	   one	   can	  deduce	   the	   graphene	   quality,	   but	   this	   signal	   do	   not	   appear	   for	   low	   defected	  graphene,	  such	  as	  edges	  or	  folds.	  	  We	   analyse	   the	   D	   band	   intensity	   of	   the	   entire	   sample	   (Figure	   6).	   As	   it	  appears,	   two	   areas	   of	   the	   sample	   have	   a	   measurable	   D	   peak	   (Figure	   6a).	   They	  correspond	  to	  the	  positions	  of	  the	  gold	  nanoparticles.	  The	  most	  relevant	  is	  at	  the	  bottom	   of	   the	   graphene	   sheet	   (position	   1).	   In	   this	   area	  many	   edges	   and	   ripped	  graphene	  is	  present,	  which	  explains	  the	  high	  intensity	  D	  peak.	  After	  this	  map	  the	  sample	  is	  entirely	  irradiated	  for	  SEM	  analysis.	  The	  same	  map	  is	  measured	  again	  (Figure	  6b).	  But	  this	  time	  the	  roles	  have	  been	  switched.	  The	  upper	   area	   shows	  higher	  defects	   signal	   than	   the	  bottom.	  The	   e-­‐beam	   irradiation	  has	   certainly	   caused	   damages	   at	   this	   area	   increasing	   the	   D	   signal.	   On	   the	   other	  hand	  the	  signal	  in	  position	  (1)	  has	  decreased.	  We	  understand	  this	  as	  the	  fact	  that	  D	  peak	   appears	   on	   defected	   graphene,	   but	   as	   too	   many	   defects	   are	   present,	   the	  sample	  does	  not	   reacts	   as	   graphene	  but	  more	  as	   amorphous	   carbon.	  This	  would	  cause	   the	  D	  band	   to	   grow	  up	  with	   increasing	  defects	   density	   at	   the	   start,	   but	   as	  graphene	  is	  too	  damaged,	  the	  D	  band	  starts	  decreasing[8].	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4	   GREEN	  DYADIC	  SIMULATION	  	   In	  order	   to	  understand	  better	   the	  plasmonic	   coupling	  between	  graphene	  and	  the	   plasmonic	   nanoparticles	   we	   proceed	   to	   simulation	   of	   a	   similar	   system.	   The	  simulations	   are	   based	   in	   in	   Green	   Dyadic	   functions[9].	   The	   simulated	   system	  correspond	  to	  a	  pair	  of	  gold	  nanorods	  of	  280x18	  nm	  and	  198x19	  nm	  disposed	  one	  compared	  to	   the	  other	  as	   the	  sample	   in	  Figure	  2d.	  A	  graphene	   layer	   is	  placed	  on	  top	   of	   the	   nanoparticles.	   The	   laser	   excitation	   scans	   the	   area	   and	   signal	   from	  graphene	   only	   is	   calculated.	   The	   electric	   field	   irradiated	   by	   the	   nanoparticles	  induces	   modifications	   on	   the	   graphene	   signal.	   The	   simulation	   is	   performed	   for	  532	  mn	   (Figure	   7a,	   b	   and	   c)	   and	   638	  nm	   (Figure	   7d,	   e	   and	   f)	   of	   wavelength	  excitation.	  For	  each	  wavelength	  we	  show	  the	  calculation	  for	  three	  polarisations:	  0º	  (Figure	  7a	  and	  d),	  45º	  (Figure	  7b	  and	  e),	  and	  90º	  (Figure	  7c	  and	  f).	  	  
	  
Figure	  7:	  Green	  Dyadic	  simulations	  of	  the	  hybrid	  graphene	  and	  gold	  nanorods	  systems.	  Mappings	  for	  
532	  nm	  with	  polarization	  at	  (a)	  0º,	  (b)	  45º,	  (c)	  90º	  and	  638	  nm	  (d)	  0º,	  (e)	  45º,	  (f)	  90º.	  	   The	   simulations	   at	   532	  nm	   show	   very	   little	   on	   the	   transverse	   polarization	   of	  the	   nanorods	   (Figure	   7a).	   For	   45º polarized	   light	   (Figure	   7b)	   only	   occultation	   is	  visible	  on	  the	  mappings	  as	  well	  as	  the	  longitudinal	  polarization	  (Figure	  7c).	  	  On	   the	   638	  nm	   wavelength	   simulation	   the	   situation	   is	   different.	   In	   the	  transverse	  polarization	  (Figure	  7e)	  a	  relatively	  important	  exaltation	  (33%)	  of	  the	  graphene	  signal	  is	  observable	  at	  the	  nanoparticles	  location.	  This	  exaltation	  is	  lower	  on	   the	   45º polarization	   simulation	   (Figure	   7e)	   (10%).	   The	   mapping	   of	   the	  transverse	  polarisation	  only	  presents	  a	  little	  occultation.	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5	   Discussion	  	   The	   simulations	   present	   some	   similarities	  with	   the	   experimental	   results.	  We	  will	  compare	  those	  results	  wit	  the	  mapping	  of	  G	  peak	  in	  Figure	  4.	  It	  is	  important	  to	  point	  that	  in	  the	  experiment,	  the	  rods	  are	  not	  perfectly	  horizontal	  but	  present	  an	  ~18º	   angle.	   The	   532	  nm	   measurement	   shown	   no	   exaltation	   of	   the	   signal	   at	  longitudinal	  polarisation,	  and	  so	  does	  the	  simulation	  with	  some	  occultation	  of	  the	  electric	  field.	  On	  the	  other	  hand	  the	  transverse	  polarisation	  show	  in	  both	  cases	  an	  enhancement	  of	  the	  signal.	  	  At	  638	  nm	  on	  longitudinal	  mode	  an	  exaltation	  lobe	  is	  noticed	  in	  the	  experiment	  whereas	   the	   simulation	   show	   occultation.	   The	   mapping	   at	   45º	   does	   present	   an	  enhancement;	   the	   experimental	   situation	   should	   be	   in	   between	   those	   two	  situations.	  Finally	  the	  transverse	  polarisation	  at	  638	  nm	  presents	  experimentally	  a	  weak	   increasing	   of	   the	   Raman	   signal.	   This	   exaltation	   is	   reproduced	   in	   the	  simulation,	  but	  the	  ratios	  are	  not	  similar	  though.	  The	  experiment	  shown	  a	  higher	  enhancement	   (250%)	  on	   the	   longitudinal	   exaltation,	  which	   is	  not	   reproduced	  by	  the	   numerical	   calculations.	   The	   simulations	   of	   the	   638	  nm	   experiment	   result	   in	  mappings	  that	  seem	  shifted	  in	  90º	  of	  polarisation	  compared	  to	  the	  experiments.	  	   The	  first	  explanation	  is	  an	  experimental	  mistake	  during	  the	  measurements.	  But	  the	   polarization	   inversion	   in	   only	   one	   wavelength	   and	   not	   the	   other	   one	   looks	  improbable.	   The	   second	   one	   is	   that	   the	   simulation	   model	   of	   the	   sample	   is	   not	  exactly	   the	   same	   as	   the	   experimental	   distribution.	   The	   distance	   between	   two	  particles	   is	  not	  precisely	  known	  and	  thus	  the	  interaction	  could	  be	  different	   if	  not	  properly	  programmed.	  The	  same	  problem	  occurs	  with	  the	  graphene-­‐nanoparticles	  distance	  and	  interaction.	  The	  simulation	  takes	  into	  account	  a	  hard	  flat	  surface	  one	  nanometre	  over	  the	  rods,	  whereas	  we	  know	  that	  graphene	  imitates	  the	  shape	  of	  its	  support	  as	  a	  cloth	  would	  do.	  Furthermore	  the	  simulations	  show	  the	  electric	   field	  induced	  by	  the	  graphene,	  but	  the	  experiments	  measure	  a	  precise	  Raman	  frequency	  shift	  evolution	  depending	  on	  the	  peak.	  The	  effect	  of	  the	  field	  modifications	  on	  the	  different	  kinds	  of	  phonons	  that	  cause	  the	  Raman	  signal	  is	  not	  well	  known,	  and	  thus	  not	  taken	  into	  account	  in	  the	  simulations.	  As	  the	  experimental	  data	  has	  shown,	  the	  exactly	  same	  excitation	  wavelength	  and	  polarisation,	  has	  spatially	  different	  effects	  on	  the	  G’	  signal	  compared	  to	  the	  G.	  Such	  phenomenon	  cannot	  be	  predicted	  by	  this	  simulation	  method	  as	  it	  is.	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6	   Conclusion	  	   This	  Chapter	  shows	  a	  coupling	  between	  graphene	  and	  plasmonic	  nanoparticles.	  The	  effect	  on	  the	  graphene’s	  Raman	  signal	  has	  been	  proved	  dependent	  of	  the	  field	  of	  the	  gold	  particles	  as	  it	  depends,	  in	  intensity	  and	  spatially,	  on	  the	  wavelength	  and	  the	  polarization	  of	  Laser	  exciting	  beam.	  The	  mechanism	  and	  results	  of	  the	  coupling	  has	   revealed	   a	   high	   complexity.	   The	   effect	   on	   the	   graphene	   signal	   does	   not	   only	  depends	   on	   the	   Lased	   beam	   properties,	   it	   also	   changes	   depending	   on	   which	  graphene	   signal	   is	   being	  observed.	  This	   is	   showing	   that	   this	   complex	   interaction	  between	  nanoparticles	  plasmons	  and	  graphene’s	  electrons	  and	  phonons	  is	  still	  not	  understood.	  More	  research,	  and	  especially	  more	  experimental	  data	   is	  required	   in	  order	   to	   better	   describe	   the	   Raman	   signal	   dependencies	   at	   different	   frequency	  shifts.	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Annexe	  2	  
Raman	  spectra	  of	  different	  graphene	  sources	  and	  
transfer	  techniques	  
	  
	  
Figure	  1:	  HOPG	  Raman	  spectrum	  	  
	  
Figure	  2:	  Raman	  spectrum	  of	  exfoliated	  graphene	  	  
	  
Figure	  3:	  Raman	  spectrum	  of	  CVD	  graphene	  
grown	  on	  copper	  	  
	  
Figure	  4:	  Raman	  spectrum	  of	  CVD	  graphene	  
grown	  on	  copper	  transferred	  using	  Acetate	  
Butyrate	  	  
	  
Figure	  5:	  Raman	  spectrum	  of	  CVD	  graphene	  
grown	  on	  copper	  transferred	  using	  PMMA	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Résumé  
	   Notre	  technologie	  actuelle	  est	  basée	  sur	  les	  processeurs	  et	  les	  calculateurs	  qui,	  eux	   mêmes,	   fonctionnent	   à	   partir	   de	   composants	   appelés	   transistors.	   Ces	  composants	  sont	  l’équivalent	  d’interrupteurs	  avec	  deux	  entrées,	  une	  sortie	  et	  une	  table	   de	   vérité	   extrêmement	   simple.	   C’est	   en	   utilisant	   ces	   composants	   dans	   une	  configuration	   et	   à	   travers	   une	   programmation	   ingénieuses	   que	   nos	   ordinateurs	  arrivent	   à	   en	   extraire	   le	   potentiel	   nécessaire	   pour	   réaliser	   des	   opérations	  complexes.	   Le	   basculement	   de	   cette	   électronique	   classique	   vers	   des	   composants	  électroniques	   moléculaires	   est	   prometteur	   et	   permettrait	   d’accéder	   à	   des	  composants	   plus	   élaborés	   correspondant	   chacun	   à	   une	   fonction	   particulière	   et	  donnerait	  aussi	  accès	  à	  des	  propriétés	  permettant	  d’utiliser	  des	  algorithmes	  pour	  réaliser	  des	  calculs	  impossibles	  à	  réaliser	  avec	  un	  ordinateur	  actuel,	  comme	  c’est	  le	  cas	  pour	   la	   factorisation	  de	  grands	  nombres.	  Dans	  ce	  manuscrit,	  nous	  proposons	  l’utilisation	  d’un	  matériau	  appelé	  graphène	  et	  d’une	  technique	  bien	  particulière	  de	  découpe	  induite	  par	  faisceau	  électronique	  afin	  de	  le	  façonner	  et	  de	  potentiellement	  induire	   des	   comportements	   électroniques	   non	   triviaux.	   Le	   graphène	   est	   un	  matériau	  cristallin	   carboné	  extrait	  du	  graphite	  avec	  des	  propriétés	  électroniques	  remarquables.	   Ce	   matériau	   présente	   des	   caractéristiques	   qui	   permettraient	   la	  fabrication	   de	   dispositifs	   à	   plus	   haute	   mobilité	   que	   ceux	   actuels.	   La	   thèse	   est	  déclinée	  en	  cinq	  chapitres	  commençant	  par	  les	  objectifs	  et	  le	  contexte	  de	  la	  thèse,	  suivis	   par	   les	   méthodes	   expérimentales	   et	   les	   équipements.	   La	   découpe	  électronique	   et	   sa	   caractérisation	   par	   microscopie	   à	   résolution	   atomique	   font	  l’objet	   du	   troisième	   chapitre,	   qui	   sera	   suivi	   par	   la	   caractérisation	   du	   transport	  électronique	  de	  dispositifs	  de	  graphène	  fabriqués	  par	  découpe	  induite	  par	  faisceau	  électronique.	   Enfin,	   un	   dernier	   chapitre	   décrit	   l’analyse	   du	   graphène	   et	   de	  dispositifs	   de	   graphène	   par	  microscopie	   à	   effet	   tunnel	   4-­‐pointes	   sous	   ultra-­‐haut	  vide.	  	  
Chapitre	  1	  :	  Objectifs	  et	  contexte	  	   Le	   graphène	   est	   un	   matériau	   d’un	   seul	   atome	   d’épaisseur	   formé	   par	   un	  arrangement	   hexagonal	   en	   nid	   d’abeille	   d’atomes	   de	   carbone	   (Figure	   1a).	   La	  première	  zone	  de	  Brillouin	  est	  représentée	  sur	  la	  Figure	  1b.	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Figure	  1	  :	  (a)	  Représentation	  schématique	  de	  la	  structure	  atomique	  du	  graphène.	  (b)	  Première	  zone	  de	  
Brillouin.	  	   La	   structure	   électronique	  du	   graphène	   (Figure	  2)	   comporte	  des	  points	  de	  Dirac	   aux	   positions	   K	   et	   K’	   de	   la	   première	   zone	   de	   Brillouin.	   Sur	   ces	   points,	   la	  dispersion	   des	   bandes	   est	   linéaire,	   c’est	   cette	   propriété	   qui	   donne	   lieu	   aux	  caractéristiques	   de	   transport	   électronique	   si	   particulières	   de	   ce	   matériau.	   Le	  graphène	  est	  donc	  un	  matériau	  avec	  un	  gaz	  bidimensionnel	  d’électrons	   libres	  en	  provenance	   des	   orbitales	   moléculaires	   π	   et	   π*	   non	   impliquées	   dans	   les	   liaisons	  atomiques.	  	  
	  
Figure	  2	  :	  Schéma	  de	  bandes	  électroniques	  du	  graphène	  représentant	  la	  bande	  de	  valence	  (inférieure)	  
et	  la	  bande	  de	  conduction	  (supérieure)	  avec	  zoom	  sur	  un	  cône	  de	  Dirac	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Les	   propriétés	   électroniques	   peuvent	   être	   modifiées.	   Un	   des	   moyens	  développé	  ici	  est	  celui	  par	  modification	  structurale.	  Un	  exemple	  est	  le	  confinement	  du	  gaz	  d’électrons	  à	  une	  dimension	  supplémentaire	  :	  un	  nanoruban	  de	  graphène.	  Le	   confinement	   à	   une	   dimension	   du	   gaz	   d’électrons	   dans	   un	   ruban	   de	   taille	  nanométrique	  aurait	  pour	  effet	  la	  création	  d’une	  bande	  d’énergie	  dans	  laquelle	  les	  interférences	  de	   l’électron	  sur	   lui-­‐même	  lui	  empêcheraient	  de	  traverser	   le	  ruban,	  créant	  ainsi	  une	  bande	  interdite	  de	  faible	  conductance	  similaire	  à	  celle	  d’un	  semi-­‐conducteur.	  	  
	  
Figure	  3	  :	  Représentation	  schématique	  des	  trois	  familles	  de	  rubans	  de	  graphène	  :	  zigzag,	  armchair	  et	  
mixte.	  	   Plusieurs	   critères	   permettent	   de	   caractériser	   les	   rubans	   de	   graphène.	   La	  première	   caractéristique	   est	   sa	   largeur	   ainsi	   que	   sa	   longueur.	   Un	   second	   aspect	  concerne	   l’arrangement	   atomique	   des	   bords	   du	   rubans,	   pouvant	   être	   zigzag	  (direction	   y	   sur	   la	   Figure	   1a),	   armchair	   (direction	   x	   sur	   la	   Figure	   1a)	   ou	   bien	  mixtes	   (Figure	   3).	   Finalement,	   la	   géométrie	   de	   la	   connexion	   entre	   le	   ruban	   et	   le	  reste	  du	  graphène	  peut	  aussi	  influer	  fortement	  les	  caractéristiques	  de	  transport	  à	  travers	  celui-­‐ci	  (Figure	  4).	  	  
	  
Figure	  4	  :	  Exemples	  de	  possibilités	  de	  connections	  sur	  un	  ruban	  de	  graphène	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Figure	  5	  :	  Calculs	  de	  bandes	  électroniques	  pour	  des	  rubans	  de	  graphène	  armchair	  de	  (a)	  N=4	  (b)	  N=5	  et	  
(c)	  N=30	  rangées	  atomiques.	  	   Autant	  la	  largeur	  que	  l’orientation	  cristalline	  du	  ruban	  influencent	  de	  façon	  directe	   les	  états	  électroniques	  du	  dispositif	   final.	  Un	  ruban	   type	  armchair	  pourra	  ainsi	  à	  certaines	  valeurs	  de	  la	  largeur	  avoir	  un	  gap	  entre	  les	  bandes	  de	  valence	  et	  de	   conduction	   (Figure	   5).	   Par	   ailleurs,	   un	   ruban	   de	   type	   zigzag	   implique	   la	  présence	   d’états	   de	   bord	   en	   permanence	   au	   niveau	   de	   Fermi,	   et	   sont	   toujours	  métalliques	  quelle	  que	  soit	  leur	  largeur	  (Figure	  6).	  	  
	  
Figure	  6	  :	  Calculs	  de	  bandes	  électroniques	  pour	  des	  rubans	  de	  graphène	  zigzag	  de	  (a)	  N=4	  (b)	  N=5	  et	  
(c)	  N=30	  rangées	  atomiques.	  	   Il	   existe	   plusieurs	   méthodes	   de	   fabrication	   de	   nanorubans	   de	   graphène	  dans	  la	  littérature.	  Quelques	  exemples	  sont	  la	  lithographie	  électronique	  suivie	  par	  un	  plasma	  ionique	  (EBL+RIE),	  la	  gravure	  par	  faisceau	  ionique	  focalisé,	  le	  knock-­‐on	  direct	  par	   faisceau	  électronique	  à	  haute	   énergie	   (>100	  kV),	   ou	   encore	   la	   gravure	  par	   diffusion	   de	   particules	   catalytiques	   et	   la	   synthèse	   chimique.	   Le	   but	   de	   ce	  manuscrit	   est	   de	   mettre	   au	   point	   une	   technique	   de	   gravure	   qui	   combine	   les	  avantages	   de	   la	   gravure	   par	   faisceau	   piloté	   afin	   de	   pouvoir	   graver	   des	   formes	  arbitraires,	   et	   la	   gravure	  par	   réaction	   chimique	  qui	   est	   potentiellement	   sélective	  par	   rapport	  aux	  directions	  cristallines	  et	  qui	  peut	  apporter	  une	  précision	  proche	  du	   niveau	   atomique.	   Dans	   le	   chapitre	   3	   est	   décrite	   notre	   technique	   de	   découpe	  induite	  par	  faisceau	  électronique	  à	  basse	  énergie	  (20	  kV)	  assistée	  par	  de	  l’oxygène	  gazeux	  (oxygen	  assisted	  Electron	  Beam	  Induced	  Etching).	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Chapitre	   2	  :	   Fabrication	   d’échantillons	   et	   méthodes	  
expérimentales	  	   Dans	  ce	  manuscrit,	  nous	  utilisons	  du	  graphène	  provenant	  de	  deux	  origines	  différentes.	   La	   première	   correspond	   au	   graphène	   fabriqué	   par	   exfoliation	  mécanique	  de	  flocons	  de	  graphite	  (Figure	  7a).	  Le	  flocon	  est	  placé	  sur	  un	  morceau	  de	   bande	   adhésive	   (Figure	   7b)	   puis	   clivé	   successivement	   (Figure	   7c)	   jusqu’à	  recouvrir	   toute	   la	   surface	   adhésive	   (Figure	   7d)	   afin	   de	   réduire	   l’épaisseur	   de	   la	  couche	  de	  graphite	  au	  maximum.	  Cette	  bande	  est	  ensuite	  appliquée	  sur	  un	  substrat	  de	   silice	   (290	  nm)	   sur	   silicium	   afin	   de	   transférer	   une	   partie	   du	   graphite	   (Figure	  7e).	  Cette	  méthode	  résulte	  en	  dépôts	  de	  graphène	  de	  haute	  qualité	  avec	  des	  tailles	  de	  feuillet	  aux	  alentours	  de	  20x20	  µm2.	  	  
	  
Figure	   7	   :	   (a)	   Flocons	   de	   graphite	   utilisé	   pour	   l’exfoliation	  mécanique.	   (b)	   Première	   exfoliation	   du	  
flocon	  se	  poursuivant	   (c)	   jusqu’à	   l’étalement	   complet	  du	  graphite	   (d).	   (e)	  Dépôt	  de	  graphène	  sur	  un	  
substrat	  de	  silice	  sur	  silicium.	  	   La	  deuxième	  est	  l’utilisation	  de	  graphène	  CVD.	  Le	  graphène	  CVD	  est	  produit	  dans	   un	   four	   où	   des	   précurseurs	   de	   carbone	   sont	   cassés	   par	   réaction	   avec	   de	  l’hydrogène,	  déposés	   sur	  un	  métal	   catalyseur	   et	   réorganisés	  pour	   constituer	  une	  couche	  cristalline.	  Le	  métal	  catalyseur	  doit	  donc	  être	  gravé	  par	  réaction	  chimique	  afin	  de	  pouvoir	  déposer	  le	  feuillet	  de	  graphène	  sur	  le	  substrat	  de	  notre	  choix.	  Cette	  méthode	  produit	  des	  échantillons	  de	  graphène	  pouvant	  aller	  jusqu’à	  la	  taille	  d’un	  wafer	  de	  4	  pouces	  (en	  fonction	  de	  la	  taille	  du	  four),	  mais	  d’une	  taille	  de	  domaine	  cristallin	   et	  d’une	  propreté	  bien	   inférieure	  à	   celles	  de	   l’exfoliation	  de	  graphite.	   Il	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est	  possible	  de	  nettoyer	  ces	  échantillons	  de	  la	  contamination	  par	  carbone	  amorphe	  en	  pratiquant	  un	  recuit	  sous	  atmosphère	  réductrice.	  	  Il	   y	   a	   trois	   principaux	   appareils	   de	   fabrication	   et	   de	  mesure	   utilisés	   dans	  cette	   thèse.	   Le	   premier	   est	   un	   FIB/SEM	   FEI	   Helios	   Nanolab	   600i	   dualbeam.	   Ce	  microscope,	   équipé	   d’une	   buse	   d’entrée	   d’oxygène,	   est	   utilisé	   pour	   la	   découpe	  électronique	  du	  graphène.	  L’analyse	  structurale	  à	  résolution	  atomique	  est	  mise	  à	  l’œuvre	  grâce	  à	  un	  microscope	  électronique	  en	  transmission	  FEI	  Titan	  cube	  équipé	  d’une	   caméra	   Gatan	   4kx4k	   utilisé	   à	   une	   tension	   d’accélération	   de	   80	  kV.	   Le	  troisième	  est	  un	  cryostat	  Oxford	  à	  hélium	  liquide	  (4He)	  (Figure	  8a	  et	  c).	  Ce	  cryostat	  est	   équipé	   d’un	   insert	   à	   température	   variable	   (Figure	   8b)	   capable	   de	   fixer	   la	  température	   de	   l’échantillon	   entre	   1,4	  K	   et	   280	  K.	   De	   même,	   un	   cryo-­‐aimant	  permet	   d’établir	   un	   champ	   magnétique	   au	   niveau	   de	   l’échantillon	   jusqu’à	   16	  T	  (Figure	   8d).	   Cet	   appareil	   est	   utilisé	   pour	   la	   caractérisation	   du	   transport	   et	   du	  magnéto-­‐transport	  des	  dispositifs.	  	  
	  
Figure	  8	  :	  (a)	  Cryostat	  Oxford	  à	  hélium	  liquide.	  (b)	  Insert	  à	  température	  variable.	  (c)	  Vue	  du	  haut	  du	  
cryostat.	  (d)	  Cryo-­‐aimant	  16T.	  (e)	  Canne	  et	  socket	  porte-­‐échantillon.	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Chapitre	  3	  :	  Fabrication	  de	  nanorubans	  de	  graphène	  par	  découpe	  
électronique	  assistée	  à	  l’oxygène	  	   Le	   cœur	   de	   ce	   chapitre	   est	   consacré	   à	   la	   description,	   à	   la	   réalisation	   et	   à	  l’analyse	   des	   résultats	   obtenus	   par	   gravure	   induite	   par	   faisceau	   électronique	  (EBIE)	  assistée	  par	  oxygène	  sur	  échantillons	  de	  graphène	  CVD	  suspendu	  sur	  grilles	  TEM.	   La	   gravure	   du	   graphène	   par	   EBIE	   à	   l’oxygène	   consiste	   en	   l’injection	  d’oxygène	  gazeux	  dans	  l’environnement	  proche	  de	  l’échantillon	  dans	  une	  chambre	  sous	  vide.	  La	  réaction	  entre	  l’oxygène	  et	  le	  graphène	  nécessite	  un	  apport	  d’énergie	  afin	   d’être	   activée.	   Cette	   énergie	   est	   apportée	   de	   façon	   locale	   par	   la	   sonde	  électronique	   du	   microscope.	   Dans	   cette	   étude,	   nous	   utilisons	   un	   faisceau	  électronique	   de	   1,4	  A	   accéléré	   jusqu’à	   une	   énergie	   de	   20	  keV.	   Sur	   la	   surface	  irradiée	  par	  le	  faisceau,	  les	  atomes	  de	  carbone	  du	  cristal	  vont	  réagir	  avec	  l’oxygène	  pour	   former	  des	  produits	   volatiles	   et	   seront	  donc	   extraits	  de	   la	  maille	  pour	   être	  évacués	   par	   le	   pompage	   du	   système.	  De	   la	  même	   façon,	   le	   faisceau	   électronique	  peut	   en	   parallèle	   casser	   des	   molécules	   présentes	   dans	   la	   chambre,	   ces	  contaminants	  peuvent	  provenir	  de	  l’échantillon,	  de	  la	  réaction	  de	  découpe	  ou	  de	  la	  chambre	   elle-­‐même.	   En	   cassant,	   ces	   molécules	   se	   déposent	   sur	   le	   graphène	  provoquant	  une	  contamination	  par	  carbone	  amorphe.	  À	  vide	  limité,	  la	  seule	  option	  est	  de	  régler	  les	  paramètres	  au	  mieux	  pour	  la	  réaction,	  i.e.	   le	  courant	  de	  sonde,	  la	  tension	   d’accélération,	   le	   flux	   de	   gaz	   ainsi	   que	   les	   paramètres	   du	   motif	  :	   le	  recouvrement,	   le	   temps	   d’exposition	   et	   le	   nombre	   de	   scans.	   La	   géométrie	   du	  système	  est	  montrée	  sur	  le	  schéma	  de	  la	  Figure	  9a.	  Le	  microscope	  exécute	  les	  motifs	  digitalement	  et	  non	  analogiquement.	  Cela	  implique	  que	  des	  lignes	  ne	  peuvent	  pas	  être	  gravées	  en	  définissant	  un	  parcours	  et	  une	   vitesse,	   mais	   plutôt	   en	   définissant	   un	   ensemble	   de	   points	   d’irradiation	   qui	  éventuellement	   se	   recouvrent	   avec	   un	   temps	   d’exposition	   pour	   chacun.	   Afin	   de	  produire	   les	  bords	   les	  plus	   lisses	  possibles	   et	   éviter	  des	   formes	   en	   arc	  dûes	   à	   la	  forme	  circulaire	  de	  la	  sonde,	  le	  recouvrement	  utilisé	  ici	  sera	  de	  95%	  de	  la	  taille	  de	  la	  sonde.	  Le	   résultat	   d’un	   test	   de	   découpe	   sur	   un	   échantillon	   recouvert	   de	   carbone	  amorphe	  est	  un	  dépôt	  provoqué	  par	  le	  faisceau	  (Figure	  9b).	  En	  revanche,	  pour	  un	  échantillon	  propre	  ayant	  subi	  un	  recuit,	   il	  en	  résulte	  une	  découpe	  nette	  de	  10	  nm	  de	  largeur	  en	  moyenne	  (Figure	  9c).	  Même	   si	   la	   largeur	   de	   la	   découpe	   est	   indicative	   de	   la	   précision,	   le	   plus	  important	   lors	  de	  cette	  étape	  est	  d’être	  capable	  de	  graver	  deux	  lignes	  côte	  à	  côte	  sans	  détruire	   le	  matériau	  entre	   les	  deux.	  Ceci	   est	   le	  paramètre	   le	  plus	   important	  pour	  la	  fabrication	  de	  nanorubans	  de	  graphène	  sans	  amorphisation	  du	  cristal.	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Figure	  9	  :	  (a)	  Schéma	  de	  la	  gravure	  induite	  par	  faisceau	  électronique	  assistée	  par	  oxygène	  du	  graphène	  
dans	   le	  microscope.	   (b)	   Dépôt	   de	   carbone	   amorphe	   induit	   par	   le	   faisceau	   électronique.	   (c)	   Gravure	  
d’une	  ligne	  sur	  le	  graphène.	  	   Le	   motif	   choisit	   pour	   la	   découpe	   de	   rubans	   consiste	   en	   deux	   lignes	  parallèles	  (la	  plupart	  du	  temps	  de	  300	  	  nm	  de	  long)	  sur	  lesquelles	  sont	  rajoutés	  des	  entonnoirs	  d’entrée	  et	  sortie	  avec	  un	  angle	  de	  π/6	  par	  rapport	  au	  ruban.	  La	  durée	  de	  gravure	  n’est	  pas	  affectée	  par	  le	  changement	  de	  largeur	  mais	  elle	  varie	  en	  lien	  direct	   avec	   la	   longueur.	   Des	   exemples	   de	   rubans	   de	   différentes	   largeurs	   et	  longueurs	  sont	  présentés	  sur	  la	  Figure	  10.	  	  
	  	   151	  
	  
Figure	   10	   :	   Exemples	   de	   rubans	   gravés	   par	   EBIE	   à	   l’oxygène.	   La	   file	   du	   haut	   montre	   différentes	  
longueurs	   entre	   170	  nm	   et	   450	  nm	   alors	   que	   la	   file	   du	   bas	   présente	   plusieurs	   largeurs	   entre	   75	   et	  
20	  nm.	  	   Un	   dépôt	   isolant	   est	   observable	   sur	   les	   zones	   de	   gravure,	   ce	   dépôt	   est	  produit	  pendant	  la	  gravure	  et	  est	  d’autant	  plus	  important	  que	  l’échantillon	  est	  sale	  ou	   que	   le	   vide	   est	   moins	   bon.	   Aussi	   loin	   que	   la	   résolution	   du	   SEM	   permet	   de	  l’analyser,	   les	  rubans	  sont	  droits,	   le	  motif	  est	  parfaitement	  reproduit	  et	   les	  bords	  semblent	  lisses	  même	  si	  le	  dépôt	  rend	  leur	  observation	  plus	  délicate.	  	  Afin	  de	  rendre	  compte	  avec	  plus	  de	  précision	  de	  la	  qualité	  de	  ces	  objets,	  les	  rubans	  sur	  grille	  TEM	  sont	  analysés	  par	  microscopie	  électronique	  en	  transmission	  à	  résolution	  atomique.	  Afin	  d’éviter	  au	  maximum	  la	  modification	  de	  l’échantillon,	  la	  tension	  d’accélération	  est	  fixée	  en	  dessous	  de	  l’énergie	  minimale	  de	  knock-­‐on	  pour	  des	  atomes	  de	  la	  maille	  du	  graphène	  (86	  keV),	  soit	  80	  kV.	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Figure	  11	  :	  Analyse	  par	  microscopie	  électronique	  en	  transmission	  corrigée	  en	  aberrations	  sphériques	  
de	  rubans	  de	  graphène.	  (a)	  et	  (b)	  Deux	  exemples	  de	  rubans	  de	  graphène	  mesurant	  respectivement	  14	  
et	  16	  nm	  de	  large	  par	  320	  nm	  de	  long.	  (c)	  Zoom	  sur	  la	  zone	  encadrée	  en	  rouge	  en	  (b)	  correspondant	  au	  
bord	  du	  ruban,	   l’insert	  correspond	  à	   la	   transformée	  de	  Fourier	  de	   l’image.	   (d)	  Profil	  extrait	  du	  bord	  
sur	  la	  figure	  (c)	  face	  au	  diagramme	  et	  (e)	  sa	  transformée	  de	  Fourier.	  	   Les	   images	   enregistrées	   en	   TEM	   montrent	   encore	   une	   faible	   présence	  d’adsorbats	  sur	  les	  rubans	  (Figure	  11a	  et	  b).	  Cela	  n’empêche	  pas	  la	  visualisation	  du	  graphène	  qui	  compose	  le	  vrai	  ruban.	  Celui-­‐ci	  apparaît	  comme	  cristallin	  sans	  zone	  d’amorphisation	  ni	   interruption	  de	  bord	  à	  bord	  du	  ruban.	  De	  plus,	   les	  bords	  sont	  extrêmement	  lisses	  et	  suivent	  des	  directions	  cristallines.	  L’image	  TEM	  comparée	  à	  sa	  FFT	  ainsi	  que	  la	  périodicité	  du	  signal	  extrait	  du	  bord,	  montrent	  la	  présence	  de	  bords	   de	   type	   armchair.	   Par	   ailleurs,	   d’autres	   sections	   qui	   composent	   le	   bord,	  forment	  un	  angle	  par	   rapport	   à	   celui-­‐ci,	   indiquant	   aussi	   la	  présence	  de	  bords	  de	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type	  zig-­‐zag.	  Étant	  donné	  la	  très	  faible	  probabilité	  que	  la	  direction	  de	  découpe	  soit	  parfaitement	   alignée	   à	   une	   direction	   cristalline,	   le	   bord	   est	   sans	   doute	   composé	  d’une	   combinaison	   linéaire	   de	   bords	   armchair	   et	   zigzag	   afin	   de	   s’aligner	   à	   la	  direction	  imposée	  par	  la	  gravure.	  Comparées	  à	  la	  littérature,	  ces	  qualités	  de	  ruban	  et	  de	  bords	  sont	  parmi	  les	  meilleures	  jamais	  publiées.	  	  
Chapitre	   4	  :	   Caractérisation	   par	   mesures	   de	   transport	  
électronique	  des	  nanorubans	  de	  graphène	  	   Même	   si	   les	   résultats	   par	   analyse	   SACTEM	   sont	   très	   encourageants,	   il	   est	  important	   de	   réaliser	   des	   mesures	   pour	   connaître	   les	   propriétés	   de	   transport	  électronique	  de	  ces	  objets.	  Pour	  cela,	  il	  est	  nécessaire	  de	  fabriquer	  des	  nanorubans	  de	   graphène	   électriquement	   isolés	   et	   contactés.	   Les	   substrats	   utilisés	   pour	   la	  microscopie	  ne	   sont	   pas	   adaptés	   à	   ce	   genre	  de	  mesures,	   nous	  procédons	  donc	   à	  une	   transposition	   de	   la	   technique	   de	   fabrication	   sur	   des	   substrats	   adaptés	   aux	  mesures	   de	   transport.	   Le	   type	   d’échantillon	   choisi	   est	   le	   graphène	   exfolié	   sur	  substrat	  de	  290	  nm	  de	  silice	  sur	  silicium.	  Afin	  de	  garder	  l’avantage	  principal	  de	  nos	  échantillons,	  des	  piscines	  de	  5x1,5	  µm	  par	  6	  µm	  de	  profondeur	  sont	  creusées	  sur	  les	   substrats.	   De	   cette	   façon,	   il	   est	   possible	   d’obtenir	   du	   graphène	   exfolié	  partiellement	   suspendu	  sur	   lequel	  nous	  pouvons	  graver	  nos	  motifs	   (Figure	  12a).	  Une	   étape	   de	   lithographie	   électronique	   est	   mise	   en	   place,	   suivie	   par	   une	  évaporation	   de	   métal	   par	   faisceau	   électronique	   afin	   de	   déposer	   des	   électrodes	  métalliques	   pour	   contacter	   le	   graphène	   (Figure	   12a	   et	   b).	   Par	   ailleurs,	   le	   motif	  initialement	   choisi	   est	   complété	   par	   deux	   découpes	   de	   part	   et	   d’autre	   du	   ruban,	  allant	  du	  ruban	  jusqu’au	  bord	  du	  feuillet,	  dont	  le	  but	  est	  d’isoler	  le	  ruban	  du	  reste	  du	  graphène	  pour	  éviter	  les	  court-­‐circuits	  (Figure	  12c).	  Un	  exemple	  de	  gravure	  de	  ce	  motif	  est	  présenté	  en	  Figure	  12d.	  	  Les	  simulations	  d’électrons	  rétrodiffusés	  sur	  de	  tels	  échantillons	  montrent	  que	   leurs	   effets	   sont	   faibles	   et	   proches	   de	   celui	   des	   gravures	   sur	   grilles	   TEM.	  L’utilisation	   de	   graphène	   supporté	   ou	   de	   piscines	   de	   profondeur	   inférieures	   à	  comme	   résultat	   une	   irradiation	   du	   graphène	   importante	   par	   les	   électrons	  secondaires	   et	   rétrodiffusés.	   Dans	   le	   cas	   du	   graphène	   faiblement	   suspendu,	   ces	  électrons	   créent	   une	   gravure	   EBIE	   parasite	   sur	   toute	   la	   surface	   suspendue.	   Par	  ailleurs,	   la	   gravure	   supportée	   résulte	   en	   une	   largeur	   de	   gravure	   fortement	  augmentée,	  endommageant	  le	  graphène	  jusqu’à	  un	  rayon	  de	  400	  à	  500	  nm	  autour	  de	  l’objectif.	  Ce	  cas	  de	  figure	  est	  utilisé	  pour	  l’isolation	  de	  l’objet	  lorsque	  les	  limites	  du	   graphène	   sont	   au-­‐delà	   de	   la	   piscine.	  Nous	   considérons	   que	   cette	   rugosité	   n’a	  pas	   de	   grand	   effet	   sur	   le	   résultat	   final,	   puisqu’elle	   ne	   constitue	   pas	   une	   zone	  importante	  de	  conduction	  du	  courant.	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Figure	  12	  :	  (a)	  Diagramme	  de	  la	  gravure	  de	  rubans	  sur	  échantillons	  de	  graphène	  pseudo-­‐suspendu	  et	  
contactés	  sur	  silice	  sur	  silicium	  dans	  le	  SEM.	  (b)	  Image	  électronique	  de	  la	  configuration	  du	  microscope	  
lors	  de	  la	  gravure	  d’un	  dispositif	  contacté.	  	   Malgré	   un	   grand	   nombre	   de	   substrats	   préparés,	   de	   feuillets	   contactés	   et	  découpés,	   seulement	   deux	   dispositifs	   remplissaient	   les	   bonnes	   conditions	   pour	  être	  mesurés	  électriquement	   (Figure	  16).	  L’un	   (ruban	  A)	  mesure	  90	  nm	  de	   large	  par	   320	  nm	  de	   long	   et	   est	   composé	   d’une	   bicouche	   (Figure	   16a)	   présentant	   une	  résistance	   à	   température	   ambiante	   de	   11,43	  kΩ.	   Le	   deuxième	   (ruban	   B)	  mesure	  environ	   60	  nm	   par	   320	  nm	   et	   est	   monocouche,	   il	   présente	   une	   résistance	   à	  température	  ambiante	  de	  5,4	  kΩ.	  C’est	  ce	  dernier	  qui	  va	  permettre	  la	  plupart	  des	  mesures,	  ce	  sont	  donc	  les	  résultats	  mesurés	  sur	  le	  ruban	  B	  qui	  sont	  présentés	  par	  la	  suite.	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Figure	  13:	  Nanorubans	  de	  graphène	  suspendu	  et	  contactés,	  fabriqués	  par	  EBIE	  à	  l’oxygène.	  (a)	  Ruban	  
bicouche	  mesurant	   90	  nm	  de	   large	   par	   320	  nm	  de	   long.	   (b)	  Ruban	  monocouche	  mesurant	   60	  nm	  de	  
large	  par	  320	  nm	  de	  longueur.	  	   L’échantillon	   est	   inséré	   dans	   le	   cryostat	   et	   refroidit	   à	   1,4	  K.	   Des	  mesures	  I(V)	   sont	   enregistrées	   à	   différentes	   températures	   pendant	   le	   refroidissement	  (Figure	   14a).	   Au	   fur	   et	   à	  mesure	   que	   la	   température	   diminue,	   une	   non-­‐linéarité	  apparait.	  À	  1,4	  K,	  la	  mesure	  I(V)	  montre	  une	  zone	  autour	  de	  zéro	  ou	  la	  conductance	  est	   nulle	   (Figure	   14b).	   Aucun	   plateau	   n’est	   visible,	   mais	   une	   zone	   bruitée	   où	   la	  pente	  est	  difficile	  à	  évaluer,	  apparaît.	  L’énergie,	  qui	  est	  représentée	  par	  l’espace	  les	  deux	  fortes	  pentes	  dans	  la	  mesure	  du	  courant	  en	  échelle	   logarithmique,	  est	  entre	  0,5	  et	  1	  meV.	  L’énergie	   théorique	  du	  gap	  de	  confinement	  pour	  un	  ruban	  de	  cette	  taille	   est	  de	  3	  meV.	  Nous	   sommes	  donc	  dans	   le	  même	  ordre	  de	  grandeur.	  Le	   fait	  que	  la	  mesure	  soit	  inférieure	  peut	  être	  justifié	  par	  le	  fait	  que	  la	  position	  du	  niveau	  de	  Fermi	  n’est	  pas	  connu	  à	  ce	  stade	  et	  donc	  que	  la	  tension	  de	  grille	  n’est	  pas	  réglée	  au	  niveau	  du	  pic	  de	  Dirac.	  L’absence	  d’un	  gap	  de	  confinement	  de	  grande	  énergie	  comme	   vu	   dans	   la	   littérature,	   peut	   montrer	   un	   régime	   de	   transport	   à	   haute	  mobilité	  sans,	  ou	  avec	   faible,	  blocage	  de	  coulomb,	  ce	  qui	  a	  déjà	  été	  observé	  dans	  des	  nanorubans	  de	  graphène	  produits	  par	  d’autres	  méthodes	  de	  gravure.	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Figure	  14	  :	  (a)	  Mesures	  de	  courant	  en	  fonction	  de	  la	  tension	  source-­‐drain	  à	  différentes	  températures	  
pendant	   le	   refroidissement.	   (b)	   Mesure	   du	   courant	   en	   fonction	   de	   la	   tension	   source-­‐drain	   à	   1,4	  K	  
tracée	  en	  échelle	  linéaire	  (noir)	  ainsi	  qu’en	  échelle	  logarithmique	  (rouge).	  	   Par	  ailleurs,	  les	  mesures	  du	  courant	  dans	  le	  ruban	  en	  fonction	  de	  la	  tension	  de	   grille	   arrière	   avec	   une	   tension	   source-­‐drain	   constante	   (VSD	  =	   5	  mV)	   donnent	  comme	  résultat	  une	  ligne	  de	  base	  en	  V	  dont	  le	  minimum	  se	  situe	  autour	  de	  Vg	  =	  2	  V	  sur	  laquelle	  sont	  superposées	  des	  oscillations	  (Figure	  15a).	  Nous	  pouvons	  analyser	  la	  pente	  des	  deux	  segments	  de	  droite	  qui	  forment	  la	  ligne	  de	  base	  pour	  en	  extraire	  une	   valeur	   de	   mobilité	   pour	   les	   trous	   et	   les	   électrons.	   Les	   valeurs	   calculées	  tiennent	   compte	   d’un	   facteur	   d’efficacité	   réduite	   de	   la	   grille	   dû	   au	   manque	   de	  silicium	  sous	  le	  ruban,	  ce	  qui	  limite	  le	  potentiel	  électrique	  induit	  sur	  l’objet	  (Figure	  15b).	   Les	   valeurs	   ainsi	   calculées	   donnent	   une	   mobilité	   de	   µFET,e	   =	   3353	   cm2/Vs	  pour	   les	   électrons	   et	   de	   µFET,h	   =	   8247	   cm2/Vs	   pour	   les	   trous.	   Ces	   valeurs	   sont	  calculées	  par	  le	  biais	  d’une	  approximation	  négligeant	  les	  parois	  de	  la	  piscine	  dans	  le	  calcul	  de	  la	  capacitance	  grille-­‐ruban.	  	  
	  
Figure	  15	   :	   (a)	  Mesure	  de	   la	  conductance	  en	  fonction	  de	   la	  tension	  de	  grille	  arrière	  avec	  une	  tension	  
source-­‐drain	  constante	  de	  5	  mV.	  (b)	  Simulation	  du	  potentiel	  électrique	  induit	  par	  la	  grille	  arrière	  à	  la	  
surface	  de	  la	  silice	  (rouge	  :	  silice,	   jaune/vert	  :	  piscine,	  bleu	  :	  électrodes),	  superposé	  en	  blanc	  du	  tracé	  
du	  potentiel	  sur	  l’axe	  y=0.	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De	  leur	  côté,	  les	  oscillations	  peuvent	  être	  la	  signature	  de	  diamants	  de	  faible	  conductance	   qui	   indiqueraient	   un	   phénomène	   de	   blocage	   de	   Coulomb	   dans	   le	  ruban.	  Les	  creux	  de	  conductance	  sont	  en	  effet	  plus	  larges	  sur	  les	  mesures	  à	  5	  mV	  que	  sur	  les	  mesures	  faites	  à	  20	  mV	  de	  tension	  source-­‐drain	  (Figure	  16a).	  Il	  n’a	  pas	  été	   possible	   de	   réaliser	   la	   mesure	   complète	   du	   diagramme	   de	   conduction	   en	  fonction	   de	   la	   tension	   de	   grille	   et	   de	   la	   tension	   source-­‐drain,	   nous	   avons	   donc	  procédé	   à	   une	   extrapolation	   de	   ces	   deux	   mesures	   afin	   d’en	   extraire	   des	  coordonnées	  approximatives	  de	  la	  position	  des	  diamants	  (Figure	  16b).	  De	  la	  taille	  en	  VDS	  de	  ces	  diamants	  peut	  être	  extraite	  une	  taille	  de	  dot	  à	  l’origine	  du	  blocage	  de	  Coulomb.	   D’après	   les	   calculs,	   la	   taille	   des	   îlots	   de	   graphène	   se	   situe	   entre	   50	   et	  180	  nm	  de	  long	  sur	  60	  nm	  de	  largeur.	  Ceci	  implique	  qu’il	  y	  ait	  environ	  6	  barrières	  tout	  le	  long	  du	  ruban.	  	  
	  
Figure	   16	   :	   (a)	  Mesures	   de	   conductance	   en	   fonction	   de	   la	   tension	   de	   grille	   à	   5	   et	   20	  mV	   de	   tension	  
source-­‐drain.	  (b)	  Diagramme	  des	  diamants	  de	  faible	  conductance	  extrapolé	  à	  partir	  des	  deux	  mesures	  
en	  (a).	  	   Nous	  observons	  également	  l’évolution	  de	  la	  conductance	  lorsqu’on	  applique	  un	  champ	  magnétique	  perpendiculaire	  au	  ruban.	  À	  bias	  constant,	   la	   conductance	  du	   ruban	   augmente	   avec	   le	   champ	   magnétique	   (Figure	   17a).	   Cette	   magnéto-­‐conductance	   positive	   indique	   que	   le	   ruban	   conduit	   mieux	   lorsque	   le	   champ	  magnétique	  est	  fort	  et	  que	  les	  porteurs	  de	  charge	  sont	  plaqués	  contre	  les	  bords	  du	  ruban.	  Les	  bords	  du	  ruban	  sont	  donc	  de	  bonne	  qualité.	  Le	  fait	  que	  la	  conductance	  augmente	   indique	   que	   les	   porteurs	   de	   charge	   rencontrent	  moins	   de	   défauts.	   De	  plus,	  la	  mesure	  faite	  à	  VDS	  =	  10	  mV	  montre	  des	  oscillations	  se	  produisant	  avec	  une	  forme	  symétrique	  à	  -­‐5	  et	  5	  T.	  Étant	  donnés	  l’énergie	  et	  le	  champ	  appliqué	  pour	  leur	  observation,	   nous	   interprétons	   ces	   oscillations	   comme	   des	   oscillations	   de	  Shubnikov	   de	  Haas	   provoquées	   par	   le	   passage	   d’un	   niveau	   de	   Landau	   devant	   le	  niveau	  de	  Fermi	   lors	  du	  balayage	  en	  champ.	  Ces	  oscillations	  ne	  sont	  observables	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que	   dans	   le	   cas	   d’un	   échantillon	   à	   haute	   mobilité.	   Ces	   résultats	   confirment	   les	  calculs	  faits	  précédemment	  ainsi	  que	  les	  observations	  TEM.	  	  
	  
Figure	  17	  :	  (a)	  Mesures	  de	  la	  conductance	  en	  balayage	  en	  champ	  magnétique	  à	  tensions	  source-­‐drain	  
constantes.	   (b)	  Mesures	   du	   courant	   en	   fonction	   de	   la	   tension	   source-­‐drain	   à	   différentes	   valeurs	   du	  
champ	  magnétique.	  	   Les	  mesures	  des	  caractéristiques	  I(V)	  en	  présence	  d’un	  champ	  magnétique	  constant	  montrent	   un	   affaiblissement	   de	   la	   non-­‐linéarité	   avec	   l’augmentation	  du	  champ	  magnétique.	  Celui-­‐ci	  agit	  comme	  un	  apport	  d’énergie	  au	  système	  donnant	  un	  résultat	  similaire	  à	  une	  augmentation	  de	  température.	  	  
Chapitre	   5	  :	   Étude	   du	   graphène	   et	   de	   rubans	   de	   graphène	   par	  
microscopie	  STM	  4	  pointes	  sous	  UHV	  	   Le	   cas	   idéal	   de	   sondage	   des	   propriétés	   d’un	   ruban	   de	   graphène	   est	   celui	  dans	   lequel	   aucune	   résine	   n’est	   utilisée	   pour	   le	   contact	   électrique,	   dans	   un	  environnement	  en	  ultra-­‐haut	  vide,	  à	  basse	  température,	  dans	  un	  appareil	  capable	  à	  la	   fois	   de	   sonder	   les	   caractéristiques	   structurales	   et	   les	   propriétés	   de	   transport	  électronique	   et	   dans	   lequel	   un	   recuit	   de	   l’échantillon	   dans	   l’ultra-­‐haut	   vide	   est	  possible.	  Ces	  cinq	  critères	  peuvent	  être	  réunis	  par	   l’utilisation	  d’un	  microscope	  à	  effet	   tunnel	  multisondes	  dans	   l’ultra-­‐haut	  vide.	  Dans	  cette	  partie,	  nous	  décrivons	  les	  résultats	  obtenus	  par	  l’analyse	  d’échantillons	  de	  graphène	  CVD	  sur	  grille	  TEM	  et	  substrats	  de	  silicium	  dans	  le	  microscope	  Omicron	  4-­‐probe	  UHV-­‐STM	  de	  l’IEMN	  à	  Lille.	   Cette	   étude	   va	   laisser	   de	   côté	   les	   basses	   températures	   pour	   se	   consacrer	   à	  deux	  points	  :	  l’analyse	  de	  l’évolution	  de	  l’échantillon	  sous	  un	  faisceau	  SEM	  en	  ultra-­‐haut	   vide,	   et	   la	   faisabilité	   de	   l’analyse	   du	   transport	   électronique	   à	   travers	   un	  dispositif	  de	  graphène	  gravé	  par	  EBIE	  à	  l’oxygène.	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Figure	  18	  :	  (a)	  Image	  SEM	  de	  graphène	  suspendu	  (première	  irradiation)	  à	  P=	  10-­‐7	  mbar.	  (b)	  Même	  zone	  
imagée	  en	  (a)	  après	  une	  irradiation	  de	  D1	  =	  7,86	  10-­‐9	  C/µm2.	  (c)	  Image	  SEM	  (première	  irradiation)	  de	  
graphène	  suspendu	  à	  P=	  10-­‐10	  mbar.	  (d)	  Même	  zone	  qu’en	  (c)	  imagée	  après	  une	  irradiation	  de	  dose	  D2	  
=	  6,07	  10-­‐8	  C/µm2	  	   Comme	  nous	   l’avons	  remarqué	  dans	   les	  chapitres	  précédents,	   l’irradiation	  par	  électrons	  dans	  un	  vide	  secondaire	  n’est	  pas	  anodine.	  En	  effet,	  cela	  provoque	  un	  dépôt	  de	  carbone	  amorphe	  qui	  contamine	  la	  surface	  du	  graphène	  (Figure	  18a	  et	  b).	  En	   revanche,	   l’irradiation	   par	   électrons	   dans	   l’ultra-­‐haut	   vide,	   même	   à	   dose	   et	  durée	  prolongées	  ne	  semblent	  avoir	  aucun	  impact	  sur	  la	  propreté	  du	  matériau	  et	  tous	  les	  détails	  sont	  parfaitement	  visibles	  (Figure	  18c	  et	  d).	  	  Par	  ailleurs,	  il	  est	  possible	  in	  situ	  de	  mettre	  en	  place	  un	  recuit	  électrique	  au	  moyen	   des	   sondes	   STM.	   Celles-­‐ci	   placées	   au	   contact	   du	  matériau,	   nous	   pouvons	  nous	   en	   servir	   pour	   établir	   un	   bias	   qui	   va	   provoquer	   un	   courant	   à	   travers	  l’échantillon	  en	  le	  chauffant	  par	  effet	  Joule	  (Figure	  19a).	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Figure	  19	  :	  (a)	  Image	  SEM	  de	  l’expérience	  de	  recuit	  électrique	  entre	  deux	  pointes	  séparées	  de	  377	  nm.	  
(b)	  Parcours	  en	  tension/courant	  parcouru	   lors	  du	  recuit.	  La	  montée	  et	   la	  descente	  s’effectuent	  selon	  
une	   rampe	   de	   quelques	   centaines	   de	   millivolts	   par	   minute	   et	   la	   tension	   maximale	   est	   maintenue	  
pendant	  10	  min.	  	   Dans	  le	  cas	  d’un	  échantillon	  contaminé,	  le	  courant	  initialement	  très	  faible	  et	  non	  linéaire	  par	  rapport	  à	  la	  tension	  va	  progressivement	  augmenter	  lors	  du	  recuit	  à	   tension	   constante,	   pour	   ensuite	   saturer.	   La	   redescente	   révèle	   ensuite	   un	  comportement	  linéaire	  typique	  d’un	  matériau	  ohmique	  (Figure	  19b).	  	  
	  
Figure	  20	  :	  Mesure	  de	  conductance	  en	  fonction	  du	  bias	  en	  échelle	  logarithmique	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Nous	   nous	   intéressons	   maintenant	   à	   l’analyse	   d’une	   croix	   de	   graphène	  fabriquée	   par	   EBIE	   à	   l’oxygène.	   Le	  motif	   est	   intéressant	   dans	   notre	   cas	   car	   cela	  nous	   permet	   de	   mesurer	   l’effet	   des	   constrictions	   sans	   besoin	   d’isoler	   les	   deux	  bouts	   d’un	   ruban.	   Le	   motif	   utilisé	   correspond	   à	   deux	   rubans	   perpendiculaires	  (Figure	  21a).	  L’objet	  est	  imagé	  à	  la	  fois	  par	  STM	  et	  par	  SEM	  (respectivement	  Figure	  21b	  et	  c)	  afin	  de	  positionner	  les	  pointes	  pour	  les	  mesures	  désirées.	  Une	  première	  mesure	  entre	  (4)	  et	  (2)	  est	  réalisée	  afin	  d’avoir	  une	  référence	  et	  est	  présentée	  sur	  la	   Figure	   19.	   Le	   résultat	   est	   une	   pente	   exponentielle	   que	   nous	   attribuons	   à	   des	  barrières	  Schottky	  entre	   les	  pointes	  et	   le	  graphène	  et	  qui	  sont	  provoquées	  par	   la	  contamination	  par	  des	  hydrocarbures.	  	  
	  
Figure	   21	  :	   (a)	  Motif	   utilisé	   pour	   la	   gravure	   EBIE	   à	   l’oxygène	   de	   la	   croix	   de	   graphène.	   Chaque	   bras	  
mesure	  90	  nm	  de	  large	  par	  100	  nm	  de	  longueur.	  (b)	  Image	  STM	  de	  l’objet.	  (c)	  Image	  SEM	  de	  la	  croix	  et	  
de	  l’approche	  des	  sondes.	  (d)	  Tracé	  des	  deux	  mesures	  de	  conductance	  en	  fonction	  de	  la	  tension	  pointe	  
à	  pointe	  entre	  les	  points	  (1)	  et	  (2)	  en	  bleu	  et	  (1)	  et	  (3)	  en	  rouge	  de	  l’image	  (c).	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Sur	  la	  croix,	  deux	  mesures	  sont	  faites.	  La	  première	  dont	  la	  conductance	  en	  fonction	   du	   bias	   est	   tracée	   en	   rouge	   sur	   la	   Figure	   21d,	   correspond	   à	   la	  mesure	  entre	   (1)	   et	   (3).	   Nous	   approximons	   cette	   mesure	   à	   celle	   d’un	   simple	   ruban	   de	  90	  nm	  de	  large	  par	  100	  nm	  de	  long.	  Une	  annulation	  de	  la	  conductance	  est	  observée	  à	  bias	  nul.	  Aucun	  gap	  n’est	  observable	  à	  ce	  stade.	  La	  théorie	  prédit	  pour	  cette	  taille	  un	  gap	  de	  2,2	  meV,	  donc	  même	  s’il	  était	  présent,	  il	  ne	  serait	  pas	  visible	  à	  cause	  de	  la	  résolution	  de	  cette	  mesure.	  Par	  ailleurs,	  la	  mesure	  (1)-­‐(2)	  tracée	  en	  bleu	  sur	  la	  Figure	   21d	   montre	   un	   plateau	   de	   conductance	   nulle,	   très	   large	   comparée	   aux	  valeurs	   d’énergie	   de	   gap	   attendues	   pour	   un	   système	   de	   ces	   dimensions-­‐là.	   Le	  plateau	  s’étend	  de	  -­‐4	  à	  4	  V	  de	  bias.	  Cette	  mesure	  peut	  être	  assimilée	  à	  une	  mesure	  de	   deux	   rubans	   en	   parallèle,	   ce	   qui	   devrait	   avoir	   comme	   résultat	   une	   résistance	  plus	   faible	   que	   lors	   de	   la	   mesure	   d’un	   seul	   ruban.	   Afin	   d’expliquer	   cela,	   nous	  avançons	   l’hypothèse	   suivante	  :	   étant	   donnée	   la	   géométrie	   de	   l’objet,	   le	   point	   de	  mesure	   (2)	   se	   trouverait,	   à	   une	   certaine	   plage	   de	   bias,	   soit	   dans	   une	   zone	  d’interférences	   destructrices	   provoquées	   par	   deux	   ondes	   électroniques	   en	  provenance	  des	  deux	  rubans,	  soit	  dans	  une	  zone	  d’ombre	   induite	  par	   la	  croix,	  ou	  soit	  dans	  une	  zone	  combinant	  les	  deux	  phénomènes.	  	  
	  
Figure	  22	   :	  Tracé	  comparatif	  de	   la	  mesure	  (bleu)	  des	  deux	  rubans	  de	   la	  croix	  et	   la	  mesure	  d’un	  seul	  
bras	   convolué	   par	   les	   résultats	   de	   simulation	   d’interférences	   électroniques	   dans	   un	   milieu	   de	  
géométrie	  similaire.	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Nous	  effectuons	  donc	  des	  simulations	  de	  propagation	  électronique	  dans	  un	  milieu	  ayant	  une	  géométrie	  semblable	  à	  celle	  de	  la	  croix	  mesurée.	  Cette	  simulation	  nous	  permet	  d’extraire	  le	  ratio	  de	  l’intensité	  au	  niveau	  de	  la	  sonde	  placée	  en	  (2).	  La	  Figure	  22	  montre	   une	   comparaison	   entre	   la	  mesure	   (1)-­‐(2)	   et	   la	  mesure	   (1)-­‐(3)	  convoluée	  par	  les	  résultats	  de	  la	  simulation	  d’interférences	  électroniques.	  Les	  deux	  courbes	  présentent	  de	  grandes	  similarités.	  Une	  zone	  similaire	  d’occlusion	  du	  signal	  apparaît	  dans	  la	  simulation.	  De	   plus	   amples	   analyses	   et	   des	   simulations	   plus	   précises	   et	   affinées	   sont	  nécessaires	  pour	  confirmer	  ou	  infirmer	  cette	  hypothèse.	  Cependant,	  ce	  résultat	  est	  encourageant	  et	  peut	  être	  encore	  un	  signe	  supplémentaire	  de	  la	  bonne	  qualité	  des	  objets	  produits	  en	  particulier	  sur	  des	  grilles	  TEM,	  comme	  cela	  fut	  prouvé	  déjà	  par	  l’analyse	  par	  microscopie	  TEM.	  	  
Conclusion	  	   Dans	  ce	  travail	  de	  thèse,	  nous	  avons	  mis	  en	  place	  une	  technique	  de	  découpe	  de	  graphène	  combinée	  au	  pilotage	  d’un	  faisceau	  électronique	  et	  à	  l’activation	  d’une	  réaction	   chimique	   induisant	   la	   découpe.	   Les	   motifs	   de	   gravure	   sont	   ainsi	  arbitraires.	   Les	   analyses	   par	   la	   microscopie	   électronique	   en	   transmission	   à	  résolution	   atomique	  ont	   révélé	   des	   rubans	   cristallins,	   sans	   amorphisation	   et	   des	  bords	  droits,	  à	  très	  faible	  rugosité,	  et	  orientés	  selon	  des	  directions	  cristallines.	  La	  technique	  de	  découpe	  a	  été	  transposée	  avec	  succès	  à	  des	  échantillons	  de	  graphène	  contacté	  pseudo-­‐suspendu	  sur	  des	  piscines	  profondes	  creusées	  sur	  des	  substrats	   de	   silice	   sur	   silicium	   adaptés	   aux	  mesures	   de	   cryo	  magnéto-­‐transport	  électronique.	  Deux	  rubans	  ont	  été	  mesurés,	  dont	   l’un	  de	  60	  nm	  de	   large,	  a	  révélé	  une	   forte	  non-­‐linéarité	   avec	   la	  possibilité	  d’un	  gap	  en	  accord	  avec	   les	  prévisions	  théoriques.	   Les	  mesures	   en	  présence	  de	   tension	  de	  grille	   indiquent	  une	  mobilité	  importante	   à	   travers	   le	   ruban	   pouvant	   aller	   jusqu’à	   µFET,h	   =	   8247	   cm2/Vs.	   Par	  ailleurs,	  des	  oscillations	  pouvant	  provenir	  d’un	  blocage	  de	  Coulomb	  indiqueraient	  la	  présence	  d’environ	  6	  barrières	  physiques	  le	  long	  du	  ruban	  car	  elles	  ne	  peuvent	  pas	  être	  attribuées	  à	  l’influence	  du	  substrat	  dans	  notre	  cas.	  Le	  magnéto	  transport	  contribue	  à	  prouver	  la	  bonne	  qualité	  des	  bords	  avec	  une	  conductance	  plus	  élevée	  lors	  du	  confinement	  du	  courant	  le	  long	  de	  ces	  derniers.	  De	  plus,	  des	  oscillations	  en	  champ	  magnétique	  très	  proches	  de	  la	  position	  des	  niveaux	  de	  Landau	  peuvent	  être	  attribuées	  à	  des	  oscillation	  de	  Shubnikov	  de	  Haas	  et	  donc	  à	  un	  régime	  de	  transport	  à	  forte	  mobilité.	  En	   outre,	   les	   expériences	   de	   microscopie	   multisondes	   en	   ultra-­‐haut	   vide	  ouvrent	  la	  voie	  à	  une	  nouvelle	  méthodologie	  d’analyse	  de	  ces	  objets,	  plus	  propre,	  évitant	  la	  lithographie	  et	  permettant	  de	  mesurer	  un	  grand	  nombre	  d’objets	  sur	  un	  même	   échantillon.	   Un	   autre	   microscope	   plus	   performant	   et	   permettant	   les	  mesures	  à	  basse	  température	  est	  déjà	  utilisé	  afin	  de	  poursuivre	  ces	  analyses.	  	  
  
Nanogravure et caractérisation structurale et électronique de rubans de graphène cristallins 
Les principaux objectifs de cette thèse sont la fabrication et la caractérisation structurale à haute résolution 
de nanorubans de graphène à bords atomiquement lisses ainsi que leur intégration dans des composants et 
l’étude du transport électronique. 
En premier lieu, nous montrons que des nanorubans de graphène cristallins de largeur inférieure à 100 nm 
et avec des qualités structurales supérieures l'état de l'art peuvent être découpé par un faisceau électronique 
focalisé d'énergie modérée en présence d'oxygène. Les caractéristiques des rubans obtenus sont également 
supérieures à l'approche précédente utilisant la vapeur d'eau. 
Dans un deuxième temps, la structure des nanorubans est caractérisée jusqu'à l'échelle atomique par 
microscopie électronique en transmission corrigée des aberrations sphériques. Nous montrons que la 
cristallinité des nanorubans, tant en leur centre que le long des bords de découpe, est préservée. Les 
performances de notre approche atteignent l'état de l'art et sa reproductibilité permet de fabriquer des rubans 
longs de plusieurs centaines de nanomètres mais de largeur aussi fine que 16 nm. 
Ensuite, nous avons transposé la découpe de nanoruban suspendus à une configuration partiellement 
suspendue sur substrat SiO2/Si permettant de les intégrer dans des composants adaptés aux mesures de 
transport électronique à basse température et sous champ magnétique. Le transport électronique dans les rubans 
contactés de 60 x 300 nm présente un gap et des oscillations en balayage de grille arrière qui sont en accord 
avec un mécanisme de blocage de Coulomb dans un domaine de taille de l’ordre de la taille du ruban. Si ces 
résultats montrent la persistance de barrières tunnel, ses bords semblent de qualité suffisante pour ne pas 
induire de confinement supplémentaire. 
Au-delà des composants mésoscopiques, notre méthode de fabrication des rubans par gravure électronique 
sous oxygène ouvre des perspectives dans deux domaines en émergence. Elle est compatible avec l'ultravide et 
parfaitement adaptée au développement d'une technologie atomique à base de graphène. Une caractérisation de 
la contamination du graphène ainsi qu’une caractérisation électrique de dispositifs de graphène qui a été fait 
par microscopie à effet tunnel multisonde en ultra vide. 
Enfin, les rubans de graphène que nous produisons ont les dimensions et qualités structurales requises pour 
observer un comportement plasmonique du graphène dans le visible et ainsi interagir avec des structures 
plasmoniques métalliques. Ce couplage a été examiné en étudiant le signal Raman du graphène au voisinage de 
colloïdes d’or. 
 
Mots clés : graphène, gravure induite par faisceau électronique, microscopie électronique en transmission, 
cryo-magnéto-transport, spectroscopie Raman, plasmonique, ultra vide, microscopie à effet tunnel. 
 
 
Nanoetching and structural and electronic characterisation of crystalline graphene ribbons 
The main objectives of this thesis are the fabrication and high-resolution structural characterisation of 
graphene nanoribbons with atomically smooth edges as well as their device integration and electronic transport 
study. 
In first place, we show that crystalline graphene nanoribbons with width under 100 nm and structural 
properties better than the state of the art can be patterned by a focused electron beam in presence of oxygen. 
The structural characteristics of the ribbons are also better than the old process using water vapour. 
Secondly, nanoribbons structure is characterized down to the atomic scale by spherical aberration corrected 
transmission electron microscopy. We show that the nanoribbons crystallinity, of the centre as well as along 
the cut edges, is preserved. The performance of our process reaches the state of the art and its reproducibility 
allows to produce ribbons with length of hundreds of nanometer but as narrow as 16 nm. 
After that, we have transposed the suspended nanoribbon etching to a partially suspended configuration on 
a SiO2/Si substrate allowing the integration in devices suitable for electronic transport measurements at low 
temperature and under magnetic field. The electronic transport in contacted ribbons of 60x300 nm shows a gap 
and oscillations on backgate scanning measurements that are in agreement with a Coulomb blockade 
mechanism with dot sizes in the range of the ribbon surface. Even though those results show the persistence of 
tunnel barriers, the edges quality look good enough to avoid additional confinement. 
Other than mesoscopic devices, our ribbon fabrication process by electronic beam under oxygen atmosphere 
opens perspectives in two emergent fields. The process is ultra high vacuum compatible and perfectly adapted 
to the development of an atomic graphene based technology. A characterisation of contaminants of graphene 
samples as well as electrical characterisation of graphene devices has been performed in a multiprobe scanning 
tunnelling microscope in ultra high vacuum. 
Finally, our graphene nanoribbons have the right dimensions and structural qualities required for the 
observation of plasmonic behaviour of graphene in visible light and so interact with metallic plasmonic 
structures. This coupling has been analysed by studying the Raman signal of graphene at the close environment 
of gold colloids. 
 
Keywords : graphene, e-beam induced etching, transmission electron microscopy, cryo-magneto transport, 
Raman spectroscopy, plasmonics, ultra-high vacuum, scanning tunneling microscopy. 
 
